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Within the visual system, the optics of the eye is responsible for forming images of external
objects on the ocular fundus for its photo-reception and neural interpretation. However,
the eye is not perfect and its capabilities may be limited by aberrations and scattering.
Therefore, the quantification of optical factors affecting the eye is important for diagnosis and
monitoring purposes. In this context, this document summarizes the work done during the
implementation of the Multimodal Eye’s Optical Quality (MEOQ) system, a measurement
device that integrates a double-pass (DP) instrument and a Hartmann-Shack (HS) sensor
to provide not only information on aberrations, but also on scattering that occurs in the
human eye. A binocular open-view design permits evaluation in natural viewing conditions.
Furthermore, the system is able to compensate for both spherical and astigmatic refractive
errors by using devices of configurable optical power. The MEOQ system has been used to
quantify scattering in the human eye based on differences between DP and HS estimations.
Moreover, DP information has been employed to measure intraocular scattering using a novel
method of quantification. Finally, the configurable properties of the spherical refractive error
corrector have been used to explore a method for reducing speckle in systems that rely on
reflections of light in the ocular fundus.
Keywords: optical quality, double-pass technique, Hartmann-Shack sensors, multimodal sys-
tem, binocularity, refractive error compensation, scattering, speckle.
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Resumen
Dentro del sistema visual, la óptica del ojo es responsable de la formación de imágenes de
objetos externos en el fondo de ojo para su fotorrecepción e interpretación neuronal. Sin
embargo, el ojo no es perfecto y sus capacidades pueden verse limitadas por la presencia
de aberraciones o de luz dispersa. De esta manera, la cuantificación de los factores ópticos
que afectan al ojo resulta importante para fines de diagnóstico y de monitoreo. En este
contexto, el presente documento resume el trabajo realizado durante la implementación del
sistema Multimodal Eye’s Optical Quality (MEOQ), un dispositivo de medición que integra
un instrumento de doble paso (DP) y un sensor de Hartmann-Shack (HS) para proporcionar
no sólo información sobre aberraciones, sino también en la dispersión que se produce en el ojo
humano. Un diseño binocular de campo abierto permite evaluaciones en condiciones visuales
naturales. Además, el sistema es capaz de compensar tanto errores refractivos esféricos como
astigmáticos mediante el uso de dispositivos de potencia óptica configurable. El sistema
MEOQ se ha utilizado para cuantificar la dispersión en el ojo humano basándose en las
diferencias entre estimaciones de DP y HS. Además, la información de DP se ha empleado
para medir la dispersión intraocular utilizando un nuevo método de cuantificación. Por último,
las propiedades configurables del corrector de refracción esférica se han utilizado para explorar
un método para la reducción de ruido speckle en sistemas basados en reflexiones de luz en el
fondo ocular.
Palabras clave: calidad óptica, técnica de doble paso, sensores Hartmann-Shack, sistema
multimodal, binocularidad, compensación de errores refractivos, dispersión, ruido speckle.
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Kurzfassung
Innerhalb des visuellen Systems ist die Optik des Auges verantwortlich für die Abbildung ex-
terner Objekte auf dem Fundus des Auges, damit Licht umgewandelt und neural interpretiert
wird. Dennoch ist das Auge nicht perfekt und seine Möglichkeiten sind durch Abbildungsfehler
und Streuung begrenzt. Daraus ergibt sich, dass die Quantifizierung der optischen Faktoren,
welche das Auge betreffen, wichtig für die Diagnose und Überwachung sind. Innerhalb dieses
Rahmens fasst dieses Dokument die Arbeit zusammen, welche die Implementierung eines Sys-
tem zur multimodalen Bestimmung der optischen Qualität des Auges (MEOQ), bestehend
aus einem Doppelpass-Instument (DP) und einem Hartmann-Shack-Sensor (HS), beschreibt,
um nicht nur Informationen über Abbildungsfehler, sondern auch über Streuung im mensch-
lichen Auge zu erhalten. Ein biokulares Freisicht-Design ermöglicht natürliche Sehverhältn-
isse. Darüberhinaus ist das System in der Lage sphärische und astigmatische Brechungsfehler
mit einem Gerät einstellbarer optischer Leistung zu korrigieren. Das MEOQ System wurde
genutzt um Streuung im menschlichen Auge mit Hilfe der Unterschiede der Abschätzungen des
DP und des HS zu quantifizieren. Darüberhinaus wurden die DP Informationen angewandt
um intraokulare Streuung durch eine neue Methode der Quantifizierung zu messen. Schließlich
wurden die konfigurierbaren Einstellungen des sphärischen Brechungsfehlerskorrektor genutzt
um eine Methode zur Reduzierung von Speckle in Systemen, welche auf Reflektionen von
Licht vom Fundus des Auges basieren, zu untersuchen.
Schlüsselworte: Optische Qualität, Doppelpass Technik, Hartmann-Shack Sensoren, Mul-
timodales Systemm, Brechungsfehler-Kompensation, Streuung, Speckle.
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Resum
Dins del sistema visual, l’òptica de l’ull és la responsable de la formació d’imatges d’objectes
externs en el fons d’ull per a la posterior fotorecepció i interpretació neuronal. No obstant, l’ull
no és perfecte i les seves capacitats es poden veure limitades per la presència d’aberracions o de
dispersió de la llum. D’aquesta manera, la quantificació dels factors òptics que afecten a l’ull
és important per a finalitats de diagnòstic i monitoratge. En aquest context, aquest document
resumeix el treball realitzat durant la implementació del sistema Multimodal Eye’s Optical
Quality (MEOQ). Aquest, és un dispositiu de mesura que integra un instrument de doble
pas i un sensor de Hartmann-Shack per proporcionar no només informació sobre aberracions,
sinó també sobre la dispersió que es produeix en l’ull humà. Un disseny binocular de camp
obert permet avaluar l’ull en condicions visuals normals. A més, el sistema és capaç de
compensar tant errors refractius esfèrics com astigmàtics utilitzant dispositius de potència
òptica configurable. El sistema MEOQ s’hautilitzat per quantificar la dispersió en l’ull humà
basant-se en les diferències observades entre les dues tècniques. Cal afegir que la informació
de doble pas ha permès mesurar la dispersió intraocular amb un nou mètode de quantificació.
Finalment, les propietats configurables del corrector de refracció esfèric s’han utilitzat per
explorar un mètode per a la reducció de speckle en sistemes basats en reflexions de llum al
fons ocular.
Paraules clau: qualitat òptica, tècnica de doble pas, sensors de Hartmann-Shack, sistema
multimodal, binocularitat, compensació d’errors refractius, dispersió, speckle.
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The ability of the human visual system to process information from our surroundings gives it a
key role in daily activities [5]. Thanks to vision we distinguish objects and obtain information
on their shapes and locations. By this sense, we find friends in crowded places without
changing our position and enjoy variety of landscapes offered by nature. Using this, we
have configured complex systems and discovered starts and galaxies. Unfortunately, these
capacities may be limited by imperfections in any of the structures involved in the visual
process, including those that are present in the optics of the eye [6].
Within the visual system, the optics of the eye has the function of forming the image of external
objects on the retina for its posterior photo-reception and neural interpretation. During the
image formation process, the optical characteristics of the eye define the manner in which we
receive information from those external stimuli. For instance, people with any uncorrected
ametropia perceive distorted versions of the scenes that are being observed. According to
the severity of the degradation and the conditions of the scene, the information may become
unrecognizable. This situation may affect the development of daily activities that in normal
or corrected conditions represent easy tasks, such as reading or driving [5]. From this point of
view, the relevance of the optical part of the visual system relies on the fact that it represents
a gateway for much of the external information that we receive from our surroundings.
The determination of the optical factors affecting vision is crucial to understand the manner
in which images of external objects are formed on the retina [6, 7]. Moreover, the quantific-
ation of the different optical phenomena affecting the eye represents a necessary step before
applying any correction procedure. For instance, the determination of the refractive state of
the eye gives nowadays the opportunity to prescribe corrections through spectacles or con-
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tact lenses with the proper spherical or astigmatic refractive optical power. In this sense,
the quantification of not only refraction, but also other optical factors represents a way to
increase our understanding on the processes occurring in the eye.
Factors degrading the optical quality of the eye
Diffraction, aberrations, and scattering form the conjunct of optical factors leading the form-
ation of external scenes on the retina [8, 9, 10]. Diffraction is an effect that arises from the
wave propagation properties of light [11] and imposes a limit to the performance of any op-
tical system1 [12]. The eye is always affected by diffraction, which may become the dominant
optical phenomenon in vision, especially when the response of the eye is measured for pupils
of small diameters [13]. On the other hand, the refractive state of the eye allows the formation
of image on the retina, but in some cases it may also induce deviations with respect to the
behavior predicted by paraxial optics [12]. These aberrations limit the response of the eye to
a greater or lesser extent depending on the severity of the deviations. In the case of scattering,
inhomogeneities in structures of the eye with which light interacts provoke deviations in the
trajectory of the light [11]. When an optical system is affected by scattering, the effect of this
phenomenon is perceived as a veiling glare luminance surrounding bright objects [14].
As seen above, diffraction, aberrations, and scattering affect the response of the eye in different
manners. One approach to measure the impact of these factors is through the determination
of the optical quality of the eye [15]. The point spread function (PSF), modulation transfer
function (MTF) [16], Strehl ratio, and root mean square (RMS) value of wave aberrations
[12] are examples of parameters that can be used to provide estimations of the optical quality
and to quantify the effects of diffraction, aberrations, and scattering in the image formation
process taken place in the eye. For instance, the veiling glare observed in the PSF of the eye
and the decrements in the MTF could be used to estimate the amount of scattering in the
eye [10] and the presence of aberrations in the eye [17], respectively; the Strehl ratio or the
RMS value of wave aberrations may be employed to quantify in a single number the overall
effects of the different optical phenomena that is present in the eye [12, 18].
1Following the Huygen’s principle of light propagation, a point in a wavefront can be considered as a
source of spherical wavelets. When the wavefront is disturbed by any aperture, the interference between the
individual spherical wavelets generates an intensity pattern consisting in a series of light and dark bands. This




The determination of the optical quality is important in the sense that it provides information
on the optical part of the visual system, which can be used to increase our understanding on
different phenomena arising from the interaction between light and eye. Therefore, it results
crucial to have (or develop) techniques and instruments capable of providing in an accurate
manner parameters with information on all those factors affecting the eye.
The determination of the properties of the eye through history
Vision has been a field of great interest through history. The impact of vision in our life and
the possibility of correcting the effects of imperfections of the eye explain to a certain extent
the interest in the field and the long way that has taken to obtain the knowledge that we
have nowadays on the visual system. The development of objective methods to determine the
optical quality of the eye has been an important consequence of this historical process, which
is constantly updated partly by improvements in optical instrumentation able to provide every
time a more detailed description of the eye.
It has passed over 5000 years since the earliest forms of assessing visual acuity by distin-
guishing double stars2. Although factor producing presbyopia were not understood, problems
to distinguish near objects with age were already described by Aristotle (384-322 B.C.) and
Roger Bacon (1220-1292), being the later who realized on the importance of having a theor-
etical basis to understand phenomena affecting vision as well as an explanation for correcting
those problems. Going further than contemporary empiricism for making lenses to correct
some refractive errors, Johannes Kepler (1571-1630) divided the optical from the physiolo-
gical process in vision and made the first description of the optics of the eye in 1604. After
the knowledge of the Snell laws in 1621, the principles behind refraction were understood and
they were used by René Descartes (1596-1650) to provide a more precise analysis on the image
formation process on the retina.
There were important advances in the development of visual tests and instruments that con-
tributed to understand the optical performance of the eye. For instance, we find the demon-
stration of the limits of visual resolution using square wave grating and the construction of
the first optometer to determine the focal length of the eye by Robert Hooke (1635-1703) and
William Porterfield (1696-1771), respectively. George Bidell Airy (1801-1892) established the
first basis for testing and correcting astigmatism and also provided the description of the best
focused spot in 1835.
2The historical data in this section has been taken from [7].
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Among other contributions, Hermann Helmholtz (1821-1894) invented the opthalmometer
and the opthalmoscope to determine the dimensions of structures in the eye and to inspect
visually the retina. This last instrument and the slit lamp introduced by Allvar Gullstrand
(1862-1930) were the first instruments used to evaluate cataracts. Herman Snellen (1834-
1908) provided a way to compute visual acuity from devising shapes of different sizes and
orientation of particular configurations.
Objective determination of the optical quality
The development of instruments and techniques to measure the eye continued along the 20th
century. Within that period of time, different authors focused their efforts on measuring the
optical quality of the eye by objective means. This conjunct of methods was based on the
analysis of light coming from bright images projected on the ocular fundus [15]. Using this
principle, Flamant was able to measure the line spread function (LSF) of the eye in 1955 [19].
With the time, technological advances were incorporated into the field of visual optics. This
situation leaded to the development of instruments and techniques nowadays available to
determine the optical quality of the eye. One clear example of this is the use of digital
cameras [20] instead of photographic plates [19] to record aerial retinal images. This fact
and the availability of increasing computing resources have permitted the analysis of the
images by digital procedures. Besides technological advances, the adaptation of procedures
originally developed in other fields of research has also contributed to the determination of the
optical quality of the eye. For instance, Hartmann-Shack sensors were developed to measure
turbulences of the atmosphere [21], but it is now a common instrument in visual optics used
to determine the optical characteristics of the eye [22, 23].
Although subjective methods have historically been used for measuring the impact of differ-
ent factors in vision, objective methods permit evaluations of the physical process behind the
formation of images on the retina; this is, without considering the contribution of psychophys-
ical factors influencing the visual process and our interpretation of external images. Since it
permits the estimation representative data on the optics of the eye, the objective determina-
tion of the optical quality represents a strong tool not only for the diagnosis and monitoring
of optical imperfections affecting the eye [10, 24, 25], but also for the evaluation of treatment
outcomes [26, 27]. Furthermore, the possibility of offering to patients proper diagnosis is in-
creased if the information on the optical quality is accurate and detailed. Therefore, there is
a necessity of systems able not only to provide overall estimations of the optical quality, but
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also to quantify the contributions of the different optical phenomena occurring in the eye.
Double-pass [20] and Hartmann-Shack [22] systems have arisen as excellent options to determ-
ine objectively the optical quality of the eye and are even used in clinical practice [23, 28].
The former technique provides overall estimations on the optical quality while the latter one
describes well the aberrations of the eye. However, the information they provide is limited
by the own techniques under conventional data processing: the individual contribution of the
different optical conditions affecting the retinal image cannot be determined from double-pass
data, and the intraocular scattering is not reflected in Hartmann-Shack information [29]. In
this respect, we consider that systems based on multiple techniques (multimodal systems), are
an alternative to take advantage of the strengths of double-pass and Hartmann-Shack sensors
and to perform a detailed optical characterization with information on all the phenomena
occurring in the eye.
Some figures around the optical quality
Looking at the fact that there are more than 1400 million people only with myopia around
the world [30], it is not disproportionate the USD 26000 million at which Transparent Market
Research [31] valued the Ophthalmologist device market in 2012, which presents a situation
highly fragmented with the presence of both well established and emerging companies in this
field. This figure includes diagnostic systems, surgery devices and vision care products and
is estimated to reach USD 40000 million by 2019. The growth of this market is not only at-
tributed to the increasing prevalence of visual disorders but also to the constant improvement
in products. This indicates that Ophthalmology is an open market where new systems have
place if they are capable of provide detailed information on the optical quality of the eye.
Visual impairments3 affect the quality of life of people by limiting to a greater or lesser
extend different aspects of daily life [5], such as work, education, mobility, and recreation. For
instance, a person with uncorrected refraction errors may not be able to distinguish letters
in a book due to blurred vision. According to the World Health Organization [33], 43% of
the cases correspond to people with uncorrected refractive errors and 33% to unoperated
3The International Classification of Diseases [32] considers that a person is visual impaired if he/she presents
a visual acuity lower than 3/10 and a visual field lower than 10◦ in radius around central fixation. For
characterizing visual impairments, visual acuity is measured with prescribed correction. However, the World
Health Organization [33] recognizes as visual impaired also to those people that fulfil these criteria and have
no access to correction, such as spectacles and surgeries to correct myopia, hyperopia or astigmatism and
eliminate cataracts, for instance.
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cataracts. It means that around two thirds of visual impairments can be avoided or cured if
they are previously detected and quantified.
In this context, the knowledge of the optical quality of the eye takes relevance because it
provides to clinicians a strong tool for the diagnosis and monitoring of visual impairments
and treatments. Thus, it results important to have available systems able to provide over-
all estimations of the optical quality and to quantify separately all those optical conditions
affecting vision, i.e. aberrations and intraocular scattering.
1.1 Objectives of the project
There is a series of points that may summarize the information presented above. First of
all, the importance of the visual system in our life should be mentioned ; the possibility
of having more information from our surrounding through the formation of images on the
ocular fundus and its posterior interpretation results crucial for some of our daily activities.
Second, the performance of the optical part of the visual system may be degraded by different
factors affecting the eye. Third, the quantification of all those phenomena contributes to the
understanding on the processes occurring in the eye; moreover, this information may give to
clinicians strong tools during diagnosis stages and monitoring of visual treatments. Thus, the
introduction of new systems to determine the contribution of factors affecting the eye or the
improvement of the current ones may result important for people suffering ocular diseases in
the sense that they could be benefited in the future to a greater or lesser extend from these
ameliorations.
Within the scope of the Erasmus Mundus Joint Doctorate EuroPhotonics, this document
summarizes the work forming the project Multimodal Eye’s Optical Quality (MEOQ), which
has as main objective the development of a new system permitting a complete evaluation in
real time of the optical quality of the eye by the integration of multiple techniques. This project
was proposed by the Centre of Sensors, Instrument and System Development – CD6 (Uni-
versitat Politècnica de Catalunya – UPC, Spain) and the Institute for Information Processing
Technologies – ITIV (Karlsruher Institut für Technologie – KIT, Germany), two laborator-
ies with great experience and expertise in research and development projects in biomedical
sensors, optical design, and optical instrumentation applied to the ophthalmology field.
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The objective marked for this project was reached after accomplishing the following tasks:
• Development of a new instrument for evaluating the optical quality of the
eye
Objective: Design and development of a new system that integrates multiple tech-
niques (multimodal system) able to perform a complete characterization of the optical
phenomena occurring in the eye. The system included the following features:
– Integration on a double-pass instrument and a Hartmann-Shack wavefront sensor.
– Binocular measurements in normal viewing conditions through an open field
configuration.
– Correction of low order aberrations (spherical and astigmatic refractive error
compensation).
– Use of single elements when possible.
Milestones: 1) Improvement of current experimental setups by adapting recent ad-
vances in the field. 2) Design and integration of a system based on both the double-
pass and the Hartmann-Shack technique. 3) Validation of the new system with
measurements on artificial eyes and a small group of subjects.
Methodology: From the previous background on double-pass systems and Hartmann-
Shack wavefront aberrometers, we developed a new system combining both tech-
niques (multimodal system). It was expected to define new parameters from inform-
ation of both techniques to improve the description of the optical factors affecting
the eye. In particular, this configuration allowed the quantification of scattering.
The system is binocular and allows patients to fixate an external stimulus in open
field. Moreover, several technological improvements were carried out, such as the in-
clusion of a subsystem for correcting astigmatism based on a set of cylindrical lenses
of configurable orientation and the inclusion of a spherical refractive error corrector
based on lenses of tunable optical power. In this manner, the optical quality can be
determined without the influence of defocus and astigmatism and the dynamic range
may be used to determine the effects of higher order aberrations and scattering. The
experimental setup was validated by means of artificial eyes and a small group of
subjects.
Deliverables: 1) Experimental setup for the complete characterization of the eye’s
optical quality. 2) Control software and user interfaces of the experimental setup.
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• Applications for the developed system
Objective: Conducting a series of studies with the developed prototype to find pos-
sible applications and to determine its advantages over other state of the art devices
and methods of quantification of the different optical factors present in the eye.
Milestones: 1) Conducting experimental studies in young healthy subjects. 2) Quan-
tification and identification of the sources of scattering in the eye. 3) Comparison
with current methods for scattering quantification.
Methodology: Parameters with information on the optical quality of the eye were
determined for a group of young subjects. The differences in response between
double-pass and Hartmann-Shack technique are attributed mainly to the presence of
scattering during measurements at the working wavelength. Since data corresponded
to young healthy eyes, the amount of scattering was considered as arising in the ocular
fundus. The inter-subject differences were determined and a method to characterize
them was proposed. Moreover, the impact of intraocular scattering on the parameters
with information on the optical quality was determined based on measurements on
an artificial eye with the idea of identifying in the curves the origin of the scattering.
Taking advantage of the configurable optical power in the spherical refractive error
corrector, a new method was explored for speckle reduction in systems based on
reflections of light on the ocular fundus.
Deliverables: Experimental studies on healthy young subjects. 2) Quantification
of the contribution of scattering in the measurements. 3) Proposal of methods for
scattering quantification. 4) Exploration of a new method for speckle reduction.
The MEOQ system could be summarized in the conceptual chart presented in figure 1.1. In
this, the implemented instrument is divided in three main parts: optical processing, data pro-
cessing, and data analysis. The first part involves the binocular instrument itself and is formed
by a double-pass (DP) and a Hartmann-Shack (HS) configuration able to perform simultan-
eous measurements of both eyes. The second part corresponds to conventional double-pass
and Hartmann-Shack data processing. Therefore, the system provides independent estim-
ations of parameters with information on the optical quality, such the PSF, MTF, Strehl
ratio for both of the techniques. In addition, it is possible to offer estimations on wavefront
aberrations and refraction based on data measured with the aberrometer. This information
is complemented through a combined data analysis in a third stage within the system. At
the end of this analysis, it is possible to provide estimations on scattering based on differ-
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ences between techniques. The instrument implementation and calibration and its application
for quantifying scattering and reducing speckle is presented in the following chapters of this
document.
Figure 1.1: Conceptual representation of the MEOQ system.
1.2 Organization of this document
This dissertation is structured as follows. First of all, chapter 2 presents a review of current
techniques available for the objective determination of the optical properties of the eye. This
section covers not only double-pass instruments and Hartmann-Shack sensors, but also other
techniques that have arisen for such purposes. The chapter includes also a description of
different methods that have been used in visual optics for quantifying scattering. This re-
view is done because one of the main applications of the MEOQ system is related with the
quantification of this phenomenon. A small description of different manners that have been
explored in this field of research for speckle reduction is presented at the end of that chapter.
Chapter 3 introduces the MEOQ system. The design of the instrument is presented along the
chapter. Thus, the configuration that was implemented to obtain a binocular system working
in open field configuration is explained. The details on both the astigmatic and spherical
error correctors are also included. In addition, the software routines and interfaces developed
for the MEOQ system are shown. The chapter covers also the validation of the instrument,
which was based on having comparable double-pass and Hartmann-Shack estimations.
The scattering quantification based on the combined analysis of data from the multiple tech-
niques is presented in chapter 4. The differences between the double-pass and Hartmann
Shack MTF curves are used for this purpose. The deviations between responses are fitted to
a model with parameters in function of the properties of the scattered light. The measurement
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conditions allow relating the differences to scattering arising in the ocular fundus. The details
on the models and the discussion on its applicability are discussed along the chapter.
Chapter 5 introduces a novel index for the quantification of scattering based on double-pass
measurements. The proposed index uses the information that is lost through the extrapolation
of the zero frequency during the peak correction procedure usually performed over double-pass
data. Unlike other methods for the quantification of scattering using double-pass data, the
index presented here gives an estimation of intraocular scattering in the eye regardless the
presence of aberrations. The details for the computation of the index and the results based
on measurements on an artificial eye are presented in that chapter.
Chapter 6 explores a new method for speckle reduction in systems based on the light reflections
in the ocular fundus, such as double-pass instruments and Hartmann-Shack wavefront sensors.
The method takes advantage on the reconfigurability of the spherical refractive error corrector
used in the MEOQ system to focus on the fundus a light beam with small fluctuations in
optical power. The changes are produced during the recording of double-pass image to produce
uncorrelated speckle pattern and reach in this manner a speckle reduction. The details of the
method are explained in detail along the chapter.
Finally, chapter 7 presents the general conclusions of this work. The main results obtained
along this document are summarized in that chapter. The advantages and possible drawbacks
of the system are enumerated. In addition, the main points on the scattering quantification
and speckle reduction are presented. The chapter ends with a series of proposals on future




State of the art
The determination of the different phenomena that occur in the eye has been historically an
area of interest [7, 34]. Different techniques, some of them initially developed in other fields
of research, and advances in technology have been with the time incorporated into a variety
of instruments that have permitted the objective assessment of the optical characteristics of
the eye. For instance, the reconstruction of wave aberrations in the eye with Hartmann-Shack
sensors [22] was possible after adapting a technology that had been originally designed to
measure turbulences provoked by the atmosphere [21]. Additional examples are the incorpor-
ation of lasers sources and charge-coupled devices (CCD) into the instruments, which allowed
to study the eye in monochromatic conditions and to analyze the measured data using digital
procedures.
This chapter presents a review of techniques that have arisen in visual optics for the objective
assessment of the optical characteristics of the eye. In this manner, the intention is to give
the context on which the project being summarized in this document was developed. As
stated in chapter 1, the goal of the project was to develop an instrument based on multiple
techniques (multimodal system) for the objective evaluation of aberrations and scattering in
the eye. The final system incorporates a double-pass instrument [20] and a Hartmann-Shack
wavefront sensor [22]. In addition to the techniques used in the implemented system, we
present here alternative methods that have been used in visual optics to estimate the optical
quality of the eye.
Besides presenting the main characteristics of the assessment techniques, a review on methods
for the quantification of ocular scattering is presented in this chapter. This review covers pro-
cedures that quantify this phenomenon by analyzing data either from single or from multiple
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assessment modes. In a similar manner, some methods that have arisen to reduce speckle
noise in systems based on reflections of light in the ocular fundus are introduced. These top-
ics are covered here because they are related with applications that will be introduced in the
following chapters.
2.1 Objective determination of the optical quality
Different techniques have arisen along the last years for the objective determination of the
optical properties of the eye. They range from the analysis of aerial images in the double-pass
technique [20] to the reconstruction of wave aberrations using a number of methods available
for this aim [35]. These instruments have allowed to assess the optical quality of the eye in
an objective manner not only under laboratory experimental conditions, but also in clinical
environments using commercially available versions of the devices [23, 28, 36].
This section presents some of the techniques that have been available for the objective assess-
ment of the eye. They are classified according to the feature that is used during the estimation
of the optical quality. The techniques are explained and their main characteristics are intro-
duced. Both the double-pass and the Hartmann-Shack techniques receive special attention
because they were implemented in the MEOQ system. In addition, a review of binocular and
multimodal systems is presented at the end of the section.
2.1.1 Technique based on the analysis of retinal images
Double-pass technique
The double-pass technique as is known nowadays was introduced by Santamaría et al. in
[20]. Instruments based on this assessment mode permit objective evaluations of the optical
quality of the human eye by analyzing the aerial (double-pass) image of a point projected
on the retina. Before that work, the optical properties of the eye had been evaluated with
similar methods for unidimensional cases [15]. When presented, the novelty of the technique
consisted in the fact that it allowed the determination of the optical quality of the eye, but
in a bidimensional manner and recording the images with digital devices.
A simplified version of a double-pass setup is illustrated in figure 2.1. In this, a point light
source is collimated before reaching the entrance pupil P1. Then, light arrives at the eye after
being directed by beam splitter BS and passing through the telescopic system formed by
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lenses L2 and L3, which maintains the entrance and exit pupils P1 and P2 in planes that are
conjugate to the pupil of the eye. In addition, the distance between lenses L2 and L3 may be
varied to modify the vergence of the beam until correct spherical refractive errors of the own
eye. After passing through the optics of the eye, the light is focused on the ocular fundus.
Part of the incident light is reflected towards the pupil, marking in this manner the beginning
of the second pass in the double-pass process. Following an optical path identical than that
for the first pass until beam splitter BS, light reaches the exit pupil P2 before being focused
by lens L4 on the imaging device CMDP , whose function is to record the double-pass images.
Figure 2.1: Representation of a double-pass instrument. Lenses: L1, L2, L3, L4; Pupils: P1, P2; Camera:
CMDP .
Images obtained with the double-pass technique contain information on optical factors af-
fecting the eye, such as aberrations and ocular scattering [29]. The image formation process
is presented in detail in appendix A. From there, it is known that the incoherent intensity
distribution obtained with double-pass systems (IDP ) may be represented mathematically as
the correlation of the point spread function of the eye for the first (PSF1) and second pass
(PSF2) pupil diameters [13], which is expressed as
IDP = PSF2(mx
′′,my′′)⊗ PSF1(−mx′′,−my′′) (2.1)
wherem is the modulus of the first pass magnification, (x′′, y′′) corresponds to the coordinates
at the second pass image plane, and ⊗ denotes convolution. The Fourier transform can be
used to obtain the response of the eye in the frequency domain [16]. When applied to double-
pass images, we obtain a spectral representation that depends on the optical transfer function
of the eye for the first (OTF1) and second pass (OTF2) pupil diameters [13]. This situation
is written as
F{IDP } = OTF2(u, v)OTF ∗1 (u, v) (2.2)
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where (u, v) are the coordinates in the frequency domain and ∗ means complex conjugate.
The modulation transfer function (MTF) and the phase transfer function (PTF) are given by
the modulus and the phase of the OTF, respectively [16]. For systems with first and second
pass pupils of identical diameters (symmetric systems), the MTF of the eye can be obtained




The complex conjugate operation observed in equation 2.2 indicates that the phase in the
Fourier transformed image is lost in symmetric double-pass systems. Therefore, it is not
possible to recover information printed in this parameter using double-pass systems with this
configuration [13]. For instance, symmetric system does not allow recovering information on
odd aberrations, such as comma. Since only the phase is lost, the MTF is not affected by this
fact and it can be obtained by applying equation 2.3.
In order to keep information related to the phase, a small first-pass pupil (diffraction limited)
and a large second-pass pupil can be used to obtain double-pass images preserving the phase
up to the limit imposed by diffraction [37]. In configurations with unequal pupils, the effects
of placing a small first-pass pupil are high enough to make negligible the effects of aberrations
in the first-pass response of the eye. Since the theoretical effects of diffractions are known (an








where OTFd corresponds to the diffraction limited optical transfer function for the first-pass
pupil diameter.
There have been small changes since double-pass systems were introduced by Santamaría et
al. in 1987. The majority of the modifications has been done to introduce technological
improvements to this kind of instruments, but always following the same concept. For in-
stance, the introduction of scanning mirrors [9] and rotating diffusers [38] allowed to reduce
the number of images and the integration time necessary to eliminate speckle in double-pass
data [20]. Another example of these improvements is the substitution of Badal systems by
spherical refractive error correctors based on lenses of configurable optical power [39].
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The validity of the double-pass technique for the determination of parameters describing the
optical quality of the eye has been widely studied under a variety of conditions. In this sense,
the double-pass technique has been used to classify cataract patients [10, 40], to measure the
optical quality before and after clinical procedures [26, 27, 41], to determine the effects of off-
axis aberrations [42, 43], to detect dry eye [44], to perform studies on accommodation [45, 46],
among others. Therefore, the double-pass technique represents a very useful tool that permits
providing optical quality indicators that describe the properties of the eye under assessment.
The double-pass technique is used in the OQAS (Visiometrics), a commercially available
instrument used to assess optical quality of the eye monocularly in clinical environments [28].
Although double-pass images contain information on all the optical factors degrading the
retinal image quality, the main drawback of this technique is maybe the impossibility of
determining the individual contributions of such factors from the overall estimation. However,
there is evidence that systems based on multiple techniques could be used for this purpose
[29].
2.1.2 Techniques based on the estimation of wavefront slopes
Wavefront sensors are instruments that permit estimations of aberrations of the eye produced
either by the crystalline lens or by corneal surfaces [47]. This kind of sensors evaluates
deviations in the wavefront with respect to the behavior predicted by paraxial optics [12, 48].
The majority of the wavefront sensors used in visual optics perform indirect measurements
of local wavefront slopes to reconstruct a map of the aberrations affecting the eye [47]. In
general, the slopes are estimated from displacements in the position at which light is focused
on a reference plane. As observed in figure 2.2, the lateral shifts are proportional to the local
slopes of the incident wavefront.
Once determined the wavefront slopes, Zernike polynomials [48, 49] can be used to reconstruct
the wavefront of the eye [22]. A description of these polynomials is presented in appendix B.
Using this orthogonal set of polynomials, the wavefront can be reconstructed by adding the
weighted contribution of the different Zernike modes at a given position [50],




where Cj is the coefficient of the Zernike mode Zj . The spot displacements, the wavefront
slopes, and the Zernike terms are related through the following expressions,
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Figure 2.2: Representation of the local shifts ∆ at a reference plane produced by wavefront slopes θ. The


























In matrix notation, equations 2.6 and 2.7 can be written as
∆ = BC (2.8)
where ∆ and C are column vectors representing the spot displacements in x and y and the
unknown Zernike coefficients [49, 50], respectively. In the case of B, it accounts for the
partial derivatives of the Zernike modes. With this representation, the set of coefficients can
be obtained using the least-square estimation
C = (∆T∆)−1∆TC (2.9)
In the following paragraphs, we present a series of wavefront sensors based on the computation
of local slopes to reconstruct the wavefront of the eye.
Hartmann-Shack
Instruments based on Hartmann-Shack sensors are devices that use a lenslet array to sample
the wave aberrations affecting the eye [22, 50]. Figure 2.3 depicts a Hartmann-Shack configur-
ation. In this, collimated light reaching the eye is first focused on the ocular fundus. Until this
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point, Hartmann-Shack and double-pass systems may present similar optical configurations.
The light reflected by the fundus is used in Hartmann-Shack sensors as a point light source.
The wavefront of the light emerging from this virtual source is distorted by wave aberrations
during the second-pass of light through the optics of the eye [50, 47]. This affectations are
sampled at a plane conjugated to the pupil of the eye using the lenslet array LHS . A camera
CMHS positioned at the focal plane of the array is used to record the spot array pattern,
which contain the information that is needed to reconstruct the wave aberrations affecting
the assessed eye.
Figure 2.3: Representation of a Hartmann-Shack instrument. Lenses: L1, L2, L3; Pupil: P1; Camera:
CMHS ; Lenslet array: LHS .
The lenslet consists in a series of microlenses of small aperture and short focal length that
are regularly distributed over a common plane [47]. In aberration-free systems, a plane wave
impinging the lenslet array produce a series of spots at its focal plane at positions coinciding
with the optical axis of the microlenses. Any spot deviation from such theoretical positions is
attributed to the presence of aberrations in the wavefront reaching the array [22, 47]. Once
determined, the magnitude of the displacements is used to map the wave aberrations of the
eye under assessments using a set of Zernike polynomials [50].
Hartmann-Shack sensors have been used in a variety of applications that goes from the analysis
of refractive conditions [9, 51] to the reconstruction of wave aberrations that are then employed
in surgical procedures [52]. Moreover, they are the basis for instruments working with adaptive
optics [53, 54, 55]. Hartmann-Shack sensors are probably the technology behind the majority
of clinical systems used for estimating the optical quality of the eye [47].
There are different commercially available instruments working with Hartmann-Shack sensors.
The aberrometers Zywave (Bausch & Lomb) and Wasca (Carl Zeiss Meditec) are examples
of clinical systems based on this technique [23]. One of the main advantages of this kind
of system is that information on aberrations is obtained simultaneously for the entire pupil,
which reduces the measurement time [56]. Under the presence of scattering, the recorded
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spot array pattern is affected in the sense that the local point spread functions produced by
the elements of the array may present a veiling glare [57]. However, the centroids of the spot
array pattern result unaffected, making possible to determine the wave aberrations even if
the recordings are affected by scattering [58].
The characteristics of the lenslet array impose a series of limits to Hartmann-Shack sensors.
For instance, an array with shorter separations between elements would permit sampling wave
aberrations with finer resolution. However, the dynamic range of Hartmann-Shack sensors is
strongly affected by this parameter [47]. In addition, there is a relationship between number
of lenslet elements used to sample the wavefront and the number of Zernike terms that can be
used to reconstruct the wavefront. In this manner, higher order aberrations may be not sensed
by this kind of sensors [18, 47]. Although these drawbacks, Hartmann-Shack instruments
represent a strong tool in visual optics for determining the optical properties of the eye.
Laser ray tracing
Laser ray tracing is a method that reconstruct wave aberrations by estimating spots displace-
ments in a series of aerial retinal images of light pencils delivered sequentially at different
positions along the pupil of the eye [59]. Referring to the laser ray tracing device illustrated
in figure 2.4, a collimated beam of small diameter (light pencil) reaches the pupil at different
positions in a sequential manner thanks to scanning mirror Ms. Each ray forms a diffraction
limited spot on the retina at a position that depends on both the scanned region at the pupil
plane and the local wave aberration. The reflected light is then recorded at a conjugate plane
with camera CMLRT . At the end of the scanning process, there is available a series of se-
quentially recorded images containing the spot positions of all the scanned regions. The local
wavefront slopes are then computed by comparing the spot locations with respect to those
obtained for an aberration-free system. In this manner, the joint spot deviations are used to
reconstruct the wave aberrations with Zernike polynomials [56].
Since recorded sequentially, the spots do not interfere among them in laser ray tracing devices.
In this manner, they present a higher dynamic range with respect to Hartmann-Shack sensors
[60]. The commercially available system iTrace VFA (Tracey Technologies) is an example of
the use of laser ray tracing devices in the clinical practice [23].
One of the disadvantages of the laser ray tracing is the longer time needed to complete the
measurements over the entire pupil arising from the sequential manner of obtaining the data
[60]. Variations in the refractive conditions of the eye during measurements could provoke
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Figure 2.4: Representation of a laser ray tracing instrument. Lenses: L1, L2, L3; Pupil: P ; Camera:
CMLRT ; Lenslet array: LHS ; Beam splitter: BS.
inaccuracies in the estimated wave aberrations. Moreover, changes in the structure of the
ocular fundus could induce spot deviations that would be interpreted as aberrations [35].
Objective Tscherning technique
The objective Tscherning is a technique that permits reconstructions of wave aberrations
using the same measurement principle as the laser ray tracing, but from a set of light spots
simultaneously projected on the pupil of the eye [23, 61, 62]. As illustrated in the setup
depicted in figure 2.5, collimated light passes through a screen with a series of holes to generate
a group of laser beams that reaches the eye at different position along the pupil of the eye. The
beams form a spot pattern on the retina resembling that observed in Hartmann-Shack images.
The aerial image of the pattern is then used to estimate the wave aberrations affecting the
eye from the distortions with respect to an aberration-free system using Zernike polynomials.
Figure 2.5: Representation of an objective Tscherning instrument. Lenses: L1, L2, L3, L4; Camera: CMT ;
Beam splitter: BS. The Tscherning screen is indicated in the figure
There are clinical commercial devices using this objective technique, such as the Allegretto
Wave Analyzer (Wavelight) [23]. Compared with laser ray tracing devices, the time that is
necessary to record the spot positions is reduced because in the objective Tscherning technique
the spot pattern is generate simultaneously for all the assessed areas. Therefore, variations in
the refractive conditions of the eye have a lower impact during the computation of the wave
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aberrations. However, the dynamic range is reduced and the variations in the structure of the
fundus may provoke undesired deviations in the spot pattern [23, 35].
Talbot sensors
Talbot sensors use the changes in the self-image [16] of a two-dimensional grating to recon-
struct the wavefront of the eye [63, 64]. When a sinusoidal grating is illuminated by a plane
wave, the effects of diffraction form an intensity pattern at certain distances behind the ele-
ment that can be interpreted as a perfect image of the pattern [16]. These images are known
as Talbot or self-images and are formed without the presence of lenses. Under the influence of
aberrations, Talbot images are distorted due to the local slopes of the wavefront [64]. Using a
two-dimensional grating, the Talbot image consists in a series of spots whose positions depend
on the wave aberration of the eye. In this sense, Talbot sensors can be seen as a simple version
of a Hartmann-Shack sensor [35]. When measuring the eye, the grating is placed at the pupil
plane and the image is recorded with a camera whose sensor is separated from the grating a
certain distance that permits the formation of Talbot images [64], as observed in figure 2.6.
Figure 2.6: Formation of Talbot images. A wavefront reaches a sinusoidal grating. The set of local slopes
forming the wavefront forms a distorted Talbot image on the sensor of a camera located at a certain distance
∆z from the grating. The arrows indicate the direction of the wavefront.
Due to the similarity between the Talbot and Hartmann-Shack sensors, they may present
similar performances, including the limitations in dynamic range. The shifts produced in the
spots by aberrations can be analyzed similar than in Hartmann-Shack sensors or by determ-
ining the phase shift introduced by the wavefront slope in the frequency domain [64]. Then,
this information may be used in combination with Zernike polynomials to reconstruct the
wavefront of the eye. The use of analysis in the Fourier domain may result in a reconstruction
with better resolutions [64] with respect to Hartmann-Shack sensors. However, this type of
data processing consumes higher computational resources.
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2.1.3 Techniques based on phase diversity
Pyramid sensor
Pyramid sensors are devices able to provide information on the first derivative of wave aber-
rations of the eye base on differences in the intensities in the image formed by a pyramidal
refractive element [65, 66, 67]. As illustrated in figure 2.7, a four faceted glass pyramid is
placed in the Fourier plane of a lens positioned at a plane conjugated to the pupil of the eye.
After being refracted by the pyramid element, the resultant four beams (one per face of the
refractive element) are recorded by a camera located at a plane conjugated to the pupil of
the eye by lens L2. In an aberration-free system, the camera would record four beams with
identical binary intensities. Under the presence of aberrations, the intensities are modified
and the point-to-point differences provide information on the local slope of the wave aber-
ration affecting the eye. On its extended source version [65], an incoherent light source is
used to project probe beams of configurable size on the retina. This configuration enables the
formation of energy-balanced equally aberrated fields on the four faces of the pyramid, which
allows carrying on the point-to-point analysis of intensities.
Figure 2.7: Image formation process in a pyramid sensor. The point-to-point intensity differences among the
four beams formed on the camera contain information on wave aberrations. Lenses: L1, L2; Camera: CMP
One of the advantages of this kind of sensors is its configurable resolution and dynamic range.
While the former of these two parameters may be improved by increasing the magnification
of the image formed on the sensor of the recording device, the dynamic range can be easily
modified by changing the size of the probe beam impinging the retina. On the other hand,
the measurements may be affected by corneal reflections [65]. Since based on the analysis of
intensities, changes in reflectivity provoked by variations in the structure of the ocular fundus
may be quantified erroneously as aberrations. Therefore, this kind of sensors may no be a
robust option for clinical environments.
Curvature sensor
Curvature sensors rely on the comparison of intensities at two close planes around the pupil
plane to estimate the wave aberrations. Referring to the system proposed in [68], a modified
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version of a double-pass setup may be used to record the images. In this, the light retuning
from the ocular fundus is used to generate two parallel beams with an optical path difference
between them. This configuration allows to use a single camera to record simultaneously
an in-plane and an out-of-plane version of the intensity at a plane conjugate to the pupil.
Then, phase retrieval algorithms are used to estimate the wave aberrations after analyzing
the point-to-point differences in intensities.
Figure 2.8: Illustration of a curvature sensor. Two images around the pupil plane are recorded (I1 and I2).
The differences between the images in term of intensities contain information on wave aberrations.
Compared with Hartmann-Shack instruments, the use of curvature sensors in beneficial in
the sense that these devices present better resolution. Moreover, the dynamic range depends
on the system configuration. Therefore, this parameter should be considered during the
instrument design. The main drawback is maybe the higher time cost and computational
resources that are consumed by the phase retrieval algorithms [35, 68]. As in pyramid sensors,
variations in the structure of the ocular fundus may provoke changes in the measured intensity,
which would induce inaccuracies during the estimation of the wave aberration.
2.1.4 Technique based on measurements of longitudinal aberrations
Objective retinoscopy
In this, an infrared fast moving slit is projected sequentially along a given meridian of the
pupil of the eye. The light reflected by the fundus is then captured by an array of photo-
detectors in a conjugate plane. The reflected light moves along the meridian with a specific
speed and direction that depends of the longitudinal aberrations of the eye. This information
is registered by the array of photo-detectors and then processed to reconstruct a map of the
wave aberrations affecting the eye. This process is repeated along meridians until covering
a 360 degree area [23, 35, 69]. Contrary to sensors based on the computation of wavefront
slopes (transversal aberrations), this technique is sensitive to radial deflections (longitudinal
aberrations) [69].
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Although used in a commercial device (OPD Scan III), this technique may not provide repeat-
able measurements in clinical environments [23, 70]. Recently, some authors have presented
algorithms to improve the accuracy of this kind of sensor [69, 71].
2.1.5 Eye assessment using binocular systems
The objective determination of the optical quality has been done mainly for monocular condi-
tions using instruments based on the techniques described above. However, the visual system
is itself binocular and the performance of vision may present differences between monocular
and binocular conditions. For instance, some authors have suggested that microfluctuations
in accommodation could be smaller under binocularity [72]. The optical behavior of both
eyes may be studied sequentially using monocular instruments [17, 73, 74]. However, the
optical system of the human eye has a time-variant behavior [9] and changes in the optical
conditions between the sequential measurements of the eyes may provoke inaccuracies during
data comparison. In this sense, binocular instruments are the natural option to study the
optics of the eye under binocular conditions.
In the following paragraphs different binocular instruments that have been introduced to
determine the optical characteristics of the eye are presented. The systems are classified
according to the manner in which the fixation test is presented to the subject: open or
close field. The main advantage of the former configuration with respect to the latter one
relies on the fact that measurements are performed in normal viewing conditions because
accommodation is reached by the own eye without being influenced by the optics of the
measurement system.
Systems working in open field
The interest in determining the optical characteristics involved in vision using open field
configurations is not new. In 1989, Heron et al. [75] and some years later Okuyama et al.
[76] presented different versions of optometers that permitted studies on accommodation in
normal viewing conditions. These systems worked in infrared light. Besides accommodation,
the system presented in [76] allowed studies on pupil diameters and eye movements. Although
these systems were able to determine the refractive state of the eyes, other parameters with
relevant information of the optical quality such as the point spread function were not available.
In addition, these instruments were based on element duplication, which increases both the
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size and cost of the final system.
Binocular systems have been also benefited by the incorporation of Hartmann-Shack sensors
into visual optics. Hampson, Chin, and Mallen [38, 77] presented a binocular system that
permitted studying the behavior of ocular aberrations in real time (microfluctuation of ac-
commodation at 20.5Hz) using a fixed target. The systems introduced by Kobayashi et al.
[78] and more recently by Chirre et al. [79] are examples of other Hartmann-Shack systems
that have been designed in an open field configuration. These systems were conceived to
study accommodation, convergence, pupil size, and aberrations in normal viewing conditions.
Unlike the configuration used in [78] that was based on element duplication, the systems in
[38, 79] were implemented using single laser sources and recording devices to measure both
eyes. The simultaneity of the measurements is assured under this configuration and permits
accurate comparison of data from both eyes.
Systems working in close field
Talbot sensors have been used in binocular systems. Warden et al. [80] introduced a sys-
tem based on the self-image effect that permitted an evaluation of both eyes. The system
corresponded to the commercially available instrument Z-View that was commercialized by
Ophthonicx. The company was closed in 2012 and the details of its configuration are not
available.
Fernandez et al. [54] presented a Hartmann-Shack system to analyze the performance of the
eye under a variety of conditions. The instrument was able to configure a complex pupil
functions with different shapes and sizes using a spatial light modulator [81]. Among others
studies, the analyzer has been used to determine stereopsis in the presence of aberrations [82].
The optical paths for the left and the right eyes share the majority of the elements in the
system.
Sabesan et al. [83] introduced an instrument based also in Hartmann-Shack sensors. In
this case, binocularity was reached by element duplication, except for the laser source. A
deformable mirror permits corrections of higher order aberrations in real time. The application
of the system is related to studies on the performance of the visual systems and binocular
summation when higher order aberrations are corrected during measurements.
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2.1.6 Eye assessment using multimodal systems
Systems based on multiple techniques (multimodal systems) have been used in visual optics
for different purposes. The advantage of this kind of systems relies on the fact that data from
the multiple techniques can be compared and used to provide complementary information on
the optical processes occurring in the eye, such as ocular scattering. Moreover, multimodal
systems have permitted the validation of measurements and quantification methods of a given
phenomenon using the techniques implemented in the system. Limiting the research to sys-
tems based on double-pass instruments or Hartmann-Shack sensors, this section presents some
multimodal systems that have been carried out by different authors to measure the optical
properties of the eye.
One of the first systems that combined double-pass and Hartmann-Shack instruments was
implemented by Prieto et al. [50]. The work was presented some years after the adaptation of
Hartmann-Shack sensors to visual optics [22] and its main objective was to study the sources
leading to differences between techniques. After analyzing different parameters, the deviations
between double-pass and Hartmann-Shack data were attributed at that moment to the effects
of the integration time during image recording. However, different authors have suggested
that the main source of the differences is related to ocular scattering [29, 84].
Multimodal systems have been used to study the scattering process occurring in the eye. Cox
et al. [58] used a system based on multiple techniques to study the effects of intraocular
scattering in double-pass instruments and Hartmann-Shack sensors. Although the techniques
shared most of the optical path, the selection of the technique used during measurements
depended on the presence of a removable mirror so that the system was not able to provide
simultaneous estimations. The authors found that data from wavefront sensors were not
affected by induced intraocular scattering and that double-pass measurements contained in-
formation on this phenomenon. This behavior was considered by Shahidi and Yang [85], and
Rodriguez and Navarro [86] to provide estimations of ocular scattering. In the former case,
the authors used the line spread function obtained with a modified version of a double-pass
configuration and a Hartmann-Shack sensor to obtain information on scattering. In the case
of Rodriguez and Navarro, this information was derived from differences in the modulation
transfer function computed from double-pass and laser ray tracing data.
Bueno et al. [87] introduced a system that permitted the assessment of double-pass and
Hartmann-Shack information using different polarization states between the light reaching
the eye and that reflected the fundus. The system was used to compute double-pass data for
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different combinations between the first and second pass polarization states. The differences
between measurements were then considered to provide an index of scattering. Although the
presence of the Hartmann-Shack sensor in the system, wavefront data was used to corroborate
the refractive state of the artificial eye that the authors employed during the experimentation,
but not to provide complementary information.
Besides quantifying scattering, multimodal systems have been used for other purposes. Aldaba
et al. [45] and Vinas et al. [88] implemented systems based on double-pass instruments
and Hartmann-Shack sensors to validate the use of the double-pass techniques in studies
on accommodation and to study the influence of longitudinal chromatic aberrations in the
eye, respectively. To do this, the work presented in [45] compared data between techniques
for different accommodative states. In the case of [88], an adaptive optics system was used
to obtain data from both techniques at different wavelengths under natural and corrected
aberrations.
2.2 Quantification of scattering in the human eye
The use of multimodal systems may be a useful tool to quantify phenomena that are com-
plementary between techniques. For instance, the fact that scattering affects double-pass
instruments but not Hartmann-Shack sensors [29, 58] suggests that the combined analysis of
data from these two techniques may be used for scattering quantification. Since the system
that will be introduced later in this work combines these techniques, this would be a nat-
ural application for it. For this reason, we present here a review of some objective methods
that have been used for similar purposes, including not only those based on double-pass and
Hartmann-Shack systems, but also other options based on different techniques.
2.2.1 Methods based on the double-pass technique
OSI
The ocular scatterer index, OSI, is an objective manner of quantifying scattering based on the
analysis of double-pass images [10]. The index is defined as the ratio between the integrated
intensity at an eccentric region of the image (IR) and that surrounding its central part (I0).
This relationship between intensities is given by the following expression,
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where a is a scale factor that is used to provide an index between a given range of values.
The authors in [10] used a factor of a = 0.1 to limit the values of OSI from 0 to 25 and the
intensities contained in a ring between 4 and 12arcmin of the double-pass image to compute
IR. In the case of the central region, all those intensities contained in a circle of radius
1arcmin were considered to obtain I0. These regions are illustrated in figure 2.9 for two
curves emulating different amounts of scattering.
Figure 2.9: Representation of two double-pass PSFs with different amounts of scattering. The curve IDP1
presents higher scattering than IDP2. The regions used to compute the OSI are also illustrated in the figure.
As observed in figure 2.9, the OSI uses the increment in intensities produced at the base of the
double-pass PSF of the eye. The limits of the eccentric regions were defined by the authors to
minimize the effects of aberrations during the computation of the index. However, eyes with
aberrations beyond a certain limit may influence the results. One of the main applications
of the OSI is the classification of cataract patients. In this sense, changes in the veiling
glare from scattered light are considered to have their origin in the lens of the eye. However,
at certain wavelengths scattering arising from the ocular fundus may provoke a shift in the
index. Nevertheless, the OSI represents nowadays a robust method to quantify scattering by
objective means.
Degree of polarization
Some authors have used the degree of polarization as an indicator of the amount of scattering
in the human eye [87]. This method is based on the depolarization process occurring during
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the interaction of light with surfaces producing scattering. The method uses intensities in
double-pass images under different controlled polarization conditions between the first and
second pass of light through the system. The measured intensity is proportional to the
polarization state, which in turn depends on the amount of scattering contained in the optical
system under assessment. The changes in intensity are then used to obtain a Stokes vector
with coefficients depending on the amount of scattering in the double-pass images.
In the method proposed in [87], the polarization states were determined at four different
orientations. The four Stokes terms resulting from this measurements are used to compute
the degree of polarization as the ratio of the polarized-component terms (S1, S2, S3) to the










This method was applied in artificial eyes only. One disadvantage of the method is the
necessity of obtaining four images under different polarization conditions, which may increase
the measurement time. During the integration, the authors used a rotating a λ/4 plate to
generate the polarization combinations. In this sense, the precision of the orientation may
influence the accuracy of the quantification.
2.2.2 Methods based on the Hartmann-Shack technique
Analysis of the spot array pattern
Although the estimation of wave aberrations with Hartmann-Shack sensors is not affected
by scattering [58], the spot array pattern has been used to provide scatter estimations [57].
In this method, each lenslet of the Hartmann-Shack array is considered as a small imaging
system affected by the local properties of the lens at the sampled position. Therefore, if the
eye is locally affected by scattering, the corresponding spot may present a veiling glare arising
from this phenomenon. The individual analysis of the spots in the array pattern may be used
to provide spatially resolved estimations of scattering.
In the methodology proposed in [57], the radial variance for spot blur is used as an estimator
of scattering. Following the derivation of the method proposed by the authors, the radial
variance containing the effects of the PSF of the eye and lenslet V (h) results of adding the
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radial variance due to the presence of aberrations V (h0) and that produced by scattering
V (hs),
V (h) = V (h0) + V (hs) (2.12)
In this manner, the methodology consists of the determination the effects of scattering along
the entire pupil. Contrary to the OSI, the computation of the radial vergences gives spatial
information on scattering, but not on its overall effects on the point spread function of the
eye. On the other hand, the quantification of scattering for all the lenslet positions consumes
longer times and demands higher computational resources.
2.2.3 Methods based on multiple techniques
Differences between DP and HS measurement
Measurements from double-pass and Hartmann-Shack systems have been used to estimate the
amount of scattering in the eye. For instance, the line spread function obtained with both
a modified version of a double-pass setup and a wavefront sensor has been used to estimate
ocular scattering [85]. In particular, the authors defined an index based on the difference
between the areas under the curves measured with both of the techniques,
LSI = area(LSFDP )− area(LSFHS) (2.13)
Since double-pass data contain the overall effects of all the optical factor affecting the eye,
it was considered that the curve LSFDP enclosed the effects of aberrations and scattering.
On the contrary, the curve LSFHS was assumed to be affected by aberrations only. In this
manner, the difference between areas may be related with the amount of scattering in the
measured eye.
It should be mentioned that the computation of the LSI may be affected by residual light
reflections in the double-pass image. This spurious light could come from light reflected in
the surface of the eye lenses or in optical devices of the own measuring system. Under the
presence of this situation, the index may suffer a shift during the quantification of scattering.
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Moreover, higher order aberrations undetected by Hartmann-Shack sensors may be another
source of deviations of the index.
Differences in the modulation transfer functions between techniques have been also used to
quantify scattering. Díaz-Doutón et al. [29] used two independent instruments to estimate the
MTF with a double-pass instrument and a Hartmann-Shack sensor. After obtained, the curves
were used to provide an index of scattering based on the values of Strehl rations computed for
both measurement techniques. With a Strehl (SR) ratio defined as the area under the MTF,





where the sub-indexes DP and HS correspond to data for the double-pass and the Hartmann-
Shack technique, respectively. The authors were able to find differences between the tech-
niques that were attributed to intraocular scattering. However, part of the deviations may be
provoked by differences between double-pass and Hartmann-Shack data related with scatter-
ing arising in the ocular fundus [84] at certain wavelengths. On the other hand, the authors
applied a peak correction [89] to double-pass data before the computation of the index. There-
fore, that information on scattering contained at zero frequency is not considered during the
quantification.
Computation of an equivalent diffuser
The effects of scattering have been used to quantify parameters of an equivalent diffuser that
would produce the same effects than those observed during measurements. This method was
used in [86] using data from a double-pass instrument and a laser ray tracing wavefront sensor.
The modulation transfer function was the parameter used for this purpose. As in Hartmann-
Shack sensors, it is supposed that estimations from laser ray tracing devices remain unaffected
by scattering. In this manner, the differences between the MTF from double-pass and laser ray
tracing estimations are assumed to be mainly related to scattering. The authors developed
a model based on the Beckmann-Kirchhoff scattering theory [90] to provide an expression
for the double-pass curve (MTFDP ) in function of that obtained from the wavefront sensor
(MTFLRT ) and the parameters defining statistically the equivalent diffuser. In mathematical
terms, the relationship is given by the following expression
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where k = 2π/λ is the wavenumber, f ′ represents the focal length, and (u, v) are the fre-
quency coordinates. In the case of σ and r0, they represent the standard deviation of the
height fluctuations (roughness) and the correlation length (space between scattering element
in the surface) defining the equivalent diffuser. Once computed the curves from both of the
techniques, a fitting procedure was carried on to obtain the values of σ and r0 defining the
equivalent scattering surface for the measured eye.
The model developed in [86] was thought for intraocular scattering. Therefore, the parameters
obtained with this procedure accounts for an equivalent diffuser that would be present at the
pupil plane of the eye producing an overall scattering with equivalent characteristics than the
measured one. In the sense, the parameters of the equivalent diffuser computed with this
method may not represent an accurate estimator of a specific surface in cases in which the
scattering results from the contribution of many surfaces with different diffusing characteristics
in the eye.
2.2.4 Other methods
Method based on reflectometric measurements
The scattering halo observed in Purkinje images have been used to obtain the characteristics
lens surfaces, which in the case of cataract patients may present diffusing properties [91].
Under this concept, the third Purkinje image corresponding to light reflected by the anterior
lens surface is obtained by reflectometric techniques. For instance, in the case of rotational
symmetry in the recorded image, the intensity distribution can be fitted to a function of the
form











where A is a constant, S is the pupil area, f ′ represent the focal length, k accounts for the wave
number, ρ is the spatial radial coordinate, r0 is the correlation length, and σψ is proportional
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to the roughness of the surface. The authors used these measurements in combination with
computations for the speckle contrast to obtain values of roughness with information on the
properties of the surface producing scattering.
Method based on double-pass optical integration
Recently, Ginis et al. have proposed a method to measure intraocular forward scattering
[92] using the concept of double-pass optical integration [2]. In this, an extended light source
formed by two concentric zones is projected on the ocular fundus. The zones of the light source
corresponds to a disk of 3 degrees in radius and an annulus from 3 to 8 degrees in visual angles
temporally modulated at different frequencies. The system is completed with a series of optical
elements that permit the projection of the light on the retina using two spatially-separated
regions of the pupil for the illumination and measurement optical path. This configuration
is used to avoid the influence of backscattered light during the quantification of scattering.
The intensity at the center of the extended source is measured at a plane conjugated to the
fundus. The differences in modulation frequency enables the extraction of information on the
intensity for the disk (Id) and the annulus (Ia) after a spectral analysis of the measured signal.
The PSF at the middle of the angular range between the disk (θ1) and the outer angular zone















The main advantage of this method relies on the fact that uses zones of the PSF that are
usually not available in the conventional double-pass technique, but that contain relevant
information on scattering. Moreover, the small diameters of the beams interacting with
the optics of the eye permit minimizing the impact of aberrations during the computation.
However, it should be mentioned that this technique provides information on the intraocular
scattering affecting the small zones of the eye lens with which light interacts during the
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measurements. Therefore, spatial variations in the scattering properties of the eye may be
not considered during the quantification.
2.3 Speckle reduction
Speckle is a phenomenon that affects measurement techniques based on reflections of light in
the ocular fundus, such as double-pass instruments and Hartmann-Shack wavefront sensors
[20, 93]. In general, speckle arises when coherent light is reflected by rough surfaces [94].
In double-pass system, the parameters on the optical quality of the eye are derived from the
incoherent version of the image (without speckle) [13]. In the case of Hartmann-Shack sensors,
the presence of speckle noise may induce variations in the centroids within the spot array
pattern used to estimate the wavefront slopes. Therefore, speckle reduction is an important
issue in the field of visual optics. Speckle reduction has been reached by different authors
using a limited number of techniques. In the following paragraphs, we present a review of the
techniques that have been implemented for this purpose in double-pass and Hartmann-Shack
systems.
Time diversity
The first methods for speckle reduction in systems based on retinal reflection were based on
time diversity [20]. In this methodology, a number of coherent speckle patters are averaged to
obtain a noise reduction. The averaging process is done by adding short-exposure frames or
by extending the integration time during image recording. In visual optics, this methodology
is possible because the eye is a time-varying system producing incoherent speckle pattern with
time.
Time diversity may be the easiest manner to obtain images without the effects of speckle
because it does not requires additional lenses or devices to reach the noise reduction. However,
longer times are needed to record enough number of frames with uncorrelated speckle patters.
Otherwise, the reduction would not be achieved. In this sense, movements of the subject or





The time (or number of images) needed to obtain enough uncorrelated patterns to reach
speckle reduction may be reduced with scanning mirrors [9]. To do this, a mirror is placed
in a plane conjugate with the pupil of the eye within the optical path of light. When the
light travels towards the eye, the scanning mirror produces changes in the orientation of the
light. As a consequence, the laser spot scans a region in the ocular fundus at the oscillation
frequency of the mirror. After this, the mirror descans the light reflected by the fundus. In
this manner, there is no apparent movement of the light after being descaned by the mirror.
If the changes in orientation printed into the light by the scanning procedure are enough to
scan uncorrelated positions in the fundus, the speckle may be reduced. In this manner, it is
possible to obtain double-pass or Hartmann-Shack images with reduced speckle.
Scanning mirrors is a method for speckle reduction based on mechanical movements. In this
sense, the main disadvantage consists in the mechanical vibrations that this method may
induce in other devices or in the whole system. If the vibrations are strong enough, they may
be perceived by patients. Moreover, the vibrations may induce misalignments of other optical
elements.
Rotating diffusers
When speckle is reduced with rotating diffusers, light is focused onto a diffusing material
mounted on a rotating motor [38]. After passing through the diffuser, the beam is collimated
again before it reaches the eye. As a consequence of the rotating diffuser, the light focused on
the ocular fundus consists of a series of random patterns producing an incoherent beam. When
the diffuser produces changes in the light reaching the retina at sufficiently high frequency and
amplitude, the recorded double-pass or Hartmann-Shack images contain reduced amounts of
speckle.
The implementation of this method for speckle reduction requires a special stage for col-
limation in the setup. In this sense, instruments with this configuration may increase in
size. In laboratory conditions it should not represent any drawback. However, in commercial
instruments the final size of the instrument may be a point to be considered.
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Wavelength diversity
According to Goodman [94], speckle can be reduced with changes in optical paths produced
by light sources with multiple wavelength components. When the bandwidth of the laser
source is large enough, the light reflected by the rough surface will be formed by dependent
speckle patterns, which in turn results in speckle reduction.
In visual optical, wavelength diversity has been implemented by using light source with ex-
tended bandwidths, such as that delivered super-luminescent diodes (SLD). For instance, the
setup introduced in [9] used an SLD at 780nm and 20nm in bandwidth. The results presen-
ted by the authors suggest that light sources with these characteristics are not enough to
break completely the coherence of light in systems based of reflections in the ocular fundus.
Although different authors have implemented instruments using light sources with extended
bandwidth [53, 78, 95], it is not clear whether the speckle is suppressed from their use. In this
sense, SLDs with larger bandwidths could be used to reach the speckle reduction. However,
the price of SLDs is higher than that for conventional laser sources.
Acoustic modulators
The use of acoustic modulators has permitted the reduction of speckle in visual optics using
Hartmann-Shack sensors [96]. Under this concept, an acoustic cell is placed within the optical
path in front of the laser source. When light traverses the acoustic cell, the incident light
interacts with standing waves. As a result of this process, the increment in the spot size,
angular spreading, and temporal modulation is used to record an averaged spot array pattern
with reduced speckle.
The acoustic modulator used in this method for speckle reduction is formed by a water filled
box. A set of piezoelectric transducers are glued to the box and then biased with a sine wave
generator to create a standing acoustic wave within the cell [97]. In this manner, it is possible
to generate the changes in the incoming light that are necessary to reduce speckle. The results
presented by the authors suggest that this method can be applied in wavefront sensors for






The optical characterization of the eye results of great interest because it offers a tool to
describe and analyze the formation of images on the retina. Moreover, the impact of this
knowledge is increased when it is used for diagnosis and treatments of visual diseases. In
this sense, the implementation of measuring systems able to provide complementary and
comparable information in an accurate manner on different phenomena involved in vision
could increase our understanding on the optical properties of the eye and brings us closer to
its full optical description. The use of systems integrating multiple technique (multimodal
systems) arises as a natural option for this purpose1. In this kind of apparatus, a combined
analysis of data from the multiple implemented configurations may be used to complement
information on the optical characteristics of the eye.
With the idea of performing a comprehensive evaluation of the retinal optical quality of
the human eye, the Multimodal Eye’s Optical Quality (MEOQ) system has been designed,
implemented, and validated. This is an apparatus that implements a double-pass instrument
and a Hartmann-Shack sensor, so that it provides not only overall estimations on the optical
quality but also information on aberrations. Moreover, combined analysis of data derived from
these multiple modes allows a detailed quantification of the effects of scattering. As observed
in figure 3.1, the MEOQ system is binocular and works in open field. Thus, the determination
of the eye’s optical quality is performed in normal viewing conditions. Additionally, the
instrument is able to compensate for spherical and astigmatic refractive errors by changing
the optical power of tunable devices.
1Different authors have presented instruments that integrate multiple assessment modes. A review of those
works can be found in the State of the art (chapter 2).
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Figure 3.1: Scaled representation of the MEOQ system. Light source: SLD; diaphragms: P1, P2, P3;
polarizers: B1, B2; beam splitters: BS1, BS2; lenses: L1, L2, L3, LC ; mirrors: M1, M2, M3; tunable devices:
C1−2, LT ; dichroic mirror: DM ; hot mirror: HM ; cameras: CMP , CMDP , CMHS . Only the elements for
the left-eye optical path are labeled.
This chapter introduces the MEOQ system and presents an extended version of the results
included in the article "Binocular open-view system to perform estimations of aberrations and
scattering in the human eye" published in Applied Optics [98]. First, section 3.1 presents
a general description of the instrument followed by a discussion on its different subsystem.
Thus, the implementations of multimodality, binocularity, low-order aberration compensa-
tion, among other features, are explained. Later, section 3.2 describes the validation of the
multimodal system, which was based on coincidences between double-pass and Hartmann-
Shack curves. Finally, some conclusions covering the main topics of the chapter are presented
in section 3.3.
3.1 Instrument design and implementation
Consider the diagram of the MEOQ system in figure 3.2. Collimated light from the super
luminescent diode SLD with a spectral center at 801nm reaches diaphragm P1, which is
formed by two horizontally-aligned circular apertures of 1.8mm in diameter and 8mm in
center-to-center separation. The functions of these apertures are to act as entrance pupils
and to generate two spatially-separated beams, one for the left and the other for the right
eye. After passing through P1 and linear polarizer B1, light enters the telescopic system
formed by lenses L1 and L2, both with focal lengths of f ′ = 200mm. Within the path of
the telescopic system, light is reflected by beam splitters BS1 and BS2, whose function is
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to separate the first pass and the second pass of light in the double-pass and the Hartmann-
Shack configurations, respectively. Posterior to lens L2, the optical paths of the two collimated
beams differ after reflections on prism mirror M1 and light going to the left and right eye is
processed separately by two branches of identical optical elements. For the sake of clarity,
only one of the branches is described.
Figure 3.2: Diagram of the MEOQ system. The optical path of light from the SLD to the eyes (first pass)
and the one from the eyes to the double-pass and Hartmann-Shack sensors (second pass) are indicated by
colors. Labels of optical devices correspond to the nomenclature used in the text.
Continuing with the description, astigmatism is compensated by controlling the angle between
two ophthalmic astigmatic lenses of identical prescription2 (+2,−1, θ◦) composing the lens
set C1−2 [99]. The corrector is just before the focus tunable lens LT , located in a plane
conjugated to the entrance pupil of the system. The combination of LT with the lens of fixed
optical power LC forms the spherical refractive error corrector [39]. The focal distance of
LT varies from around 45 to 120mm, while the one of LC is 75mm. The distance between
lenses LT and LC and between LC and the pupil plane of the eye is 150mm, twice the focal
distance of lens LC , so that LT is also in a plane conjugated to the pupil of the eye. Mirrors
M2, DM , and HM are used to direct light to the eye. In addition, the dichroic mirror DM
allows camera CMP to monitor de position of the pupil of the eye while this is illuminated
2Lens prescription is given as (S,C, θ), where S and C are, respectively, the spherical and astigmatic
refractive powers in units of diopters and θ represents the orientation of the astigmatic axis in degrees.
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by a series of light-emitting diodes at 980nm. On the other hand, transverse displacements
and angular rotations of hot mirror HM are used to control the interpupillary distance and
the angle of incidence of light, respectively.
After entering the eye, the light is focused on the retina. There, different structures forming
this scatter or re-radiate back toward the pupil part of the incident light [100], marking in
this way the beginning of the second pass. Following an optical path identical to that of
the first pass, light arrives to the circular aperture P2 of 6mm in diameter located just after
lens LT . When the natural pupil of the eye presents bigger diameters, such aperture avoid
overlapping of optical paths after light is redirected by M1 towards the telescopic systems
L2 − L1 and L2 − L3. In the former case, light reflected by BS2, transmitted by BS1, and
redirected by prism mirrorM3 reaches circular apertures P3 and P ′3 of 4mm in diameter. These
apertures act as exit pupils and are located in front of cameras CMDP and CM ′DP , which
record, respectively, double-pass retinal images of the left and right eye both using objectives
of 100mm. In the case of the Hartmann-Shack configuration, light transmitted by BS2 is
collimated by lens L3 of 100mm in focal length and filtered by linear polarizer B2, which
in combination with the crossed polarizer B1 allows the elimination of corneal reflection in
Hartmann-Shack images. Due to the magnification of the telescope system and to the extent
of P2, the resulting beams are 4mm in separation and 3mm in maximum diameter. This
configuration permits the use of the single micro-lens Hartmann-Shack array LHS followed by
camera CMHS to sample the pupils of both eyes simultaneously.
3.1.1 Light source and its effects on retina
The MEOQ system uses the commercially available super-luminescent diode Superlum SLD-
37-HP2-DIL-SM-PD as light source. Originally, the reason of its selection was the broader
spectral bandwidth that it presents compared with the one offered by conventional laser
diodes. It is known that light sources of broad spectrum can be used to reduce speckle noise
[94]. In the case of systems based on retina reflections, the required bandwidth to produce
uncorrelated speckle patters is a function of σz, the standard deviation of the surface height
fluctuations produced by the retina. Following the formulation presented by Goodman [94]
and Yamaguchi et al. [101], the bandwidth that is required to produce uncorrelated speckle
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Considering height fluctuations of σz = 1.88µm, the application of equation 3.1 for a central
wavelength of λ = 801nm indicates that a bandwidth of ∆λ = 170nm would be necessary
to reduce speckle in systems based on reflections of light from the retina3. However, the
maximum bandwidth offered by the light source is 37nm, which is a value much lower than
the required one4. Although this fact, the SLD is still suitable for our purposes since its
power is enough to compensate for the optical losses impinged by beam splitters and retina
reflections. On the other hand, the parameters with information on the optical quality may
vary for different wavelengths [103]. In this sense, we expect that the small bandwidth does
not have a major impact on the computations.
















Figure 3.3: Experimental measurements of SLD power spectrum for different bias currents. The curves are
labeled in [mA] and normalized to the maximum measured power.
Measurements of the SLD spectrum show that both the spectral center and bandwidth change
with bias current, as observed in figure 3.3. For instance, the Full Width Half Maximum
(FWHM) goes from 16 to 37nm for SLD currents between 80 and 200mA, while the central
wavelength varies from 812 to 801nm. This variation represents a spectral shift of around 1%
only. When using the MEOQ system for assessing the optical quality of real eyes, the SLD
is biased with currents ranging from 80 to 140mA. Although the small changes within this
range, a wavelength of λ = 801nm is used during computations.
3The required bandwidth was computed assuming a tentative value of height fluctuations taken from
simulations of scattering produced by photoreceptors [102]. On the other hand, light sources of broad spectrum
can be combined with the time-variant behavior of the eye to reduce the bandwidth that is necessary to obtain
images unaffected by speckle for a given integration time in the recording device.
4The central wavelength of 801nm and the spectral bandwidth of 37nm used here were measured at 200mA.
Such values were obtained experimentally and fit those provided by the manufacturer through the Acceptance
Test Report of the device.
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Prediction of temperature and likelihood of damage
Double-pass and Hartmann-Shack systems are based on reflection of focused light on the
retina. This intentional exposure of the eye to laser light causes changes in the temperature
of the irradiated area and may provoke damages when the incident powers and the exposure
times exceed certain thresholds. Moreover, the effects differ from one wavelength to another
due to the different absorption values within the retinal pigment epithelium (REP) region of
the retina [104]. From this, any system based on retina reflection must operate under such
conditions that do not cause damages to the eyes.
In the MEOQ system, collimated laser beams of around w = 2mm in diameter enters the eye.
Experimental measurements of the incident power at the pupil planes indicate that the left
and right eyes are exposed to 0.760 and 0.782µW, respectively5. Considering the width of the
central lobe of the Airy pattern given by equation 3.2 [16] for λ = 800nm and f = 16.7mm,
the incident powers are focused on the retina in spots of around 16µm in diameter. When
measuring the optical quality, the eye is typically exposed to laser light for times between 5
and 20s distributed as follows: 4 to 19s to align the subject with the instrument and around
1s to record double-pass and the Hartmann-Shack images. However, the measured power
corresponds to an energy density at the pupil plane of around 0.24Wm−2 for both eyes, which
is a value much lower than 15.92Wm−2, the Maximum Permissible Exposure (MPE) defined





The temperature increment and the likelihood of damage caused by the MEOQ system were
computed using a three-dimensional thermo-dynamic model of the human eye. The model
has been developed at Karlsruhe Institute of Technology (KIT-ITIV) and its use is the result
of the collaboration between this institute and the Polytechnic University of Catalonia (UPC-
CD6) within the framework of the program Europhotonics. The model takes into account the
geometry of the eye and considers blood flow in the choroid, which can influence the results
in the case of long irradiations times. To predict the temperature, the model computes the
energy absorbed at different regions of the retina for a given wavelength over time. From
these data, the tissue damage is estimated using the Arrhenius integral given by equation 3.3,
where τ is the exposure time, Ea the activation energy, R the universal gas constant, T the
5Data measured for a SLD current of 100mA
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temperature during exposure, and A an scaling factor. The integral presents a unity value
when there are retina damages. Further details on the model are out of the scope of this work,










Using the parameters for the MEOQ system, the temperature increment and the evolution of
the Arrhenius integral were computed for times between 0 and 20s. For the simulations, an in-
cident power on the retina of 1µW in a spot of 16µm of diameter was considered. To complete
the model, an absorption within a 5µm RPE of 15% and blood perfusion of 0.005ms−1 in the
choroid was considered. Figure 3.4a presents the radial profile of the temperature increment
after 20s. As expected, the maximum temperature is observed at the center of the exposition
and the values vanish as a function of the radius. More important than the temperature
increment, the Arrhenius integral presents values much lower than the unity, as observed in
figure 3.4b. The results of the simulations indicate a small likelihood of damage, although the
long exposure times used for the analysis. These figures suggest that the MEOQ system can
be used for measuring the optical quality of the eye from the point of view that its effects on
the retina are negligible.








































Figure 3.4: Temperature prediction after 20s of exposition and likelihood of retina damage in function of
time for the MEOQ system.
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3.1.2 Binocular open-view configuration
The MEOQ system is able to analyze both eyes simultaneously thanks to its binocular con-
figuration. Furthermore, an open field of view design permits the system to perform an
optical characterization of the eyes in normal visual conditions. In the case of binocularity,
it is reached through the generation of two collimated beams, one for each eye, that reach
the pupil of the eyes after being translated by a single telescopic system and compensated
independently for low order aberrations.
The two-beam generation is reached by passing collimated light through a diaphragm at the
entrance pupil plane of the system composed of two-horizontally aligned circular apertures of
1.8mm in diameter and 8mm in center-to-center separation. Considering the ratio between
areas of the output to the input beam, only 0.1% of the incident energy reaches the eye.
However, the laser source allows compensating for these losses. On the other hand, prism
mirrors are used to separate (join) the optical path of beams when necessary: before (after)
compensating for low order aberrations within the first (second) pass and before reaching the
cameras in charge of recording the double-pass images. One advantage of using beams with
small center-to-center separation is the fact that single optical devices with proper diameters
can be used to process simultaneously light going to or coming from both eyes. This character-
istic is used in the telescopic systems. They are formed by optical elements of clear apertures
of 25.4mm in diameter. The beam generation, translation, and separation processes are il-
lustrated in figure 3.5. In the case of the Hartmann-Shack sensor, a telescopic system with a
magnification of |M | = 0.5 allows to use a single lenslet array of 25.4mm in diameter followed
by a CMOS sensor of 6.78× 5.25mm. The sensor size, center-to-center beam separation, and
system magnification permits the assessments of pupils up to 5.56mm in diameter.
Figure 3.5: Exemplification of the beam generation, translation, and separation processes in the MEOQ
system.
Once the beam is separated, light is processed by two identical optical paths formed by an
astigmatism and a defocus corrector and the necessary mirrors to direct light to the eye. These
elements are mounted in a two-level module that allows the system to work in open field and
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to compensate for low order aberrations independently. Referring to figure 3.6, the subject
is asked for looking at a target through hot mirrors HM and HM ′ during measurements.
These mirrors are mounted in a kinematic mount that permits the variation of the angle θi
to fit the angle of incidence of light with the visual axis. The system allows simultaneous
transversal translations of the mirrors with respect to the pupil plane. In this way, when
HM and HM ′ are moved forward or backwards, the interpupillary distance is increased or
decreased, respectively. The system is configured in such a way that permits measurements
for interpupillary distances between 50 and 70mm.
(a) (b)
Figure 3.6: 2-levels module (a) and control of interpupillary distance ID (b) in the MEOQ system.
The manner in which binocularity is reached in the implemented configuration presents a
series of advantages with respect to other configurations. Maybe the easiest way to obtain a
binocular system is through element duplication. However, the fact of sharing elements for
measuring both eyes reduces considerably the cost of the system. Besides sharing the majority
of the optical elements, a single laser and Hartmann-Shack camera is used to obtain data for
the left and right eye simultaneously. However, the magnification of |M | = 0.5 reduces the
capabilities of the wavefront sensor. The element duplication was not avoided in the case of
double-pass cameras and in the refractive error correctors. Nevertheless, we consider that the
implemented system is robust and would permit diverse type of studies on binocularity.
3.1.3 Multimodality
Within the context of this work, multimodality is understood as the ability of the MEOQ
system to deliver information from two different modes: the double-pass and the Hartmann-
Shack technique. To implement the former mode, a configuration with unequal entrance and
exit pupils is used [13]. The double-pass spread function is measured for the left and the right
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eye independently with two CMOS cameras. In the case of the aberrometer, a magnification
of |M | = 0.5 allows to record images with information on the wavefront aberration of both
eyes with a single CMOS sensor.
Double-pass characterization
During image recording, the double-pass sensors use the commercially available CMOS cam-
eras UI-1240ML-NIR. The spatial resolution of the double-pass images is limited by the square
pixel size of 5.3µm or, considering the camera objective, 0.182arcmin. During data processing,
images of 256 × 256 pixels are processed, so that the system examines data of 46.592arcmin
in extension. For the diffracted limited case, more than 80% of the energy is contained within
the main lobe of the PSF [12], whose extension is around 3.397arcmin for a pupil diameter of
2mm. Therefore, we consider that the processed image contains relevant information for the
determination of the eye’s optical quality. Regarding the Fourier plane, the extension of the
image results in a resolution of 0.737cyc/mm or, equivalently, 1.281cyc/deg.


























Figure 3.7: Double-pass response for a mirror placed at the pupil plane of the MEOQ system. The solid
and the dashed line correspond to the measured MTF and the one expected for a pupil of 1.8mm in diameter.
The images within the graphs are 8 × 8arcmin cropped versions of the recorded images.
Figure 3.7 presents the response of the system for a mirror placed at the output pupil plane
for the best optical quality (narrowest spot). The recorded images represent the point-spread
function after the light passes twice through the system for the entrance pupil diameter. The
MTF was computed by Fourier transforming the images and applying a peak correction [43]
by extrapolating the zero frequency from a curve fitting using a two-exponential function
[106]. On the other hand, the Strehl ratios of 0.954 and 0.940 for the left and right eye,
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respectively, reveal that the system is diffraction limited according to the Marechal criterion
for image quality6 [12].
Hartmann-Shack characterization
The Hartmann-Shack sensor consists in the lenslet array 0200-6.3-S-C (Adaptive Optics Asso-
ciates) followed by the CMOS camera UI-1241LE-NIR-GL (IDS). The microlenses of 6.3mm
in nominal focal length are arranged in a rectangular grid with a lens pith of 200µm. Taking
into account the magnification of the system, a 4mm pupil is sampled with around 78 lenslets.
Yoon states in [47] that the number of Zernike coefficients that can be adequately calculated
is approximately the same than the number of lenslets. Since the majority of the higher or-
der aberrations can be described with eight order (42) Zernike coefficients [17], we found the
sampling resolution enough for our purposes. Regarding the wavefront slope, the focal length
of the lenslets and their pitch permit measurements of wavefront slopes θ between 0.048 and
0.910deg.






















































Figure 3.8: Hartmann-Shack response for different induced spherical (a) and astigmatic (b) aberrations.
The response of the Hartmann-Shack sensor was experimentally measured. To do this, the
output of the MEOQ system was illuminated with a collimated laser beam to measure its
second pass response. After alignment of the laser, trial lenses with spherical and cylindrical
power were placed in front of the laser to induce known aberrations. Thus, 11 (9) cases
between −3 and 3D (−2 and 2D) were measured with the HS sensor for the induced spherical
(cylindrical) power. Figure 3.8 presents the average of ten estimations. The standard deviation
6An Strehl ration of 0.8 correspond to the Marechal criterion for image quality.
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among measurements is not presented in the figure, but it remained smaller than 0.015D
(0.034D). Since the Hartmann-Shack sensor provides the value that is needed to compensate
for the current refraction, a negative slope is observed for the spherical refraction. In the case
of the astigmatism, the positive values of computed refraction are converted into negative
equivalent lenses. Based on these results, it can be assured that the HS sensor of the MEOQ
system provides representative estimations of refraction.
3.1.4 Spherical refractive error compensation
Spherical refractive errors are compensated with correctors based on lenses of variable focal
lengths, as proposed by Sanabria et al. [39]. The corrector is shown in figure 3.9 and is
composed by a lens LT of tunable focal length followed by a compensating lens LC at twice
its focal distance fC from the tunable device and the pupil of the eye. In this manner,
collimated light passing through lens LT is translated by lens LC to the pupil plane, position
at which the beam presents a constant diameter, but with vergences in function of the focal
length of the tunable lens.
Figure 3.9: Model of the spherical refractive error corrector. LT : tunable lens, LC : compensating lens, fC :
focal length of lens LC .
The MEOQ system uses the commercial electro-optical liquid lens EL-10-30-NIR-LD (Op-
totune) as tunable device. This lens allows users to set back focal distances between 45
and 120mm by varying the current flowing through an electromagnetic actuator in charge of
modifying the pressure of the optical fluid in the lens [107]. Besides making possible to have
the tunable lens and the pupil in conjugate planes, the compensating lens shifts the range
of correction of the device. By applying the Gaussian lens formula modeled by equation 3.4
sequentially over the lenses until finding the equivalent optical power of the corrector at the
exit pupil plane7, it is found that the lens LC of fC = 75mm used in the MEOQ system would
permit compensations for spherical refractive errors between +8.52 and −5.00D.
7In the formula, f is the focal length and s and s′ are respectively, the object and image distances from
the principal planes [11]. Regarding the sign convention, s and s′ are positive when they are, respectively, on
the left and right side of the lens for light entering from the left.
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Tunable lens based correctors and traditional Badal optometers can be both used in double-
pass configurations to determine the optical quality of the eye [39]. We use the former instead
of the latter method because it makes possible to have a more compact binocular system
and to perform faster corrections and posterior measurement of the eye. However, its use
introduces small deviations from ideal values as consequence of the physical changes induced
in the lens to vary the focal length.
An electro-optical liquid lens is a tunable device that changes the curvature of one of its
faces as consequence of the change of pressure in the optical fluid contained into an elastic
membrane. These shape variations provoke longitudinal shifts in the position of its principal
planes, which in turn affects the position of the pupil plane and the magnification of the
corrector. The magnitude of such displacements was estimated using the Zemax model of
the tunable lens provided by the manufacturer. Table 3.1 presents the displacement of the
second principal point8 ∆H2T as well as its image distance from the compensating lens s′C and
the resulting magnification MC . The image distance and the magnification were computed,





Table 3.1: Variations in the second principal point ∆H2T of the tunable lens, its image distance from the
compensating lens s′C , and in the magnification of the correctorMC for different focal lengths fT of the tunable
lens.
fT = 45mm fT = 75mm fT = 120mm
∆H2T [mm] 0.218 0 -0.293
s′C [mm] 150.219 150 149.708
MC -1.003 -1 -0.996
The effects in the beam and the variations in the spot size produced by the tunable lens can
be visualized in the models and spot diagrams in figure 3.10. The small magnitude of the
variations in the parameters of table 3.1 are in agreement with those presented by Sanabria
et al. in [39] and confirm that spherical refractive error correctors based on tunable lenses
8The rays are considered to be approaching the corrector from the left
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can be used in our system to measure the optical quality of the eye. Since they depend on
the pupil diameter, the changes in width of the central lobe in the Fourier plane and the
cut off frequency of the corrector are proportional to the computed magnification MC , which
presents a maximum absolute deviation of 0.4% with respect to the value for the central focal
length of the tunable lens.
Figure 3.10: Model (left) and spot diagram at the exit pupil plane for an entrance pupil of 4mm diameter
(right) for three different focal lengths in the tunable lens of the spherical refractive corrector.
———————————
In addition to the variable position of its principal planes, the tunable lens presents undesired
aberrations as consequence of the variable curvature of its face, the effects of gravity on the
optical fluid, and other sources of random errors [107]. The data sheet of the tunable lens
shows that it presents typical RMS wavefront errors of up to 0.2λ, which could be shifted up
0.4λ by the gravity induced Y-coma term9 when the tunable lens is placed vertically. However,
the Strehl ratios measured by [39] remained around 0.8 for all focal lengths. Furthermore, we
consider that characterization curves of the spherical refractive error corrector can be used
to countering somehow such undesired performance during the analysis of double-pass and
Hartmann-Shack images.
Experimental characterization
The response of the spherical refractive error corrector was experimentally measured during
the calibration process of the MEOQ system. To do this, a collimated laser was used to
illuminate the system from the eye pupil plane. Then, the equivalent sphere was measured
with the Hartmann-Shack sensor for pupil diameters of 4mm. This process was done for
currents between 0 and 300mA in steps of 30mA to obtain the performance of the corrector
9Data obtained at 525nm and 8mm of clear aperture
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over the full range of optical powers of the tunable device. For each case, the sphere was
measured every 30s until have 10 values of refraction. Due to limitations in the dynamic
range of the HS sensor, it was necessary for the extreme values of currents to place trial
lenses of ±5D in front of the collimated beam to compensate for the sphere induced by
the own corrector. However, this was considered and the values were corrected during data
processing.














































Figure 3.11: Characterization of the spherical refractive error compensator for the left and the right eyes.
The measured (dots) and expected (dashed line) refractions are presented. The results of fitting the measured
values are also showed in the plot (solid line).
Figure 3.11 depicts the expected and measured spherical equivalent refraction for both eyes.
The former values were computed from data provided by the manufacturer though the charac-
terization sheet of the tunable devices. As observed, the measured values represent a shifted
version of the expected ones. However, it should be pointed out that the manufacturer
provides focal lengths measured from the rear surface of the lens, whose position is not within
the principal plane. In fact, simulations of the tunable device in Zemax indicate a separation
of 3.68mm between principal plane and the rear surface. The experimental data suggest that
MEOQ systems is able to correct spherical refractive errors from +7.68 to −5.32D and from
+7.94 to −6.13D for the left and right eye, respectively. The experimental measurements
have been fitted using a third-order polynomial model. This information is used during data
analysis to provide an accurate value of refraction regardless the current in the tunable device.
It is known that the optical power of the tunable devices present slight changes with temper-
ature. According to the manufacturer, the optical power decreases ∼ 0.6D and the resistance
increases 2Ω per 10oC of temperature increment. Since the tunable devices are biased by
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Figure 3.12: Resistance of the tunable lens for different bias currents. The measured values (dots) are
presented along with their curve fitting (solid line).
a remote-controlled power supply, the voltage between terminals V and the current I were
also sensed during this characterization. Computed as R = V/I the resistance of the tunable
device is plotted in figure 3.12. These curves are used to apply a correction during the compu-
tation of wave aberrations to provide an accurate value of refraction. This is done by sensing
R and V during measurements and applying a correction factor to the spherical refraction
that compensates for the differences between the actual resistance and that obtained for the
characterization curves.
3.1.5 Astigmatic refractive error compensation
The corrector is based on two sphero-cylindrical ophthalmic lenses with identical optical
power that are rotated one with respect to each other to generate the cylindrical power
that compensates for the subject’s astigmatism, as proposed by Arines and Acosta in [99].
Considering two lenses of prescriptions (S,C, θ1) and (S,C, θ2), it is possible to generate
effective cylindrical powers Ce between zero and 2C depending on the angle between lenses
θ = θ2 − θ1. In this manner, the minimum and maximum vales are reached when axes are
oriented in a perpendicular or parallel manner, respectively. Since they present identical
power, the axis of the resultant lens is equidistant to the axes of the original cylinders.
Regarding the effective sphere Se, it depends on the cylindrical power Ce, so that its value
changes when the lenses are rotated. The behavior of the effective cylinder, axis, and sphere
can be modeled using equations 3.6-3.8.
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Ce = 2CLcosθ (3.6)
θe = (θ2 − θ1)/2 (3.7)




The astigmatism compensator was implemented by placing two sphero-cylindrical lenses of
(+1,−2, θ) in a stage that rotates them in opposite directions. Moreover, the orientation of the
effective axis is controlled by rotations of the whole stage. The process for compensation is the
following: first, the subject’s prescription is measured with the Hartmann-Shack sensor; after,
the magnitude of the effective cylinder is configured by setting the proper angle between lenses;
latter, the whole stage is rotated to match the effective axis with the one that is necessary to
compensate for the subject’s astigmatism.
Experimental characterization
The astigmatism compensator was experimentally characterized once mounted in the MEOQ
system. The response in function of the orientation between lenses was measured with the
Hartmann-Shack sensor while the system was irradiated from the eye pupil plane with a
collimated laser. The refraction was measured 10 times for sweeps between −45 and 45deg in
5deg steps. During the characterization, the orientation of the lenses was controlled by a step-
to-step motor which allowed accuracy in angle positioning. The results of the characterization
are presented in figure 3.13. By assuming accuracy in data provided by the HS sensor, the
differences between the measured and the expected curves are attributed to the real power
of the ophthalmic lenses. Since a third-order polynomial fitting of the experimental values is
taken into account during compensations, these differences do not influence the astigmatism
correction.
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Figure 3.13: Characterization of the astigmatic refractive error compensator for the left and the right eyes.
The measured (dots), fitted curve (solid line) and expected response (dashed line) are presented.
3.1.6 User interfaces and data processing
The remote controlled components, image recording, and data analysis are managed through a
series of classes and graphical user interfaces specially developed in Matlab within the context
of the MEOQ project. These components permit the operator a flexible configuration of the
instrument by changing parameters either directly in the interfaces or in the corresponding
configuration files. Once the subject under assessment is properly aligned with the measuring
system, these tools make possible to compensate for low order aberrations, to record DP and
HS images, and to process multimodal data for both eyes in less than five seconds.
Remote control
Cameras and tunable lenses are controlled through the interface gMEOQMain, shown in figure
3.14a. Once initialized, video in real time and the corresponding histogram are available for
both the double-pass and the Hartmann-Shack cameras. A pop-out interface permits the
configuration of, among others parameters, frame rate, integration time, background level,
and gain. In the case of the pupil cameras, only real time video is available. The current in the
tunable devices is managed through the remote controlled power supply QL355TP (TTi). It is
possible to change the output optical power with a series of sliders in the interface. Moreover,
there is an option to find and set the current for the best optical quality by pressing the
auto-focus option. When selected, the characterization curves of tunable devices presented in
section 3.1.4 are considered to set the current that compensate for the refraction measured
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Figure 3.14: Graphical user interfaces in the MEOQ system
55
3.1. Instrument design and implementation
with the HS sensor. This process is repeated 3 times or stopped if the error (difference
between configured and measured power) goes below a fixed threshold (0.25D), but in general
the process takes around 1s. Image recording is initialized by the operator. It is possible to
modify the number of images per capture directly in the interface. Once recorded, the images
are saved in a temporal file common to all the interfaces. Copies of the recordings are saved
in the folder specified by the operator when requested.
Image recording
When image acquisition is demanded, images for the selected cameras are recorded n-times
following the sequence illustrated in figure 3.15. Although the images are captured strictly
at different instants, the average of the n-images per camera contains information of the
same period of time. Usually, the average of more than 10 recording is processed. Thus, we
consider that data derived from the averages can be compared because it includes information
of the same short-period of time. The duration of the recording depends on the number of
cameras selected, images per capture, and frame rate. The cameras permit a maximum frame
rate of 25fps. Thus, when the three cameras are selected and 10 frames are saved, it takes
3 × 10 × 0.04s = 1.2s to collect the images. Besides image recording, the values of current
and voltage of the tunable lenses are also saved for their posterior usage during estimations
of refractions.
Figure 3.15: Sequence followed during images recording. Data is recorded by intercalating frames of the
cameras selected until capturing n-images for each of the imaging devices.
———————————
Data analysis
Once the images have been recorded, the GUI gMMAnalysis (figure 3.14b) is used to obtain
information on the optical quality. The parameters used during the analysis can be modified
through this interface. The images to be analyzed can be loaded from the temporal file
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common to all the interfaces or browsed manually. When more than one file is available, the
average image is considered during data processing. In the case of Hartmann-Shack, Zernike
coefficients computed from HS images are used to obtain both the subject’s refraction and
the wave aberrationsWa for the first and second pass pupil diameters. The latter information
is used to reconstruct the point-spread function (PSF) for pupils of 1.8 and 4mm by taking
the square magnitude of Fourier transformed complex pupils of the form,
P (x, y) = A(x, y)exp[ikWa(x, y)] (3.9)
were A(x, y) and k represent the amplitude and the wave number [16], respectively. To
compare information between techniques, the double-pass point-spread function is obtained
from HS data by convolving the PSFs for the first and second pass pupil diameters. After
this, DP and HS information are processed in a similar fashion. First, the PSF is Fourier
transformed to obtain the double-pass modulation transfer function (MTF). Then, the curves
are analyzed to obtain information on the optical quality. The process followed during data
analysis is described in the flowcharts of figure 3.16.
Figure 3.16: Flowchart indicating DP and HS data processing.
———————————
The results of the DP and HS analysis, such as PSF, MTF, and wave aberrations can be
visualized directly in the interface gMMAnalysis by selecting the proper option in a pop-up
menu. Numerical results are also available in the GUI. Thus, the operator have direct access
to Zernike coefficients, values of refraction, objective scattering indexes, Strehl ratios, FWHM
values, among others parameters with information on the optical quality. The system is able
to process monocular and/or binocular data either in a monomodal or multimodal fashion.
In the case of Hartmann-Shack analysis, the associated interface gRefCentroids (figure 3.14c)
is used during the determination of the searching windows and reference centroids, which are




Up to now, the MEOQ system (figure 3.17) has been presented and validated at some extent.
For instance, the double-pass configuration presents a diffraction limited response for pupil
diameters of 1.8mm, while the refraction measured by the Hartmann-Shack sensor match the
one of trial lenses10. However, it is necessary to assure that DP and HS data can be compared
with respect to each other to be able to perform analysis that combines information from
both techniques. In this sense, we present here a series of additional steps performed during
data processing to obtain comparable data. As follows, this section indicates the reference
data used during the computation of wave aberrations, as well as the procedure carried on
to compensate for residual errors of the measuring system. Finally, matched DP and HS
second-pass responses for pupils of 4mm in diameter are used to validate the system.
Figure 3.17: The MEOQ system.
———————————
3.2.1 Selection of HS reference data
There are a series of factors that may induce aberrations in the system. For instance, some op-
tical devices have been tilted to avoid reflections within the second-pass path of light, which
induces astigmatism. Moreover, it has been pointed out (see section 3.1.4) that tunable-
10See section 3.1.3 for more details on the characterization of both the double-pass and Hartmann-Shack
configurations.
58
Chapter 3. The MEOQ system
devices may be affected by coma-like aberrations. These effects may be more evident with
increments in pupil diameters. While aberrations are always present in double-pass measure-
ments, the effects of aberrations may be masked in Hartmann-Shack sensors in function of
the data that is used as reference during the computation of wavefront slopes. Therefore, the
right selection of reference data is important to reach comparable curves.
In Hartmann-Shack, wave aberrations are estimated by quantifying spot displacements from
a user-defined reference. Traditionally, this reference corresponds to centroid positions of an
image taken when the output is irradiated with collimated light [22, 108]. In this manner,
residual errors provoked the own measurement system are avoided, so that the computed
wave aberrations contain only the effects of the optical system under assessment. In order of
having HS and DP data with the same information on aberrations, including the one of the
measurement instrument, the MEOQ system quantifies spot displacements from theoretical
positions, a pattern of equally spaced horizontal and vertical lines whose intersections indicate
the positions where the spots would incise in an aberration-free system.
The MEOQ system is able to compute HS data using either centroid or theoretical positions.
To generate the reference data, a perfect grid with a spacing of 38 pixels between lines is
calculated first. This value considers the lenslet pitch and the pixel size in the HS sensor.
Then, the pattern is shifted until finding the best coincidences between intersections and spots
centroids of a reference image, which corresponds to the second pass response for collimated
light irradiating the system from the pupil plane of the eye. The shifted grid and the spots
centroids are considered as the theoretical and experimental reference, respectively. Once
saved, they are available for subsequence measurements and the use of one or another is
easily selected during data analysis.
In order of visualizing the difference between this to ways of getting data, the single-pass
response of the system was measured for a defocused beam. To do this, a trial lens with
spherical power of 0.25D was placed in front the collimated beam irradiating the system from
the eye’s pupil plane. Figure 3.18 presents the PSF measured with the DP sensor along
with the ones estimated from HS data by using centroid and theoretical positions during the
computation of the wavefront slopes. As observed, the best coincidences in terms of shape
between Hartmann-Shack and double-pass data are found when wave aberrations provoked
by the system are included during the PSF estimation (theoretical reference).
It should be mentioned that aberrations or manufacturing errors of devices in non-common
optical paths may be a source of differences between images. For instance, the effects of errors
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Figure 3.18: Second pass response of the MEOQ system for the double-pass (DP) and Hartmann-Shack
(HS) sensor. In the latter case, wavefront slopes are computed with respect to centroid positions of a reference
image (left) and the intersections of an ideal grid used as theoretical reference (right).
in lenslet positions are not present in double-pass images, but are interpreted as aberrations
in Hartmann-Shack data. However, based on the comparison with double-pass data, visual
inspection of images for the theoretical-reference case does not reveal that this could be a
source of significant deviations. Therefore, wavefront slopes are computed hereafter with
respect to the intersection of an ideal grid used as theoretical reference.
3.2.2 Compensation for residual errors
The second-pass response of the system for pupil diameters of 4mm was measured for both
eyes while the output was irradiated with collimated laser light. The DP and HS images
used for this analysis correspond to recordings for the best optical quality (narrowest spot in
the DP sensor). The MTFs were computed as the radial profile of the Fourier transformed
image intensity. In the case of HS data, wave aberrations were obtained with respect to a
theoretical reference. There are a number of possible causes producing the differences between
curves observed in figure 3.19. For instance, the non-sensed higher order aberrations may be
overestimating the response of the HS sensor. Moreover, we believe that light dispersion in
the tunable device contributes to residual errors, as observed in the edges the DP image in
figure 3.18. Whatever the cause, a method to compensate for residual errors would allow a
direct comparison between DP and HS data.
Assuming that it can be expressed in terms of the diffraction limited response MTFDL and
the contribution of residual errors MTFR provoked by the system through a multiplicative
model, the MTFB for the best possible optical quality is expressed as
MTFB = MTFDL ×MTFR (3.10)
Therefore, it would be possible to quantify the contribution of residual errors by deconvolving
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Figure 3.19: Second pass response of the MEOQ system for both eyes. The double-pass (solid line),
Hartmann-Shack (dashed line) and the diffraction limited response (dotted line) are plotted. 4 × 4arcmin
versions of the second-pass PSF for the DP and HS technique are also included.
the effects of diffraction from MTFB. In turn, considering a time invariant behavior in devi-
ations provoked by the system, an estimated MTFC could be computed from the measured





This method of compensation for residual errors is applied in the MEOQ system with suc-
cessful results. To obtain the magnitude of MTFR, images for the best optical quality are
obtained for both the DP and the HS sensor. In fact, this configuration corresponds to that
used during the computations of reference for the computation of wave aberrations. Once
obtained, the effects of residual errors are compensated for in a 2D fashion for any com-
puted MTF . Due to its construction, MTFs fully matched with diffracted limited curves are
obtained when the compensation is applied over images for the best optical quality. Since de-
viations from diffraction limited curves present a small magnitude for the first-pass response,
the compensation is only applied to the second-pass response.
3.2.3 DP and HS response comparison
Before measurements, the MEOQ system should be calibrated. The purpose of this stage
is to obtain the reference data that is used during the determination of wave aberrations,
refractions, and curves with information on the subject’s optical quality. The calibration
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process consists in measuring the second-pass response of both the DP and HS image when
the system is irradiated from its output with collimated light. Under these conditions, the
spherical and astigmatic refractive errors are computed from HS data using an ideal grid as
reference during the computation of the wavefront slopes. When measuring, these residual
components are compensated to provide accurate estimations of refraction. After computing
the corresponding MTF, the residual error MTFR is obtained for both the DP and the HS
sensor. This data is saved and used in subsequent measurements to be compensated for.
Therefore, the real MTF is estimated from the measured MTF, which contains some amount
of deviations provoked by aberrations and diffusion inherent to the measuring instrument.
After calibrated, the MEOQ system is able to provide DP and HS data that can be compared
with respect to each other.
Second-pass response
The second-pass response of the MEOQ system is presented here in terms of MTFs. The
curves were obtained by irradiating with collimated light the output of the system during
image recording. During computations, wave aberrations were computed with respect to and
ideal reference (see section 3.2.1) and applying the correction factors explained in last section.
The images were recorded for the best optical quality and for two more cases: for an induced
astigmatism and defocus of −0.25D both. The induced aberrations were generated by placing
trial lenses in front of the collimated beam. Since the response present a similar behavior for
both eyes, figure 3.20 shows only data for the right eye.



















Figure 3.20: Second pass response of the MEOQ system for the double-pass (solid line) and Hartmann-Shack
(dashed line) sensor for different aberrations. The labels following the form (Sphere,Astigmatism) indicates
the values of the induced aberrations.
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As observed, the compensation of residual errors permits the system to provide comparable
DP and HS curves. In terms of Strehl ratios, a maximum relative deviation of 0.012 and
0.008 is found for the left and right eye for the measured cases. These differences could be
decreased, for instance, using a finer sampling resolution in the HS sensor. However, the small
deviations are enough for our purposes and we consider that they allow to compare DP with
HS data.
Double-pass response
The double-pass response was measured for an artificial eye consisting in a lens of 50mm in
focal length followed by a cardboard acting as retina. This diffusing material was mounted
in a rotating motor that permitted obtaining non-speckled image. The MTF residual error
correction was applied for both DP and HS curves. The analyzed data corresponded to
images for the best optical quality (narrowest spot in the DP sensor). In the case of HS and
diffraction limited data, the double-pas response was obtained by multiplying the MTF for
pupils of 2 and 4mm. Both the left-eye and right-eye optical paths of the system presented
similar behaviors. For this reason, figure 3.21 plots only the results for the latter optical path.


















Figure 3.21: Double-pass response of the MEOQ system for the DP (solid line) and HS (dashed line) sensors
for an artificial eye. The double-pass diffraction limited curve is plotted in the figure (dotted line), although
it is almost overlapped by HS data. The DP image and one reconstructed from HS data are also presented.
The behavior of the system for an artificial eye shows a good agreement between diffraction
limited and HS curves. In terms of Strehl rations, there is a relative deviation of 0.007
and 0.002 for the left and the right eye, respectively. On the contrary, the DP MTF is
considerably lower than the expected values. Considering the matched curves for the second-
pass response in figure 3.20, the differences between DP and HS are not attributed to the
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measuring instrument, but to the characteristics of the system under assessment. Based on
the similarities between HS diffraction limited data, lower order aberrations in the artificial
eye present a small contribution to the response. Assuming that aberrations have a negligible
impact, the characteristics of the diffuser used as retina may be the source of the differences.
To demonstrate this, a further analysis on the topic is treated along next chapter.
3.3 Conclusions
Along this chapter, the MEOQ system and its main features has been introduced. Thus, it
was presented the design and implementation of a multimodal system working in a binocular
open-field configuration able to correct low order aberrations. The system has been validated
by obtaining diffraction limited curves for small pupils and by reaching data that can be com-
pared with respect to each other for the double-pass and the Hartmann-Shack configuration.
It has been shown that comparable curves can be obtained first if wave aberrations are com-
puted with respect to a theoretical reference, and second if data is compensated for residual
errors of the measurement instrument. The details on this procedure has been explained and
demonstrated through experimental measurements. In the case of the double-pass response,
measurements on an artificial eye suggest that retina diffusion may be a considerable source
of differences between DP and HS data.
64
Chapter 4
Estimation of the scattering
properties of the ocular fundus
Instruments based on retinal reflections are nowadays useful tools that permit an objective
evaluation of the processes involved in vision during the imaging of external scenes on the
retina [23, 28]. Double-pass [20] and the Hartmann-Shack [22] are examples of techniques
relying on the projection of a point source on the retina to estimate the optical properties of the
eye. Under conventional data analysis both techniques provide information on diffraction and
aberrations [29]. Additionally, double-pass data contain the effects of scattering [10, 17, 109],
which can be generated in any of the ocular structures interacting with the incident light,
including the retina and deeper layers of the ocular fundus until which certain wavelengths
may penetrate [42, 84, 1].
When light interacts with the ocular fundus, it suffers from absorption, reflections, and scat-
tering [1]. In the case of the retina, light is waveguided within photoreceptors and part of the
incident energy is reflected by the pigment epithelium towards the pupil with a given angular
distribution [42]. Since the photoreceptors present different lengths, light emerges from the
retina with a variety of phases [100]. The part of the incident light that is not reflected or
absorbed by the pigment epithelium may penetrate until the choroid, where the scattering
produced by the presence of blood disperses light laterally [1]. It has been suggested that
light emitted towards the pupil from this deeper layer is the result of forward scattering and
reflections at interfaces such as vessels or sclera [1]. This situation is more evident at cer-
tain wavelengths [3, 110] in function of the absorption properties of the pigment epithelium
[111]. Thus, red light produces higher amounts of scattering than green light because such
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wavelengths penetrate not only the retina, but also deeper layers of the ocular fundus with
dispersive properties.
The optical properties of the retina have been widely studied. For instance, the effects of
orientation and waveguide properties of photoreceptors has been experimentally determined
by measuring the light distribution of a point source reflected by the retina using reflectomet-
ric techniques [46, 112] and Hartmann-Shack sensors [95]. Moreover, different authors have
described the behavior of the angular dependence of light using theoretical models [100, 113],
whose predictions agree with psychophysical estimations of the Stiles-Crawford effect. On
the other hand, the spatial distribution of photoreceptors has been determined by analyz-
ing images obtained with fundus cameras [114], using modified versions of the reflectometric
technique [46], and employing speckle interferometry [115].
The scattering process occurring in the ocular fundus has been considered in visual optics to
explain differences between double-pass data and that obtained with instruments that are not
affected by scattering, such as interferometric devices [84] and Hartmann-Shack sensors [17].
These works suggest that the differences may arise from light scattered in the choroid. On the
other hand, it has been also corroborated that variations in both the structure of the ocular
fundus [42] and the wavelength [116] influence the response of double-pass instruments. Some
authors have developed theoretical models based on approximations of experimental data
that predict the response of the ocular fundus to incident light at different wavelengths [1].
However, this knowledge is usually not incorporated into double-pass models, maybe because
the difficulties to separate its contribution in the double-pass response in real measurements
or because it is not clear if the scattered light in the visible range contributes to the image
formation process while it travels through the photoreceptors towards the pupil [84].
The objective of this chapter is to introduce a model that accounts for the effects of fundal
scattering in the model describing the double-pass process presented by Artal et al. in [13].
To do this, we follow two different approaches for modeling the scattering: the equivalent
diffuser and the lateral spreading of light. In the former case, the ocular fundus is statistically
described using the Beckmann-Kirchhoff scattering theory [90] to obtain the values of rough-
ness and correlation length of an equivalent surface that would produce the same effects than
those observed in double-pass measurements. In the second approach, the modulation trans-
fer function of the scattering process is estimated and used to obtain the lateral spreading of
light produced by the ocular fundus [1] during the double-pass process. Experimentally, the
models are used in measurements of young healthy eyes obtained with the MEOQ system,
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which works in the infrared part of the spectrum and provides comparable double-pass and
Hartmann-Shack curves. The differences between techniques are attributed to fundal scat-
tering and fitted using the proposed models to provide parameters with information on the
process occurring in the ocular fundus.
We consider important the incorporation of models for scattering in the double-pass formulae
because it can be used for a better understanding of the processes occurring in the ocular
fundus. In turn, this knowledge can be used to improve the accuracy of the parameters with
information on the optical quality of the eye, such as the modulation transfer function, Strehl
ratio, scatter indexes, among others. In addition, the characterization of the scattering process
may be used to relate deviations from normal values to other problems affecting vision.
This chapter is organized in the following manner. First, the effects of the fundus in the
double-pass process are presented and described in section 4.1 using measurements on an
artificial eye for different diffusing materials acting as retinas. After this, section 4.2 presents
the models for the equivalent diffuser and the lateral spreading of light. The validation of the
models and their performance are presented in that section also. The experimental results
are included in section 4.3. The procedure followed during the experimentation and data
processing is explained at the beginning of the section. Finally, the conclusions on the models
and their application in real measurements are presented at the end of the chapter.
4.1 Effects of retinal scattering in DP and HS measurement
When double-pass and Hartmann-Shack instruments are used to assess the same optical sys-
tem, the estimations may differ with respect to each other because they contain complement-
ary information on the phenomena occurring in the eye [29]. In particular, the directional
sensitivity of photoreceptors [112] and ocular scattering [14] are known to contribute to those
differences [17, 29, 84]. In addition to the one produced in the lens of the eye, scattering may
arise during the complex reflection process occurring in the retina [117] or in deeper layers
in the ocular fundus [84]. For the retina, the performance of the scattering depends on the
characteristics of the surface [90, 118], such as cone spacing (in the case of the fovea) and the
phase fluctuations arising from the differences in length between photoreceptors [100]. On the
other hand, the scattering in the choroid produces a lateral spreading of light in function of
both the wavelength and the distance traveled by light inside the dispersive material [1].
In the double-pass process, the scattering produces a veil surrounding the point-spread func-
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tion (PSF) of the eye [1]. Since related to the PSF through a Fourier transformation [16],
the modulation transfer function (MTF) becomes narrower under the presence of scattering,
which is measured as a decrement of the volume under the normalized curve. In terms of the
Strehl ratio, this situation represents a decrement in the optical quality of the assessed eye
[42]. Moreover, the magnitude of the affectations is wavelength-dependent [1]. In this manner
systems working with infrared light are able to detect higher fundal scattering because longer
wavelengths penetrate deeper into the layers [110] before being directed towards the pupil.
In Hartmann-Shack sensors, the wavefront is sampled at the pupil plane using a lenslet array,
which forms at its focal plane a set of spots that are used to reconstruct wave aberrations
[22]. Indeed, each spot represents a local point-spread function of the eye at a given pupil
position [57]. Not only the scattering, but also the directional properties of the retina affect
the intensity at the pupil plane of the eye [100]. For this reason the spots may vary in intensity
in function of its position with respect to the pupil [57, 95]. Although a set of veiled point-
spread functions with different integrated intensities is used during computations, there is
experimental evidence indicating that the spot position is not modified under the presence of
scattering [29, 58]. Therefore, conventional Hartmann-Shack data processing is not a useful
method to quantify this phenomenon.
4.1.1 Experimental evidence of retinal scattering
The effects of the retina have been measured experimentally in an artificial eye using the
MEOQ system, which integrates a double-pass (DP) instrument with a Hartmann-Shack (HS)
sensor. The characteristics of the multimodal system, the methodology to obtain comparable
data between techniques, and its validation have been presented in chapter 3 of this work1.
Regarding the artificial eye, this device consisted in a lens of 50mm in focal length and its
response was measured for two cardboards acting as retinas. The interchangeable diffuse
materials R1 and R2 were mounted in a rotating motor to break light coherence [60] by
producing uncorrelated patterns during image recording. In this manner, the saved frames
were not affected by speckle. Using an integration time of 40ms, 5 images were recorded
for both the double-pass and the Hartmann-Shack sensor. Then, the average image was
1The DP and HS techniques provide comparable data with respect to each other after computing wavefront
slopes from intersections of an ideal grid and compensating for residual errors provoked by optical defects of
the measuring system. Although not mentioned, this methodology is followed to obtain the results presented
along this chapter.
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used to compute the modulation transfer function (MTF) using both techniques. The MTF
was obtained as the product of the autocorrelated complex pupil functions [16] for the first
and second pass pupil diameters (MTF2mm ×MTF4mm) in the case of HS and by Fourier
transforming the recorded image and applying a peak correction [43] when working with DP
data.
Figure 4.1a depicts the DP and HS MTF for both retinas. As observed, the Hartmann-Shack
curves are practically overlapped for both of the diffusers acting as retinas. On the contrary,
double-pass data present a variability, which may be provoked by differences in the properties
between R1 and R2. The ratios between curves presented in figure 4.1b suggest that the
effects of the scattering process follow an exponential behavior and that the resulting curve
is valid when the MTFs have representative magnitudes; the ratio tend to infinity when the
HS MTF approaches to zero. The cardboards were visually different in the sense that R2
seemed to be coated, probably with some kind of ink. Assuming that the differences in the
material produced unequal scattering, the observed performance would be in agreement with
the results presented in [22] and [84] suggesting that DP data is affected by fundal scattering.












































Figure 4.1: (a): DP (solid line) and HS (dashed line) response for an artificial eye using retinas R1 and R2.
The HS data for both retinas appears in the figure, but they are overlapped. (b): Ratio of the double-pass to
the Hartmann-Shack MTF for both pupils.
The properties of the cardboards were measured with the 3D profiles PLu apex (Sensofar)
[119]. Figure 4.2 presents the horizontal cuts at the center of the measured area. It was not
possible to find a representative spacing between elements within the material because the
cardboards are probably composed by fibers that generate random values for this parameter.
On the other hand, the standard deviation of the height fluctuations of retinas R1 and R2
69
4.2. Incorporation of retinal scattering in the DP expression
were 3.984 and 0.900µm, respectively. Based on these differences, the higher magnitude of
the deviations for retina R1 with respect to those for R2 in figure 4.1a may be related to the
larger height fluctuations of that diffusing material.




































Figure 4.2: Horizontal cut of the 3D profile for retinas R1 (a) and R2 (b).
The results presented in this section indicate on the one hand that double-pass systems de-
tect retinal scattering and on the other hand that multimodal systems based on DP and HS
measurements can be used to quantify this phenomenon. This quantification can be based
on differences between curves as done by other authors [29, 85] during the quantification of
intraocular scattering. Since these variations are related with the properties of the reflect-
ing material, a model accounting for the effects of scattering may be used to estimate the
properties of the fundus.
4.2 Incorporation of retinal scattering in the DP expression
The double-pass technique is a useful tool to describe the optical properties of the eye under
various conditions [27, 45, 120]. In this, first a point source is projected on the retina; there
the light suffers a time-varying complex reflection process and then the aerial retinal image
is recorded after the second-pass of light through the optics of the eye [20]. A theoretical
description of this process is presented in [13]. During the development of the expressions,
the reflection process that occurs in the fundus is assumed to be δ-correlated [117]. Under this
consideration, the dependence of the fundus is eliminated for the long-exposure (incoherent)
intensity. However, experimental measurements based on reflectometric techniques [46] and
models of the fundal response to incident light [1] suggest that the scattering process arising
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from the iteration of light with the fundus is governed by correlation functions different than
δ.
The scattering process have been studied in visual optics using the Beckmann-Kirchhoff for-
mulation [90], which is a method that permits the prediction of the energy distribution at the
far-field of the surface. For this, the effects imposed by the surface are statistically described
in terms of height fluctuations and correlation functions. This formulation have been used to
describe the properties of eye lens surfaces by measuring the diffuse component of Purkinje
images [91] and to account for the effects of intraocular scattering under the concept of equi-
valent diffuser [86, 121] using exponential correlation functions. In the ocular fundus, Marcos
et al. in [100] presented a model for the diffuse component of the scattering field produced by
retinal reflections (without considering the effects of the choroid). Such formulation is based
on the Kirchhoff approximation and uses correlation functions following a Gaussian behavior.
Hodgkinson et al. in [1] introduced a model that describes the response of the ocular fundus
to incident light. Basically, the results in [1] predict the point spread function of the ocular
fundus at different wavelengths. In systems without scattering this response is given by a
δ-function, but the application of the model indicates that the point spread function may
be fitted using sech functions2 and that the standard deviation of the response (the lateral
spreading of light) is proportional to the thickness of the layers containing blood cells, which
in the case of the eye refers to the choroid.
The objective of this section is to obtain two models that account for the effects of the
scattering process occurring either in the retina or in deeper layers of the ocular fundus. In
this context, it is necessary to modify the shape of the correlation function in the double-pass
expression developed in [13] to account for the effects of scattering from the ocular fundus in
DP images. On the one hand, the statistically description used by Beckmann is introduced
into the double-pass expression considering an exponential correlation function. On the other
hand, the scattering process is treated in terms of its point spread function using Gaussian-like
functions. The theoretical development of both approaches is presented in detail until obtain
an expression for the modulation transfer function that considers the effects of scattering.
2sech refers to a hyperbolic secant function and is defined as sech = 2/(ex + e−x) [122]
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4.2.1 The double-pass expression
Consider the image-formation process in the double-pass technique described by Artal et al.
in [13]. From there, it is known that the instantaneous (coherent) intensity of the double-pass
process computed as the square modulus of the amplitude field U ′′i at the second pass image






∣∣U ′′i (x′′, y′′)∣∣2
= m4
∣∣h2 (mx′′,my′′)⊗ [h1 (−mx′′,−my′′)Ri (−mx′′,−my′′)]∣∣2 (4.1)
where m is the modulus of the first pass magnification, h1 and h2 are the first and second pass
amplitude-spread functions, and ⊗ denotes convolution. As originally conceived, Ri accounts
for the instantaneous reflection factor of the retina. However, there are cases in which deeper
layers of the ocular fundus should be considered to obtain a more realistic representation of
the double-pass process, especially under the presence of scattering. Therefore, the term Ri
as used here incorporates all the effects arising in any of the layers of the ocular fundus.
Let consider hereafter the unidimensional case for the sake of clarity. The incoherent double-
pass response is obtained by averaging a number of coherent estimations denoted by equation
4.1 [13]. The image resulting from this operation is known to be linear in intensity [16].
In this manner, the square magnitudes affecting the intensity can be applied independently
on each side of the convolution and the results can be expressed in terms of point-spread
functions (PSF). Assuming that the spread functions are deterministic and denoting the






























The term 〈RR∗1〉 represents the realization of the ensemble average between the scattered
fields at two point positions [90] and is computed as an autocorrelation function. Moreover,
the ensemble average is substituted by a space average because the process is considered as
statistically stationary [118]. The result of this operation is a function that depends on the
properties of the rough surface (fundus).
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4.2.2 Modeling scattering as equivalent diffuser
Let consider the fundus as a randomly varying function ζ (−mx′′,−my′′) assuming random
heights z at each point along its area with a given spatial distribution and correlation function.
Based on the results reported by Beckmann in [90] and assuming that the reflection process
does not modify the intensity of the incoming light, the phase changes produced by the
fundus can be described as R = exp (jνzζ), where νz ≈ 2k, with k = 2π/λ and for incident
and reflected light with directions around the normal of the reflecting surface, as in the case of
the eye when assessed with the double-pass technique3. Therefore, we can express the factor
〈RR∗1〉 in the description of the coherent double-pass process given by equation 4.2 in terms of







where ρ = mx′′1 − mx′′ is the distance between two points within the scattering plane and
σ = 2σz accounts for the phase fluctuation during the scattering process. We have to define
the correlation coefficient observed in equation 4.3 to evaluate the effects of the reflection
process. Different studies have shown that correlation coefficients with exponential forms
fit better the scattering processes occurring in the eye [86, 121]. Assuming an exponential
behavior, the correlation coefficient can be expressed as C(ρ) = exp (− |ρ| /r0) [90], where r0
is the correlation length, which in other words represents the distance between valleys and













After substituting last result in equation 4.2, the intensity can be separated into terms γ2s
and γ2d , which account respectively for the specular and diffuse component of the scattering
process.
3The expression given by Beckmann depends on the angle between the normal of the surface and the
incident (θ1) and reflected (θ2) light and is expressed as νz = k(cosθ1 + cosθ2). In the double-pass process and
for a pupil diameter of 4mm, the angles remain lower than 7◦. Thus, the cosines take always values fluctuating
around 1.
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Equation 4.6 indicates that the specular component is the response that would be obtained
for a scattering-free system and is expressed by the convolution of the first and second pass
point-spread functions. On the other hand, the properties of the fundus influence the result
of the diffuse component. Equation 4.7 expresses this situation. However, it depends not only
on the coordinates, but also on the distance ρ = mx′′1 −mx′′. To eliminate such dependence
we have to add for each coordinate (mx′′) the contribution of all the other scatters, whose
impact is a function of both the amplitude of the field at (mx′′1) and the distance ρ. By
integrating over mx′′1 the part of the expression affected by ρ, the diffuse component takes the












































It results convenient to evaluate the scattering process in the Fourier domain. There, the
convolutions are evaluated as a multiplication between spectral representations [122]. When
applied over the PSF, the Fourier transform leads to the optical transfer function (OTF) [16],
which in the case of the eye indicates the complex distribution of energy over the pupil plane.














1 (u) [1 + Γ (u)] (4.9)
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where u is the unidimensional angular coordinates in cyc/m at the pupil plane and mLx′′ is
the length of the assessed region. Last equation indicates that the modulus of the Fourier
representation is affected by the scattering process and that the affectations are influenced by
the magnitude of the fluctuations (σ, roughness) and the spatial distribution of the scatters
(r0, grain size). On the other hand, the modulation transfer function (MTF) defined as the
modulus of the OTF is a parameter usually used to derive information on the optical quality
[13]. By definition, the MTF is normalized with respect to its value at the zero frequency
[16]. After proper normalization the two-dimensional modulation transfer function of the
double-pass process may be obtained as
MTF (u, v) = MTF2 (u, v)MTF1 (u, v)
1 + Γ (u, v)
1 + Γ (0, 0)
(4.11)








1 + 4π2r20 (u
2 + v2) /(m2n2)
(4.12)
Equations 4.11 and 4.12 stand for the effects of the scattering process in the MTF. Since based
on multiplications instead of convolutions, it can be easily incorporated during computations.
In this manner, they may be used to estimate the response of systems not affected by diffusion,
such as curves obtained with Hartmann-Shack methods or using schematic eyes. However,
before be able to do that, the dependence of light penetration with wavelength should be
incorporated somehow into the model.
Validation of the model
The expressions for the modulation transfer function obtained in last section indicate that
the diffuse component is proportional to both the standard deviation of height fluctuations
(σ) and correlation length (r0), as predicted from Beckmann formulation in [90] for scattering
in the far-field of the surface. In fact, the expression in equation 4.11 is comparable with
that obtained by Navarro in [91] for the effects of intraocular scattering; because in the case
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of scattering occurring in the eye lenses the far-field is measured at the retina plane, the
coincidence is found with the expression for the point spread function.
The expression for the diffuse component predicted by Beckmann formulation for exponential
correlation functions for incident and reflected light with angles around the normal of the
surface is given by









1 + 4π2r20 (u
2 + v2) /(m2n2)
]3/2 (4.13)
Although the similarity of equation 4.13 with the expression obtained here, they are not
completely equal. During the development of the model presented in this work, the effects
of the retina are first expanded using a Taylor series and then the far field is obtained by
evaluating the effects in the Fraunhofer region through a Fourier transformation [16]. In the
Beckmann formulation the effects of scattering are evaluated by approximating an integral
based on Bessel functions [90]. Since these methods are based in different approximations,
the expressions do not have to be completely equal, but they must give similar results.
The validation of equation 4.11 and 4.12 was performed by comparing the normalized uni-
dimensional behavior of the diffuse component, Γ = Γ(u)/Γ(0), with the model for retinal
scattering developed by Marcos et al. in [100] and with the expression given by equation 4.13
after proper normalization, ΓB = ΓB(u)/ΓB(0). For Marcos model, the diffuse component of
the intensity is obtained as ΓM = 10−2%u
2 , where % is a shape factor computed with equation
4.14. This expression differs with respect to the one given in [100] because it was originally






Figure 4.3 depicts the behavior of the three models for σ = 0.1µm and different correlation
lengths r0. The values for the lengths used during simulations correspond to those typically
considered for photoreceptors in the fovea [46]. As observed, all Γ, ΓB and ΓM predicts
a widening of the diffuse component with decrements of r0. This performance is expected
because the retinal and the pupil planes are related through Fourier transformations [13];
thus, cones with smaller separations affects higher angular frequencies [16]. Furthermore, the
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values predicted by the model presented in this work are in between those obtained by ΓB
and ΓM for lower spectral components.
























































Figure 4.3: Comparison of three models for the diffuse component of the scattered field. Γ denotes data for
the model proposed in this work, while ΓB and ΓM refers to curves using Beckmann formulation and Marcos
model for retinal reflection, respectively.
The curves depicted in figure 4.3 were obtained by considering only one term of the sum of
the Taylor expansion used in equation 4.12. However, the results are still accurate because
the plotted cases corresponds to height fluctuations of σ = 0.1. Under this condition, the
impact of other terms in the sum is negligible. It is known that the specular component
dominates the scattering process for smooth roughness (k2σ2  1). As roughness increases,
the influence of diffuse component becomes higher, until reaching a point where this may
dominate the scattering process. Considering 10 terms of the Taylor expansion, we suggest
that both the diffuse and specular components should be considered for height fluctuations
between σ = 0.07 and 0.35µm for values of r0 around 0.8µm. These limits were estimated by
finding the positions at which the maximum magnitude of the diffuse components is 1 and 10
times that of the specular component, respectively.
The comparison among models suggest that the model given by equation 4.11 may be used
to predict the diffuse component of scattering processes occurring in the ocular fundus, such
as those arising from the random phase variations imposed by photoreceptors in the retina.
Based on the Beckmann model for composite rough surfaces [90], we expect larger values for
σ and r0 during the application of the model under the concept of equivalent diffuser in real
measurements affected by scattering from multiple fundal layers.
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4.2.3 Modeling scattering as lateral spreading of light
In the incoherent double-pass process given by equation 4.2, the light resulting from the inter-
action of light with the ocular fundus is expressed as a multiplication between the first pass
point-spread function and the long-exposure reflection factor of the surface. Let introduce in
the model the concept of point spread function of the ocular fundus. This is denoted as PSFR
and represents the response of the fundus when this is impinged by a ray. Mathematically,
the contribution of all the rays forming the incident light is given by the convolution [16]. If
the multiplicative reflection process is substituted by a convolution between the incident light




















It results convenient to express last expression in the Fourier domain, where the convolutions
can be evaluated as multiplications between the spectral representations of the functions
involved in the process [122]. The magnitude of the Fourier transformed PSF leads to the MTF
after proper normalization [16]. In this manner, the spectral representation of the double-pass
image can be mathematically represented in terms of modulation transfer functions accounting
for the responses of not only the first and second pass, but also the fundus
MTF (u) ∝
∣∣F {I ′′ (x′′)}∣∣
= MTF2 (u) [MTF1 (u)MTFR (u)]
(4.16)
MTFR should be specified to continue with the development of the model. Hodgkinson
in [1] found that the PSF of an idealized ocular fundus may be fitted using sech functions.
However, there is evidence indicating that some scattering processes occurring in the eye follow
an exponential behavior [86, 91]. The measurements presented in section 4.1 on an artificial
eye corroborate this behavior for the part of the modulation transfer function attributed to
scattering from the fundus 4. Based on this information, we propose to use an exponential
function to depict this response in the Fourier domain. In particular, we use a function of the
form
4Reffering to figure 4.1b, the ratio between the double-pass and Hartmann shack MTF is attributed to
scattering from the ocular fundus. Under the multiplicative model proposed in this section, the curve resulting
from the ratio could be considered as the MTF of the scattering process.
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where ru may be interpreted as the correlation length of the scattering process in the frequency
domain. To keep the same format in the model for the equivalent diffuser, we introduce the
equality ru = 1/(r0) to have an expression depending on correlation lengths given in object
space coordinates. Introducing equation 4.17 in the expression for the modulation transfer
function of equation 4.16, we obtain the following
MTF (u) = MTF2 (u)MTF1 (u) exp (−2πr0 |u|) (4.18)
Last expression may be used to account for the effects of scattering in the double-pass process.
The term r0 that we call correlation length can be interpreted as an indirect estimation of
the lateral spreading of light after the complex reflection process in the fundus. Following
the work of Hodgkinson et al. in [1], the process in the choroid is dominated by forward
scattering and the light returning towards the pupil comes from reflections in the boundaries
of this layer. If it is true, variations of this parameter for a fixed wavelength may be related
with the thickness of the choroid.
The expression given in equation 4.18 can be used to predict the performance of double-pass
systems in the wavelength range going from 600 to 800nm. From [1], we expect a linear
increment for r0 within this range5. Hence, the correlation length (lateral spreading) can be
computed as
r(λ) = r|800 [1− s(800− λ)] (4.19)
where r|800 = r0 represents the correlation length evaluated at 800nm, s is an scale factor,
and λ indicates the frequency to be evaluated in nm. Supposing and increment for r0 of
2.25 times between 600 and 800nm, the scale factor takes a value of s = 0.0028. It would
be necessary a characterization of the scattering at different wavelengths using the model to
provide better estimations of s.
5We expect a similar performance between r0 used here and the standard deviation of the PSF used in [1].
The authors in that work predict a linear behavior for the standard deviation between 600 and 750nm. Thus,
we are assuming that this trend is kept until 800nm.
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Validation of the model
The model for the lateral spreading of light given by equations 4.18 and 4.19 can be used
to estimate the modulation transfer function of the scattering process in the ocular fundus.
Since they both are derived under the concept of point spread function, the results obtained
here should coincide with those predicted by Hodgkinson in [1]. In the object plane (ocular






Last mathematical expression corresponds to the Fourier transform pair of equation 4.18 [122]
and is not completely equal to the one proposed in [1] because we use here an exponential
function to approximate the MTF of the scattering.
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Fig. 7. PSF and LSF shapes typical of the low- and high-value
zones separated by A = 575 nm.
curves show RR. The total reflectance or remittance R is
the sum of Rs and RR. For our purpose here, the reflec-
tance curves Rs represent total integrated scatter of the
emerging beams: they are the volumes or areas under
the PSF and LSF functions.
The reflectance curves Rs and, indeed, all other curves
relevant to the PSF and LSF functions Ps(r) and Ls(x)
that we consider here are influenced in characteristic
ways by the melanin and the blood in L5 . With the
amount of melanin in L5 that we have used in the calcula-
tions, i.e., that is defined by Eqs. (14) and (20), Rs typi-
cally increases slowly from near zero at 450 nm to one or
two tenths of a percent at 575 nm and then increases
rapidly to a few percent. All curves show the signature of
both oxyhemoglobin absorption bands, at 540 and 575 nm,
as can be seen by a comparison of the form of the Rs
curves with the absorption curve shown by the dashed
curve in Fig. 6. The rapid increase in Rs with increasing
wavelength occurs as A clears the oxyhemoglobin absorp-
tion bands and is less noticeable in a more densely
pigmented fundus. The dotted curves in the bottom-
right-hand corner of Fig. 6, representing scattered light
that has penetrated to the sclera, show that the rapid
increase is only partly due to light reflected at the sclera.
With nearly zero melanin, Rs increases rapidly at 575 nm
to about 10% and then remains approximately constant
with increasing wavelength. Thus the absorption edge of
the blood tends to divide the curves into two zones, with
low and high values occurring below and above 575 nm,
and increasing amounts of melanin tend to soften the
transition between the zones.
The shapes of the PSF and LSF profiles calculated for
the nasal fundus at wavelengths of 550 and 750 nm are
shown in Fig. 7. At 550 nm the PSF and LSF profiles
(normalized to unity) are nearly identical and are close to
the sech2 shape. This is typical at wavelengths below
575 nm and is due to very small penetration depth into
the choroid. At higher wavelengths the LSF and PSF
shapes differ from one another and depart from sech2 .
The LSF profile is broader than the PSF profile, i.e.,
WLS > Wps; however, TLS = 0.6493crps - Eq. (40) holds for
weighted sums, but Eq. (39) does not.
Curves for the peak height Ps(0) of the PSF Ps(r) as a
function of wavelength are given in Fig. 8 and for the SD
us given in Fig. 9. These show the characteristic features
discussed above.
5. SUMMARY
We have developed a mathematical model for the lateral
spreading of light in the human ocular fundus. The sa-
lient features of our model and the principal results ob-
tained from it are as follows:
1. The Kubelka-Munk simultaneous absorbing-
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Figure 4.4: PSF of the ocular fundus obtained for different wavel ngths. (a): Model for lateral spr ading
proposed in this work for r0 = 5µm. (b): Model used by Hodgkinson (image taken from [1]).
Figure 4.4 presents the point spread function of the ocular fundus for different wavelengths
using the model given by equations 4.19 and 4.20 and the on proposed i [1]. I is difficult
to make a direct comparison between models because of the different approximations, the
differences between the parameters used by each model, among other factors. However, it is
important to point out that both cases predict a widening in the PSF for longer wavelengths.
This is an expected behavior in real situations based on the pe etration operties of the
fundus for different spectral components [3]. The scale factor s used in equation 4.19 was
estimated based on results presented in [1]. As stated before, this factor may be m dified
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for a better matching with real situations after performing a proper characterization of the
model with experimental measurements. Therefore, we believe that this model can be used
to predict the scattering process occurring in the ocular fundus of the eye.
4.2.4 Performance of the scattering models
Until now, the behavior of the models has been presented, but only for validation purposes
without evaluating its impact in the double-pass modulation transfer function. In this sense,
the objective of this section is to introduce into ideal MTF curves the effects of the scattering
process predicted by the model for both the equivalent diffuser (model I) and the lateral
spreading of light (model II). To do this, the curves for model I and II were computed using
equations 4.11 and 4.20, respectively. To estimate the terms MTF1 and MTF2 appearing in
the expressions, the theoretical predictions [16] for diffraction limited responses for pupils of
2mm and 4mm in diameter were considered. These values correspond to the first and second
pass pupils in the MEOQ system.
Figure 4.5a depicts the expected modulation transfer functions for diffraction limited systems
affected by scattering using Model I (MTFI) and II (MTFII). The diffracted limited re-
sponse of the double-pass process was computed as MTFDL = MTF2mm ×MTF4mm. The
parameters of the models used during the computation were chosen in such a way that the
responses presented similar behaviors. This situation was found for r0 = 10 and σ = 0.2µm
for the equivalent diffuser and for r0 = 2µm for the lateral spreading of light. As observed,
the application of the models suggests a reduction in the area under the MTF for systems
under the presence of fundal scattering. Moreover, MTFI and MTFII present similar per-
formances than that measured in the artificial eye in figure 4.1a, which indicates a reduction
in the MTF in function of the characteristics of the diffuse material used as retina. Therefore,
this similarity with measured data represents an additional probe of the applicability of the
models in real situations.
The ratios between MTF curves obtained for model I and II and that for the diffraction limited
response is depicted in figure 4.5b. Although MTFI and MTFII follows similar behaviors,
the ratios differs with respect to each other in the second half of the spectrum. At such
frequencies, the magnitude of the modulation transfer functions tends to zero and the ratios
become undetermined beyond the cutoff frequency of the system. Assuming a multiplicative
model for the effects of scattering in Fourier domain, the ratios may be considered as an
estimation of the MTF accounting for the scattering process. However, the depicted curves
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Figure 4.5: (a): Estimations of MTFs affected by scattering using the models for equivalent diffuser with
r0 = 10µm and σ = 0.2µm (MTFI , solid line), and lateral spreading of light with r0 = 2µm (MTFII ,
dashed line). (b): Ratio between the curves computed with models I (solid line) and II (dashed line) and the
diffraction limited response (MTFDL, dotted-dashed line).
indicate that such estimations can suffers inaccuracies in zones in which the magnitude of the
responses involved in the process approaches to zero. Hence, if any of the models presented
here are used to fit real data, the estimations at lower frequencies should have bigger weight
in the computations. It can be easily implemented by limiting the number of points used
during the fitting process to those regions where the transfer functions present magnitudes
above a user defined threshold.
4.3 Estimation of the scattering properties of the fundus in real
eyes
The scattering properties of the ocular fundus were measured experimentally in real eyes using
a calibrated version of the MEOQ system. The characteristics of this multimodal system, as
well as its calibration and validation have been presented in chapter 3 of this work. However,
some of the features used during the measurements reported in this section are summarized
below.
The MEOQ system is a binocular device working in open field that integrates a double-pass
(DP) instrument with a Hartmann-Shack (HS) sensor. It provides comparable DP and HS
data after computing wavefront slopes from intersections of an ideal grid and compensating
for residual errors provoked by optical defects of the measuring system. In addition, the
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instrument works at 801nm and compensates for spherical and astigmatic refractive errors of
the own eye during measurements. To do this, it incorporates a remote controlled defocus
corrector based on focus-tunable lenses. Regarding astigmatism, it is corrected by controlling
the orientation between cylindrical lenses forming the corrector.
The measuring system includes a series of graphical user interfaces that help the experimenter
during measurements. Among them, the interface gMEOQmain incorporates video in real
time from the DP, HS, and pupil cameras. The latter ones allow the user to monitor the
position of the eye and are used for alignment purposes to match the optical axis of the
instrument with the one of the assessed eye. On the other hand, the experimenter can request
the auto-focus option, which is a close-loop task that sets up automatically the current in the
tunable device that compensates for the actual spherical refractive error. Moreover, real time
histograms are available to avoid recordings of saturated frames.
The effects of scattering were determined from deviations between DP and HS modulation
transfer functions (MTF). The sections below explain the experimental procedure that was
followed during measurements and the posterior data processing. Then, the DP and HS
responses of real eyes are presented. The differences between curves are fitted using both of
the models discussed before: the equivalent diffuser and the lateral spreading of light. Finally,
the results and the applicability of the proposed models in real measurements are discussed
at the end of the section.
4.3.1 Experimental procedure
The DP and HS modulation transfer functions (MTF) were obtained for 14 healthy subjects
using the MEOQ system. The task of the person under assessment was to fixate in normal
visual conditions an external target located at a distance of six meters. On the other hand,
a frequent task of the experimenter was to align the optical axis of the system with the one
of the eyes under assessment by matching the pupil centers with the cross marks available
in the real-time video provided by the pupil cameras. The proper alignment was verified
before any image recording. After completing this task for the first time, the current in the
tunable device belonging to the spherical refractive error corrector was modified until obtain
double-pass images with the narrowest spot. Under this configuration, the astigmatic power
was obtained three consecutive times using the HS sensor. After this, the mean astigmatic
power was compensated by configuring the orientation of the cylindrical lenses forming the
astigmatic refractive error corrector. Then, the power of the laser source was set to proper
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values to obtain non-saturated frames with gray-scale intensities between 200 and 230.
5 series of 20 DP and HS images were recorded for each of the 14 subjects after setting up
properly the astigmatic refractive error corrector and the power of the laser source. Within
each series, first the alignment task was repeated. Then the image acquisition was requested
immediately after compensating for spherical refractive errors using the auto-focus option in
the remote control interface gMEOQmain. This process was repeated 5 times until completing
the series of measurements. All the images were recorded using an integration time of 40ms.
Regarding the refraction, the spherical and astigmatic refractive errors remained below 0.25D
during measurements. If this condition was not fulfilled, the recordings were discarded and
the series was initiated again to repeat the measurements.
The series of recordings were performed for each subject in a consecutive manner in a single
session and under similar environment illumination conditions. The time necessary for each
session depended more on the ability of the experimenter during the alignment of the instru-
ment with the eye than on the equipment configuration and data collection. Only 3 of the 14
subjects were assessed in a binocular manner. For the rest of the cases, only the right eye was
assessed. In general, the five series of measurements were carried out in around 15 minutes
for the binocular cases and in around 10 minutes for the monocular measurements.
4.3.2 Data processing
Data processing was performed off-line after measurements using Matlab (Mathworks, 2010).
First, the 20 double-pass and Hartmann-Shack images belonging to a series were averaged. In
this manner, the speckle noise affecting the individual short-exposure recordings was elimin-
ated. The resulting images were used to estimate a DP and a HS MTF per series and assessed
eye.
In the case of double-pass data, the average image was Fourier transformed and corrected
for residual errors of the measuring system6. Then, the MTF was obtained after proper
normalization by taking the radial profile of the compensated spectral representation and
applying a peak correction [43] by extrapolating the zero frequency from a curve fitting using
a two-exponential function [106]. When working with HS data, the wave aberration was
estimated using the average image from spot displacements with respect to the intersections
of an ideal grid using 54 Zernike coefficients. Then, the MTF was computed as the product of
6The details of the compensation process can be consulted in the previous chapter of this work.
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the autocorrelated complex pupil functions [16] for the first and second pass pupil diameters
(MTF2mm ×MTF4mm). The point spread function was computed by Fourier transforming
both the magnitude and the phase given by the autocorrelation operation. As in the case
of DP processing, HS data was compensated for residual errors before computing the radial
profile of the MTF. This process is illustrated in figure 4.6.
Figure 4.6: Flow diagram of the data processing that was followed to compute the HS (left) and DP (right)
MTF for each series of 20 images.
The process described in figure 4.6 was repeated for each of the series composed by 20 re-
cordings. At the end of this process, it was available 5 DP and 5 HS estimations per eye
and subject. After this, the average curves of the 5 MTF estimations were used to compute
the difference MTFDf = MTFHS −MTFDP and the ratio MTFRt = MTFDP /MTFHS .
Posteriorly, MTFRt, the ratio between the double-pass and the Hartmann-Shack modulation
transfer functions, was fitted using both the concept of equivalent diffuser and the lateral
spreading of light. In the former case, we obtained the values for correlation length rI and
standard deviations of the height fluctuations σI of an equivalent diffuser that would produce
a curve MTFI with the same behavior than that observed in MTFRt. Equations 4.21 and
4.22 were used for this purpose considering 10 terms of the summation. On the other hand,
equation 4.23 was used during the fitting process in the case of lateral spreading of light. In
this manner, the resulting value for the correlation length rII is the one producing the best
coincidences betweenMTFII andMTFRt. The computations were performed using a nonlin-
ear least squares method programmed in Matlab. Additionally, the fitting process considered
only those points for which the MTFDP and MTFHS presented values above 0.15. In this
manner, the uncertainty for small magnitudes in the curves was avoided.
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MTFI(u) =
1 + Γ (u)













MTFII(u) = exp (−2πrII |u|) (4.23)
Besides the MTF, there are other parameters that were obtained for each of the images
belonging to a series. In the object domain, the average intensity at the edges of double-pass
images (Ie) was obtained. The DP images were processed using a cropped version of 256×256
pixels in size. To compute Ie, the points that were considered corresponded to all those pixels
whose round distance from center of the image were higher than 120. On the other hand, the
Strehl ratio was obtained for both the DP and the HS MTF. This parameter was obtained as
the area under the unidimensional modulation transfer function. Because the evaluation of the
scattering process is based on differences between DP and HS estimations, we computed the
ratio between Strehl ratios SRRt = SRDP /SRHS for each series of measurements. As a result
of these computations, 5 estimations of theMTFDP ,MTFHS , Ie, and SRRt were available per
subject and assessed eye. Although the performance of the individual estimations were similar
in all the cases, the parameters presented here refer to the average of the 5 available values.
In this manner, we provide a single estimation per parameter that contains the contribution
of all the series of recordings for each subject.
4.3.3 Results and discussion
Differences between DP and HS responses
The point spread function for both the DP and HS techniques presented similar behaviors in
all the measured cases. Figure 4.7 depicts the PSF for 4 subjects. The cases are labeled as FA,
IC, JO, and SE. Visual inspection of the images demonstrate the similarities in terms of shape
between DP and HS estimations. For instance, the characteristic aspect observed for subject
SE is distinguished in the images regardless the technique with which they were obtained.
86
Chapter 4. Estimation of the scattering properties of the ocular fundus
Another example of the similarities is observed in images for subject IC, in which a diamond-
like shape is observed in both the DP and HS estimations. Although the aspect of the images
follows similar patterns, it seems that DP cases include a veil surrounding the central part
of the spot. This situation provokes contours for DP images less defined than for the HS
estimations. This characteristic may be induced by scattering provoking angular deviations
of light in the DP process, which in turn could affect the magnitude of the corresponding
MTF.
Figure 4.7: 64 × 64pixels cropped versions of the point spread functions obtained from DP (top) and HS
(bottom) data for 4 of the 14 subjects that were measured using the MEOQ system.
Figure 4.8 presents the average DP and HS MTF curves considering the estimations carried
out on the right eye of the 14 subjects. The curves are plotted in separate figures for the
sake of clarity. However, it is still possible to observe the higher magnitudes of the average
response for HS data. For instance, the magnitude at 10cyc/deg of the HS MTF is around
twice that for the DP average curve. This behavior was expected for several reasons. Among
other factors, the MEOQ systems works in infrared light, which is known to be affected by
scattering arising from layers of the fundus beyond the retina [3]. Moreover, HS measurements
do not provide information on this phenomenon [29]. On the other hand, wave aberrations
were computed using nine order (54) Zernike coefficients. Since the majority of the higher
order aberrations are described with eight order (42) Zernike coefficients [17], we assume that
the deviations were not provoked by higher order aberrations in HS data. The subjects had
an average age of 27 years and presented clear optical media. For this reasons we suppose
that the effects of scattering due to the interaction of light with the surfaces of the lenses in
the eye were negligible during the measurements.
The deviations between DP and HS data are well observed in figure 4.9. Beside the av-
erage curves, the differences MTFDf = MTFHS − MTFDP and the ratios MTFRt =
MTFDP /MTFHS are plotted in the figure. The term MTFDf presents similar behaviors
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Figure 4.8: Average DP (solid line, left) and HS (dashed line, right) for the 14 measurements on performed
on real eyes using the MEOQ system. The individual estimations are also plotted in the figures (gray solid
line).
for all the measured subjects: a curve with a peak around 5cyc/deg with a magnitude fluc-
tuating between 0.1 and 0.35. Regarding the ratios MTFRt, the curves follow a decreasing
tendency around lower frequencies. Then, they present a constant behavior until reaching the
cutoff frequency, were the ratio become indeterminate. There is variability among subjects in
the slope of the response in the first part of the spectrum. It is also observed that the con-
stant magnitude in the central part of the spectrum decreases with increments of the slope,
which could be attributed more to the decrement in the magnitude of the MTF around those
frequencies than to variations of any ocular or scattering condition among assessed eyes. This
fact should be considered by giving more weight to lower frequencies during the estimation of
any other parameter when using the ratio MTFRt.
Let us consider the hypothetical situation in which all eyes had been affected by the same scat-
tering, but by different aberrations. Under this condition, the differences between the MTF
curves would remain identical for all cases, regardless of the effects on MTFDP and MTFHS
attributed to differences in aberrations. Assuming that the measuring system provides com-
parable data in cases without scattering7, the variations among the individual estimations
observed in figure 4.9 may be attributed to changes in the amount of scattering light among
the measured eyes.
7The behavior observed during the validation of the MEOQ system suggests that the measuring instrument
provides comparable data when any scattering process is present during measurements. The details can be
consulted in the previous chapter of this work.
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Figure 4.9: Average DP (solid line) and HS (dashed line) response. The average of the differencesMTFDf =
MTFHS −MTFDP (a) and the ratios MTFRt = MTFDP /MTFHS (b) between HS and DP data are plotted
in the figure (black dashed-dotted line), as well as their individual estimations (gray solid line).
Modeling scattering
The curves MTFRt observed in figure 4.9b were fitted using the models for the equivalent
diffuser (Model I, MTFI) and the lateral spreading of light (Model II, MTFII). The para-
meters of the models fitting the experimental data can be consulted in table 4.1 for the right
eye of the 14 subjects. For Model I, the standard deviation of the height fluctuations σI are
presented in figure 4.10a, in function of the correlation length rI . Visual inspection of the
plotted data does not reveal a clear relationship between σI and rI . However, the tendency
line fitting the results using a least squares procedure shows a small decrement in the height
fluctuations of the equivalent diffuser with increments of the correlation length. On the other
hand, figure 4.10b suggests a good correlation between the terms rI and rII for Models I and
II, respectively. Therefore, we assume that these two parameters obtained with two different
models provide information on the same phenomena, which may be related to the scattering
occurring in the eye during the measurements.
The behaviors of Models I and II were obtained using rI = 25.500, σI = 0.208, and rII =
4.310µm. They correspond to the average values of these parameters considering all the
measurements. The results of the computation are observed in figure 4.11a. Curves MTFI
and MTFII show a good agreement with the ratio MTFRt in the lower part of the spectrum.
The central part of the response is well fitted by Model I only, which presents a two-variable
dependent function. While rI dominates the decreasing trend at lower frequencies, the term
σI is used to predict the magnitude around the central region of the response. However, the
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Table 4.1: Mean intensity at the edge of double-pass images (Ie), Strehl ratio (SRRt), correlation length
(rI) and standard deviation of the height fluctuations (σI) for Model I, and lateral spreading of light (rII) for
Model II for the left eye of the 14 subjects.
Case Label Age Ie SRRt rI σI rII
1 CC 29 5.579 0.654 22.737 0.222 3.768
2 MK 35 5.298 0.673 24.712 0.214 4.078
3 FA 30 7.389 0.713 28.114 0.193 4.538
4 XN 25 5.378 0.716 21.161 0.216 3.300
5 CY 35 7.008 0.620 30.814 0.215 5.859
6 DN 23 4.964 0.726 19.284 0.211 2.659
7 JO 28 6.153 0.703 25.524 0.198 3.783
8 BR 23 5.245 0.693 23.940 0.202 3.393
9 ST 24 6.417 0.620 26.032 0.244 4.943
10 AS 30 6.630 0.634 29.080 0.214 4.983
11 SE 26 6.131 0.749 30.789 0.171 3.673
12 IC 23 5.877 0.692 30.235 0.192 4.364
13 SL 24 7.270 0.646 37.041 0.195 7.181
14 EM 33 4.553 0.753 21.864 0.219 3.809
Average AV 27.714 5.991 0.685 25.500 0.208 4.310


















































Figure 4.10: (a): Standard deviation of the height fluctuations σI in function of the correlation length
rI using the model for the equivalent diffuser. (b): Relationship between the correlation length rII for the
lateral spreading of light and rI . The equations of the tendency lines fitting the data and the coefficients of
determination are included in the figures.
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Figure 4.11: (a): Comparison between MTFRt and the curves MTFI (Model I, solid line) and MTFII
(Model II, dashed line). (b): Comparison between MTFDP (dashed-dotted line) and the curves obtained by
multiplying the Hartmann-Shack response with MTFI and MTFII .
small magnitude of the MTF at such frequencies may be the main cause for such performance.
Figure 4.11b depicts the behavior that would have the Hartmann-Shack response if it was
affected by scattering. To obtain the curves, the term MTFHS was multiplied by MTFI and
MTFII using the average values for rI , σI , and rII presented in table 4.1. As observed, the
double-pass responseMTFDP is practically overlapped by applying Model I to the Hartmann-
Shack response. On the contrary, the expected response using Model II deviates with respect
to MTFDP for frequencies higher than 8cyc/deg. Nevertheless, the magnitude of the devi-
ations is small due to the decreasing trend in the magnitude of the MTF when it approaches
to the cutoff frequency of the system.
The results presented in figure 4.11 suggest that both Models I and II can be used to account
for differences between DP and HS data. In the former case, the average values indicate that
deviations between curves may be produced by an equivalent rough surface with a correlation
length of around 26µm. This quantity is indeed higher than the expected size (16µm) of a
spot projected in the fundus during the double-pass process8. We suppose that the higher
value of rI is because the scattering process in the ocular fundus is not the result of a single
surface or scatter; the correlation length computed during the curve fitting accounts for the
effects of multiple scatters, which provoke an increment in the parameter due to the additive
relationship among phases in composite rough surfaces [90].
8The separations between the first two minimums of the Airy patter is d = 1.22λf/(PD/2) ≈ 16µm, with
λ = 800nm, PD = 2mm,and f = 16.3mm.
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The interpretation for rII in Model II results easier than for rI . For an incident ray, the
parameter rII denotes the lateral spreading of light provoked by the scattering process. In this
manner, the average value of the fitted data suggests that each component of the incident light
is spread 4.310µm after being interacted with the ocular fundus. Some authors have suggested
that the interaction of light with the ocular fundus is dominated by forward scattering and
the light that travels from layers beyond the retina towards the pupil comes from reflections
at the boundaries of the choroid [1]. If it is true, rII may be also considered an indirect
estimator of the thickness of this layer because the amount of lateral spreading increases as
it penetrates into the fundus.
Effects of scattering on the DP process
The lateral spreading of light provided by Model II is presented in figure 4.12a in function of
the mean intensity observed at the edge of the double-pass images. In general, it is observed
a liner relationship between these two parameters among measured data. During double-pass
measurements and discarding scattering from the lens of the eye, the parameter Ie could vary
by changes in the environment light or in back-reflections in the optics of either the instrument
or the eye. However, the measurements were performed under the same dark conditions and
we did not perceive any back-reflected light that could compromise the computation of Ie.
Although variations in the power of the laser source could be another factor influencing the
intensity at the edge of the images, this was modified only for 3 of the 14 cases. We suggest
that variations of Ie among the experimental data are leaded mainly by scattering in the
ocular fundus.
The agreement between rII and Ie indicates that the constant background noise observed in
double-pass images can be predicted using the model for lateral spreading of light provided by
Model II. This situation suggests that rII could be used to improve the accuracy of parameters
in which the background noise is considered at wavelengths affected by scattering from deeper
layers of the ocular fundus. For instance, the Objective Scatterer Index (OSI) proposed in [10]
uses the intensities integrated by a ring between 4 and 12arcmin in the double-pass image to
provide an estimator to classify cataracts. However, this region could be affected by changes
in the scattering conditions in the fundus at certain wavelengths. Therefore, the uncertainty
during the classification of cataracts could be reduced by introducing somehow the lateral
spreading of light in the computations.
Figure 4.12b depicts the relationship between rII and the ratio SRRt, Because larger values
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Figure 4.12: Lateral spreading of light rII in function of the mean intensity at the edge of double-pass
images Ie (a) and ratio between the DP and HS Strehl ratios SRRt (b). The equations of the tendency lines
fitting the data and the coefficients of determination are included in the figures.
of lateral spreading of light indicates higher deviations of DP response with respect to HS
data, the inverse relationship between these two parameters was expected. Although they
both vary in function of rII , the light at the edges of the double-pass images Ie and the ratio
between the DP and HS Strehl ratios SRRt are quantities that are not directly related with
each other. The effects of the constant background noise provided by Ie are observed in the
Fourier domain as an increment of the response at zero frequency, which is then compensated
by the peak correction performed during the computation of the MTF [43]. Therefore, the
trends observed in the plots of figure 4.12 provide information on the same phenomena, but
measured in different manners.






















Figure 4.13: Lateral spreading of light rII in function of age. The equation of the tendency lines fitting the
data and the coefficient of determination are included in the figure.
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The variations of rII with age are depicted in figure 4.13. The tendency line plotted in the
graph suggests a small increment in the lateral spreading of light with age within the measured
range. The shorter values of rII were found for among younger subjects. The subject with
the highest deviation with respect to the tendency line is observed in the age range going from
20 to 25 years old. This situation corresponds to subject SL, who presents a lateral spreading
of 7.181µm, a value higher than 4.310µm, the mean value of the 14 estimations. Assuming
that the deviation was not provoked by scattering in the lenses of the eye, it may be related
to changes in the structure of the ocular fundus for this subject with respect to a young eye.
During the measurements, the scattering arising from the interaction of light with the eye
lenses was not verified by other instruments or methods because the majority of the measure-
ments were performed on young eyes. The performance of fundal scattering could be char-
acterized in a more accurate manner by determining with objective (or subjective) methods
the influence of the eye lenses during measurements. However, we suggest that the tendencies
presented in this section reflect the influence of fundal scattering in double-pass measure-
ments. On the other hand, the effects on the DP process were quantified in terms of rII .
From the linear relationship between this parameter and rI , the analysis performed in this
section applies also to Model I.
Binocular performance of scattering
Figure 4.14 depicts the DP and HS point spread function computed from binocular measure-
ments on subject MK. The information of both eyes was assessed simultaneously. Referring
to DP images, it is observed in both eyes a kind of protuberance at the bottom part of the
spot. There are some variations between the images for the left and right eye, which could
arise in part from misalignments between the optical axis of the instruments and the eyes.
The alignment process was an important task of the experimenter before data collection, but
the movements during image recording were not controlled during experimentation. How-
ever, we expect that the computation of parameters from binocular measurements was not
compromised by this situation.
The relationship between the left and right eye is presented in figure 4.15 in terms of the lateral
spreading of light for Model II. It is not accurate to find a trend using three estimations only,
but the results suggest that the parameters for the left and right eye follow a linear dependence.
In an ideal case were both eyes presented equal performance, the slope of the tendency line
fitting the experimental data should approach to one. Although the slope presents a value
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Figure 4.14: 64 × 64pixels cropped versions of the point spread functions obtained from DP and HS data
for the left and right eyes of subject MK.
of 0.737, we found that both eyes present similar performance for the three subjects assessed
binocularly. We only present the relationship between rIIL and rIIR. The relationship of























Figure 4.15: Relationships between lateral spreading of light for the left (rIIL) and right (rIIR) of the 3 sub-
jects assessed binocularly. The tendency line fitting the data, its equation, and the coefficient of determination
are included in the figure.
4.4 Conclusions
This chapter presented an analysis on the scattering properties of the ocular fundus based
on differences between DP and HS measurement. For this, we use the MEOQ system, which
provides comparable data using these two techniques and works in infrared light. Two mod-
els that incorporate the effects of fundal scattering into the double-pass process have been
introduced. In the first case, the concept of equivalent diffuser is used to find the statistical
characteristics of a rough surface that would produce the same effects than those observed in
experimental measurements. For the second model, the scattering is measured in terms of the
lateral spreading of light produced by the ocular fundus. The experimental results suggest on
the one hand that the MEOQ system may be used to provide estimations on the scattering
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process occurring in ocular fundus, and on the other hand that the models proposed here
fit well the differences between DP and HS measurements in frequencies at which the MTF
contains enough information on fundal scattering.
The characterization of the scattering process occurring in the fundus may be used not only
to understand the differences between double-pass and Hartmann-Shack data, but also to im-
prove the accuracy of other parameters. For instance, the background noise affecting double-
pass images may influence the computation of the Objective Scatterer Index, which has been
used to classify cataracts. However, the results suggest that this background noise is modified
with variations of fundal scattering. In this sense, the use of multimodal systems and models
accounting for different phenomena in the eye can be a useful tool to separate the effects of
the processes involved in double-pass measurements.
Data presented here shows that ocular scattering may affect the computation of the Strehl
ratio, which is a parameter used usually to provide information on the retinal image quality.
We cannot assure that fundal scattering at visible light affects the perception of external scenes
during the image formation process. However, deviation of the parameters with information
on fundal scattering from mean values could be an indicator of other problems that could be




Aberration-free index for quantifying
scattering in the human eye
There are different phenomena leading the interaction between light and eye in the double-pass
(DP) technique [20]. In this respect, it is well known that optical quality estimators obtained
with this assessment mode are defined by the combined effects of diffraction, aberrations, and
scattering that occur in the eye [10, 17, 37]. In the case of diffraction and aberrations, light
is affected by apertures truncating spatially incident waves [16], by defocus and astigmatism,
and by higher order aberrations in the lens of the eye [45, 123]. Regarding scattering, inhomo-
geneities in the structures of the eye with which light interacts deviate the incident radiation
from a straight trajectory [11, 124]. This situation is perceived in double-pass images as a
halo surrounded the point-spread function (PSF) [109] with a magnitude and angular position
of affectation in function of the characteristics of the scattering media [90, 125, 126].
The interaction of light with the eye lens is the main source of scattering in the double-
pass process [14]. However, the ocular fundus may also contribute to scattering formation at
certain wavelengths [116], as seen in chapter 4 of this work. Traditionally, the presence of
inhomogeneities in the crystalline lens has been associated to cataract formations [127], which
may degrade the retinal image quality [40, 109, 120]. For this reason, the study of intraocular
scattering has received special attention in visual optics. On the contrary, some authors have
suggested that scattering arising in the ocular fundus has a minimum impact in vision [84].
However, this is a phenomenon wavelength dependent [116] and its effects may be present in
greater or lesser extend during the quantification of scattering by objective means [3].
The double-pass technique has arisen as an excellent tool for the objective quantification of
97
scattering. For instance, Artal et al. propose in [10] an objective scatter index (OSI) based on
the analysis of the point spread function (PSF) of the eye at an eccentric location with inform-
ation on scattering. This method is indeed used in a commercial available clinical instrument
[28] and has been used to classify cataract patients [40]. However, the quantification of scat-
tering may be compromised under the presence of uncorrected aberrations affecting regions
of the PSF involved in the computation of the index [10].
Some authors have analyzed scattering by combining double-pass data with that obtained
with assessment modes that are known to be unaffected by scattering. Among them, Shahidi
and Yang and Díaz-Doutón et al. made comparisons with respect to Hartmann-Shack data
to provide estimations of scattering based on the differences between the areas under the line
spread function (LSF) [85] and the modulation transfer function (MTF) [29] of the multiple
techniques. In the case of Rodríguez and Navarro in [86], the authors quantified the effects
of scattering by finding the parameters of an equivalent diffuser producing the differences
observed between the MTF of a double-pass instrument and a laser ray tracing aberrometer.
There have been some efforts to measure scattering using assessment modes other than the
double-pass technique. In this regard, Nam et al. analyzed the spots in Hartmann-Shack
images to obtain a spatially resolved quantification of scattering at the pupil plane of the
eye [57]. More recently, Ginis et al. proposed a method that enables to assess regions of the
PSF of the eye normally not available with the conventional double-pass technique, but with
information on scattering [2]. It should be pointed out that these systems quantify scattering,
but considering only those small regions of the crystalline lens with which light interact during
the measurements.
This chapter has as objective to present a method for quantifying scattering from double-pass
measurements after minimizing the influence of aberrations in the measured data. To do this,
we use the information contained at lower frequencies of the modulation transfer function,
which is usually eliminated under conventional data processing of double-pass information
after extrapolating those values from a curve fitting using a two-exponential function [43, 106].
We suggest that this process removes data containing the effects of scattering, including those
arising in the crystalline lens. Therefore, we combine the raw MTF with that obtained after
the peak correction to provide an aberration-free index with information on the scattering
affecting the lower part of the spectrum. Measurements on an artificial eye corroborate
the applicability of this concept to quantify scattering for different refractive conditions. In
addition, the effects of the ocular fundus on the modulation transfer functions are also analyzed
98
Chapter 5. Aberration-free index for quantifying scattering in the human eye
with the ideal device modeling the eye using materials with different diffuse properties. The
analysis is completed with the quantification of scattering in real eyes using the proposed
method from DP images obtained with the MEOQ system.
This chapter is organized in the following manner. First, the effects of scattering on the
double-pass response are analyzed from the point of view of the data processing performed
over the images until obtain the modulation transfer function of the eye. This information is
considered to then propose the method for quantifying scattering after removing the effects of
aberrations in the double-pass response. The method is corroborated in measurements on an
artificial eye for different refractive conditions and diffuse materials acting as ocular fundus.
After presenting and discussing the results of the scattering quantification in real cases, the
chapter ends with some conclusions on the method here proposed.
5.1 Scattering and double-pass data processing
In double-pass systems, the parameters describing the optical quality of the eye are derived
from images recorded in a conjugate plane of a point source projected on the retina [20].
Since light passes through the optics of the eye, the images contain the effects of aberrations
[13]. In addition, inhomogeneities either in the crystalline lens or in the ocular fundus impress
their mark in the sense that the incident energy is oriented towards a variety of directions in
function of the statistical properties of the diffuse material producing the scattering [90, 121].
In this manner, the point spread function of the eye is affected by a veiling glare from the
scattered light [109]. This situation is illustrated in figure 5.1, which depicts the radial profile
of two double-pass images affected by different amount of scattering. As observed, the veil is
perceived as an increment in the intensity at the base of the PSF of the eye.
There are some differences in the manner in which intraocular and fundal scattering affect
the PSF of the eye. Figure 5.2 presents the cumulative light distribution at different angular
positions. The images were taken from the work of Ginis et al. in [2, 3] and correspond to
reconstructions for different scattering conditions at the pupil (figure 5.2a) and fundus plane
(figure 5.2b). The plots indicate that at shorter angles the point spread function may present
higher variations for scattering from the fundus than for that from the crystalline lens. This
situation is relevant because it suggests that in infrared light the central part of the response
available in the double-pass technique could be majority affected by scattering arising from
the complex reflection process occurring in the ocular fundus.
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Figure 5.1: Representation of the radial profile of two double-pass images with different amounts of scattering.
It is assumed that the profile I1 contains higher scattering than I0.
mildly scattering eyes (0 to 0.6 log units increase of the
straylight parameter as in Franssen et al., 2006). Figure 3
shows a dark field photograph of the CLs used here,
where differences in the scattering produced can be
observed.
Results
Figure 4 shows the experimental data and the corre-
sponding fittings for two normal young subjects. It can be
observed how the procedure here reported is able to
discriminate different amounts of scattering for both eyes
despite being normal young subjects. As an example, a
video of the retinal images of the projected disks for one
of the subjects (GP) is also included (Movie 1).
Figure 5a depicts two sets of experimental data for the
same subject corresponding to a naked eye and wearing a
CL providing moderate level of scattering. Solid lines are
the fittings by the integral of a function as defined in
Equation 6. Figure 5b summarizes the results on the
estimated value of the double-pass PSF at 5.25 degrees
(Equation 7) for the artificial eye as well as for the
subjects that were measured repetitively. This value can
be used to quantify the intensity of scattered light. The
results for smaller angles (e.g., 1.25 degrees) exhibit
similar variability and relative magnitude. The double-
pass PSF for the artificial eye was found to be essentially
zero. This small value represents the ghost reflections and
the scattered light in the experimental setup as well as
diffuse light in the room. The Black Pro Mist 1 filter
introduced to the system light scattering smaller but
comparable to that of the normal young eyes (GP and
JB) as expected. The additional scattering associated to the
scattering contact lenses although very small (equivalent
to 0.3 and 0.6 log units of the psychophysical straylight
parameter) could be systematically measured. The vari-
ability of the measur ments is shown in Figure 5b where
the first and third quartiles of the measurements corre-
spond to the height of each box.
It should be noted that all the information obtained from
the experimental data correspond to the light passing
twice the ocular media. This fact might lead to an increase
in the measured scattering and then to an overestimation
of the actual values of the scatter parameters. However
(as shown above) with our procedure, not only the PSF in
double pass can be directly computed, but also the actual
Figure 5a. Experimental data on the radial integral of the PSF for
one eye under two experimental conditions: no CL (red symbols)
and wearing a CL with moderate scattering. Red symbols are the
same as in Figure 4.
Movie 1. Sequence of disks projected on the retina and recorded
in double pass. The diameter (and exact position of the field stop)
does not interfere with the analysis of the center of the disk.
Figure 4. Experimental data acquired for two different subjects
and associated fitted functions.
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symmetric, and the following formula was used to approximate
its shape:
dpPSF ¼ aðhþ hoÞn
ð2Þ
where ho and n are arbitrary constants and a is a normalization
coefficient (which depends on ho and n) so that the radial
integral of the PSF is equal to unity. Similar generalizations of
the Stiles-Holladay formula have been previously employed to
approximate the PSF.19,20 This function has the flexibility to
approximate different values of the PSF at its most peripheral
parts while ho can be adjusted to match different widths of the
central part of the PSF.









As experimental data on Ic are recorded in arbitrary units,
they are normalized in the fitting process so their range is
between 0 and 1. Figure 2 shows normalized data and fitted
functions.
The double-pass PSF was reconstructed based on the
estimated values of ho and n. This creates by definition
(Equation 2) a double-pass PSF that is radially normalized to
unity.
The (single-pass) PSF was calculated numerically by
considering that the double-pass PSF (dpPSF) is the autocor-






where F and F1 denote the two-dimensional discrete Fourier
transform and its inverse, respectively. For each reconstructed
PSF, the ‘‘straylight parameter’’ PSF(h).h2 was calculated for
0.58 and 68 to quantify narrow- and wider-angle scattering,
respectively.
RESULTS
Figure 3 shows typical wide-angle PSFs reconstructed from two
eyes at six different wavelengths. It is interesting to observe
that the PSFs for each subject are very similar for wavelengths
between 500 and 600 nm. However, for 630 and 650 nm, these
PSFs significantly increased (approximately by a factor of 5)
especially for angles up to 48.
This finding is more clearly illustrated in Figure 4 where the
average (across subjects) straylight parameter (h2.PSF(h)) is
plotted for different wavelengths. Small-angle scattering has a
strong wavelength dependence characterized by an abrupt
increase for wavelengths longer than 600 nm. The dependence
was similar in eyes with dark and light pigmentation (upper
panels). At wider angles (68), the straylight parameter did not
exhibit this marked increase at longer wavelengths. However,
for eyes with light pigmentation, a minimum in the straylight
parameter between 550 and 600 nm was observed. This also
occurred when the straylight parameter was averaged for all
subjects involved in the study (see Fig. 5).
Figure 6 shows the relationship between straylight param-
eter at 68 and straylight parameter at 0.58 for short and long
wavelengths (each data point corresponds to one subject).
FIGURE 3. Reconstructed wide-angle PSFs for two eyes and different wavelengths. Left: HG (dark pigmentation, age 43); right: PA (light
pigmentation, age 51).
FIGURE 2. Normalized central intensity of the disks projected onto the
retina and recorded in double pass for one subject (GP) at 550 and 650
nm. The solid lines correspond to the fitted functions that were used
to compute the underlying PSF.
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(b)
Figure 5.2: Cumulative intensity profile of the PSF. Measurements on a subject for different intraocular scat-
tering (a; without scattering, red circles; with induced scattering, green squares) and for different wavelengths
(b; 550nm, green circles; 650nm, red circles). The variations in function of the wavelength are attributed to
different amount of scattering from the fundus. Images taken from [2] and [3].
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The increment of intensity provoked by scattering at the outer segment of the PSF was used
by Artal et al. in [10] to define the so called objective scatter index (OSI). This method
for quantifying scattering is defined as the ratio of the integrated light in a ring between 12
and 20arcmin to that contained within 1arcmin in the central zone of the PSF. Although the
limits of the outer part of the double-pass images used during the computation allows to avoid
the influence of uncorrected low-order aberrations, the authors suggest that the index may be
affected by refractive errors higher than 1D [10]. The OSI has been used to classify cataract
patients [10, 40]. However, it may contain contributions from scattering arising in the ocular
fundus to a lesser or greater extent in function of the wavelength of the measurement system,
which would be interpreted as an offset in the computed index during cataract classification
[2].
Conventional data processing performed over double-pass images is exemplified in figure 5.3.
In this, the modulation transfer function is obtained after proper normalization as the modulus
of the Fourier transformed double-pass image [37]. The radial profile of this calculation tends
to present a peak at zero frequency containing information on ocular scattering and on noise
coming from light reflected by the cornea or by the own measuring system [13]. In this manner,
the peak provokes a decrement in the MTF at frequencies different than zero. These effects
are usually eliminated by substituting the DC component in the spectral representation for an
extrapolated value obtained from a fitting function which considers the rest of the measured
data [43]. As a consequence, the peak correction may eliminate the effects of scattering
contained at the zero frequency. However, the data that is eliminated may be used to provide
an index with information on scattering.
Figure 5.3: Conventional data processing performed over double-pass images until obtain the modulation
transfer function (MTF) of the eye.
In chapter 4, the MEOQ system was used to obtain double-pass and Hartmann-Shack data.
From there, data obtained during the calibration process suggest that comparable responses
between techniques may be reached when scattering is not present in the measurements. Such
condition was obtained by illuminating the system with collimated light from the eye pupil
plane; that is, by avoiding scattering arising from the interaction of light with the structures
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of the eye. This configuration was used to obtain data for different amounts of induced
refraction. Taking those results, we can infer that double-pass data kept information on
aberrations besides the peak correction applied to the MTF curves.
In addition to maintain information on aberrations [13], the double-pass MTF after peak
correction may contain the effects on that part of scattering influencing the response of the eye
at frequencies higher than zero [29]. It is not possible to know with accuracy if contributions
of scattering to the MTF come from the crystalline lens or from the ocular fundus. However,
we expect that the MTF after correction in infrared light would be mainly affected by fundal
scattering because, as mentioned some paragraphs before, this type of scattering may modify
the point spread function not only at the background, but also at angular positions with
relevant information on diffraction and aberrations [3]. This situation will be studied in more
detail later in section 5.4.
5.2 The Aberration-Free Scatter Index (AFSI)
If the PSF of the eye computed with double-pass systems contains information on scattering
[10], the MTF obtained through a Fourier transformation may be also influenced by the
effects of this phenomena. Therefore, the MTF could be used to provide an index indicating
the amount of scattering affecting the eye under assessment. In particular, we could use the
MTF obtained after peak correction to filter from the raw data the effects of aberrations prior
the computation of the index. In this manner, the index would use basically the information
contained at lower frequencies, which are known to be affected by scattering [37].
Instead of using the PSF of the eye as done for the computation of the OSI [10], we propose to
use the MTF before and after peak correction to obtain the AFSI, the Aberration-free Scatter
Index. The AFSI is defined as the average value of the ratio between the MTF before and








where MTFr and MTFc are the modulation transfer function obtained after Fourier trans-
formation (raw MTF) and peak correction (corrected MTF), r represents the radial coordin-
ates in the frequency domain, and R stands for the length of the signal. Both MTFr and
MTFc are curves normalized to their value at zero frequency during the computation of the
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index. With N representing the set of consecutive values over which n varies, in the discrete-









During peak correction, only data at the lower part of the spectrum are substituted by those
computed from a fitted curve [37]. The rest of the information in the MTF remains unaltered
by this process. Because by definition the MTF is normalized to the magnitude at the lowest
part of the spectrum [16], the computation of the ratioMTFr/MTFc results in a curve with a
peak at zero frequency taking a value of one followed by a constant value with lower magnitude
for all those frequencies that are unaffected by the extrapolation process, as illustrated in
figure 5.4. The magnitude of the constant part in the response contains the information on
scattering and has the biggest weight during the computation of the index. From the manner
it is obtained, the AFSI consists in a number between 0 and 1; if data do not contain any
scattering, the raw and extrapolated data would be the same and the index would take a
value of 1. On the contrary, the higher amounts on scattering in the response, the closer the
value of the AFSI to 0.
(a) (b)
Figure 5.4: Illustration of the modulation transfer function before (MTFr) and after (MTFe) peak correction
before normalization (a). The typical shape of the curve obtained as MTFr/MTFc is shown in (b). MTFc
represents the normalized version of MTFe. The shaded area indicates the data used during the computation
of the AFSI.
The method that is being proposed to compute the AFSI is illustrated in figure 5.5. In this,
a number of images is first averaged to obtain realizations that are not affected by speckle.
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The resulting average image is Fourier transformed and then the radial profile of its modulus
is normalized to the magnitude at zero frequency to obtain the raw MTF. The corrected
MTF is obtained after proper normalization by extrapolating the lower frequencies from a
fitting curve using a two-exponential function. Then, the raw and corrected MTF curves are
used to compute the index as the average value of the ratio MTFr/MTFc. This procedure
applied off-line using Matlab (Mathworks, 2010) corresponds to the one followed to compute
the values of AFSI presented in the following sections.
Figure 5.5: Proposed method to compute the AFSI from DP images.
5.3 The AFSI for different refractive conditions
The performance of the AFSI is analyzed in this section for different amount of intraocular
scattering induced in an artificial eye for different refractive error conditions. The device
used during measurements consisted in a lens of f ′ = 50mm in focal length followed by a
cardboard acting as ocular fundus. The diffuse material was mounted on a rotating motor to
break light coherence and to obtain images unaffected by speckle. To induce different amounts
of scattering, the commercially available diffusers S1 (Tiffen, Black Pro-Mist 1 Filter) and S2
(Tiffen, Black Pro-Mist 4 Filter) were placed in front of the eye. From the characteristics of
the material, we expect higher light diffusion for S2 than for S1. The refractive errors were
generated by placing trial lenses L1 and L2 at around 15mm in front of the eye. Lenses L1
and L2 were used during measurements to generate a defocus of 0.25 and 0.50D, respectively.
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The artificial eye was measured for the different amounts of induced scattering and refractive
errors using the right-eye optical path of the MEOQ system. The characteristics of the
system have been presented in chapter 3 of this work. Although the system is able to provide
comparable double-pass and Hartmann-Shack data, here we used only the former technique
to analyze the presence of scattering. Since we wanted to conserve unaltered the information
contained in the double-pass image, the compensation for residual errors described in chapter
3 was not applied to the measured data.
The measurements were carried on in the following manner. First, the position of the spherical
refractive error corrector was configured by setting up in the focus tunable lens the power with
which the image with the best optical quality (narrowest spot) was obtained for the artificial
eye without any induced diffusion or aberration. After this, 5 images were recorded for each
of the following combinations of diffusers and trial lenses: (S0,L0), (S0,L1), (S0,L2), (S1,L0),
(S1,L1), (S1,L2), (S2,L0), (S2,L1), (S2,L2), where S0 and L0 refers, respectively, to the cases
in which no diffuser or trial lens were placed in front of the eye. Before image recording,
the power of the laser source was configured in such a way that the peak intensity remained
between 200 and 230 in gray levels for all the measured cases.
The average of the 5 images available for each of the combinations was used to compute the
corresponding value of AFSI after following the procedure described in the flow diagram of
figure 5.5. In addition, we have computed the average value of both the raw and the corrected
MTF to observe the performance of these parameters until the computation of the AFSI. For
comparison purposes, we also provide the OSI computed directly over the double-pass image.
The average value of the curves MTFr and MTFc, as well as the OSI have been normalized
to that computed over the combination (S0,L0).
The behavior of both the raw and the corrected MTF can be observed in figure 5.6. In the case
ofMTFr, the plotted data indicate variations in the ratio between magnitudes for the first and
second point in the curves arising from the presence of either the aberrations or scattering
in the measurements. In general, the higher the presence of aberrations or scattering, the
lower the magnitude of the response for coordinates beyond the zero frequency. In this
manner, the maximum and minimum magnitudes are found for the combinations (S0,L0) and
(S2,L2), respectively. TheMTFc curves indicate that the effects of the induced scattering are
practically eliminated after peak correction. This is observed from the fact that the curves for
a given diffuser are overlapped in figure 5.6b, which suggests that the presence of aberrations
dominates the behavior of MTFc.
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Figure 5.6: Raw (a) and corrected (b) MTF for diffusers S0 (solid line), S1 (dashed line), and S2 (dotted-
dashed line) and refractive errors L0 (blue line), L1 (green line), and L2 (red line). The rectangles on the
images indicate data in a zoomed area.
The fact that the scattering effects are eliminated through the peak correction process has
important implications for the quantification of this phenomenon using the MTF. Some au-
thors have used data from multiple techniques to estimate the effects of intraocular scattering
[29, 86]. Looking at the images reported by the authors, we suppose that they used a corrected
version of the MTF during the quantification. However, if the effects of the scattering from
the crystalline lens are eliminated by applying the peak correction to the measured responses,
the differences between the curves should come have another source. In the case of [29], the
measurements were performed with independent instruments at different time instants in in-
frared light. Therefore, variations in both the refractive conditions between measurements
and the amount of scattered light from the fundus among subjects could affect the results.
On the other hand, data in [86] were obtained simultaneously using a single system in green
light, which is supposed has a shorter penetration in the ocular fundus [1]. However, the cor-
relation lengths of the equivalent diffuser computed from the differences between techniques
do not match with the expected ones and there is a considerable variability among subjects.
Nevertheless, at this moment we cannot assure that diffusers used during the experimentation
produced diffusion with equivalent characteristics to that observed in real eyes. In this sense,
it would be necessary a further characterization of the diffusers to relate their parameters to
real situations.
Figure 5.7a indicates the average of the MTF curves before and after peak correction. As
expected from the behavior of MTFr, it is observed a decrement in this parameter with
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respect to data for L0 in function of defocus induced with lenses L1 and L2. Although this
performance is observed for all the diffusers, the amount of scattered light in the measurements
seems to induce a shift in the average value. The variations produced by S0, S1, and S2 are
not observed in the average value of the MTF after peak correction. However, the affectations
of the induced defocus in MTFc are more notorious in this case.
The computed values of OSI and AFSI are plotted in figure 5.7. As observed, the OSI is
affected by the defocus induced with lenses L1 and L2. In this manner, this index considers
increments in aberrations as variations in the amount of diffused light in the double-pass
images. For a given amount of induced defocus, an increment in the index is observed.
Therefore, the OSI is able to detect different amounts of scattering, but is also influenced
by the presence of aberrations during measurements. On the contrary, data in figure 5.7b
suggest that the AFSI provides values in which is possible to observe differences produced by







































Figure 5.7: Bar plots indicating the average value of the raw (a, top) and corrected (a, bottom) MTF and
the amount of scattering quantified through the OSI (b, top) and the AFSI (b, bottom). The data is presented
for different amount of scattering and aberrations induced with diffusers S0 (left bars), S1 (middle bars), and
S2 (right bars) and lenses L0 (blue bar), L1 (green bar), and L2 (red bar), respectively.
The values of AFSI presented in figure 5.7b indicate, as expected, a decrement of the paramet-
ers with increments of scattered light. There are some variations among values computed for a
given diffuser. We believe that these changes are produced by different amounts of reflections
in the lens of the artificial eye (corneal reflections) during measurements. Data for lenses L0
and L1 were obtained using the same power in the laser source. However, the diffuser could
provoke a decrement in the amount of light reaching the eye, producing in this manner a lower
amount of corneal reflections and a decrement in the AFSI. In the contrary, it was necessary
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to increase the power of the laser source to maintain the intensity levels between 200 and 230
in the image during measurements for lens L2. This situation could induce an increment in
the mean value of the MTFr, which affects the computation of the AFSI. However, it is still
possible to observe that the amount of scattering in the images dominates the behavior of the
aberration-free objective scatter index, the AFSI.
Table 5.1 includes the values of AFSI computed for the different combinations of induced
scattering and aberrations. As stated before, these data suggest that the AFSI can be used to
quantify scattering under the presence of aberrations. The mean values presented in the table
suggest a clear decrement in the AFSI for increments of scattered light in the measurements.
Measurements in real situations on eyes with different amount of intraocular scattering could
be used to propose ranges of the index indicating the presence cataracts in real situations.
Table 5.1: Values of OSI and AFSI computed for the different combinations of diffusers (S0, S1, and S2)
and lenses (L0, L1, and L2). The man value and standard deviation of the OSI and AFSI per diffuser is also
presented in the table.
OSI AFSI
Lens S0 S1 S2 S0 S1 S2
L0 1.000 1.011 1.097 1.000 0.839 0.608
L1 1.297 1.322 1.456 0.902 0.752 0.540
L2 2.441 2.459 2.636 1.080 0.895 0.629
Mean 1.579 1.597 1.730 0.995 0.829 0.592
std 0.761 0.762 0.806 0.090 0.072 0.046
5.4 The AFSI for ocular fundus of different characteristics
The effects of the scattering from the ocular fundus over the computation of the AFSI are
analyzed in this section. To do this, we used the diffusers S1 and S2, artificial eye, apparatus,
and data processing presented in section 5.3. To induce different amount of scattering, we used
cardboards R1 and R2 as ocular fundus in the artificial eye. Quantified with the 3D profiler
PLu apex (Sensofar), the cardboards presented height fluctuations (standard deviations) of
3.984 and 0.900µm in diffusers R1 and R2, respectively. In this manner, we expect higher
scattering for cardboard R1, which corresponds to the one used during the measurements
presented in last section.
The methodology during measurements for each of the cardboards acting as ocular fundus was
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the following. First, the optical power in the tunable focus lens of the spherical refractive error
corrector was modified until obtain the image with the best optical quality. After configuring
the power in the laser source to obtain non saturated frames with peak intensities above
200 in gray levels, 5 images were recorded for each of the induced amounts of intraocular
scattering. In this manner, at the end of the experimental session it was available images
for the following combinations: (R1,S0), (R1,S1), (R1,S2), (R2,S0), (R2,S1), and (R2,S2).
During data processing, the average image for each of the combinations was used to compute
the MTF before and after peak correction following the procedure described in figure 5.5.
The OSI and the average value of curves MTFr and MTFc were obtained and normalized to
that computed over the combination (R1,L0).
Figure 5.8 presents the MTF before and after peak correction. There is a variation in the
magnitude of theMTFr from the differences in scattering from both the pupil and the fundus
plane. In general, the magnitude for the non-zero frequencies presents a decrement with
increments in the amount of scattering in double-pass images. The behavior ofMTFc indicates
that the peak correction maintain information on scattering from the fundus, but not on that
induced in the pupil plane of the artificial eye. Since images were obtained for both retinas
for positions in the spherical refractive error corrector for the best optical quality, we assume
that the differences observed in data between R1 and R2 are not provoked by some defocus
produced by a shifting in the plane of the fundus from the differences in wideness between
cardboards. In this manner, variations in the characteristics of the ocular fundus among
subjects could dominate the computation of parameters derived from the MTF after peak
correction at certain wavelengths.
The average value of curves MTFr and MTFc is presented in figure 5.9a. The effects of
S0, S1, and S2 are observed in the average over the raw data as a decrement trend in the
computed value. This behavior suggests that raw data contain information on this kind of
scattering, but that it is also affected by that from the fundus. On the contrary, variations
in the scattering at the pupil plane are not reflected by MTFc, which presents variations
between R1 and R2 only.
The computation of the OSI and AFSI over the images is presented in figure 5.9b. The plotted
data indicate that the OSI is strongly affected by changes in the scattering arising in the ocular
fundus. There is a small increment in the parameter for increasing intraocular scattering.
However, these variations are almost negligible when compared with those produced between
data for R1 and R2. On the other hand, the AFSI is less influenced by scattering from
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Figure 5.8: Raw (a) and corrected (b) MTF for diffusers S0 (solid line), S1 (dashed line), and S2 (dotted-
dashed line) and ocular fundus R1 (blue line) and R2 (green line). The rectangles on the images indicate a
zoom over the illustrated area.
the fundus. We believe that the peak correction eliminates part of the effects of this kind of
scattering, probably because it affects regions in the MTF that are used to estimate the fitting
function employed during the extrapolation process. The variations in the AFSI for a given
diffuser at the pupil plane may be provoked by reflections in the lens of the artificial eye or by
the presence of scattering from the fundus. However, it has to be pointed out that the AFSI
is able to detect differences that are related with variations of intraocular scattering during
measurements. Moreover, the values of AFSI are visually equivalents to those observed in
figure 5.7b for the same diffusers.
Table 5.2 shows the values of both the OSI and AFSI computed over the recorded images
for the different amount of scattering induced in both the pupil and the fundus plane. The
tendency observed in the data suggests that the AFSI can be used to detect differences in
the intraocular scattering contained in double-pass images. Compared with the information
presented in table 5.1, the values of AFSI approaches each other for the same diffusers, in spite
of the presence of aberrations or changes in the characteristics of the fundus during meas-
urements. Therefore, we suggest the AFSI may contain relevant information on intraocular
scattering and could be used to detect variations of this phenomenon in real situations.
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Figure 5.9: Bar plots indicating the average value of the raw (a, top) and corrected (a, bottom) MTF and
the amount of scattering quantified through the OSI (b, top) and the AFSI (b, bottom). The data is presented
for different amount of scattering induced with diffusers S0 (left bars), S1 (middle bars), and S2 (right bars)
and with ocular fundus R1 (blue bar) and R2 (red bar), respectively.
Table 5.2: Values of OSI and AFSI computed for the different combinations of diffusers (S0, S1, and S2) and
ocular fundus (R0 and R1). The mean value and standard deviation of the OSI and AFSI per diffuser is also
presented in the table.
OSI AFSI
Lens S0 S1 S2 S0 S1 S2
R1 1.000 1.001 1.070 1.000 0.806 0.595
R2 0.525 0.537 0.562 0.937 0.865 0.698
Mean 0.762 0.773 0.816 0.969 0.835 0.646
std 0.336 0.334 0.359 0.044 0.042 0.073
5.5 Application of the AFSI in measurement on real eyes
The AFSI was computed for double-pass images of 19 real healthy eyes. 14 of these meas-
urements correspond to those described in chapter 4, section 1.3 during the estimation of the
scattering properties of the ocular fundus. All the measured cases correspond to eyes that in
principle do not present intraocular scattering. Therefore, the results presented here may be
considered as a starting point for the characterization of the index in scattering classification,
in the sense that the computed values of AFSI correspond to data for healthy eyes.
Following the experimental procedure described in last chapter, 5 series of 20 double-pass
and Hartmann-Shack images were available for the right eye of the 19 measured subjects.
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The average double-pass image per series was then used to compute the raw (MTFr) and
corrected (MTFc) modulation transfer function following the procedure described in figure
5.5. In this manner, the images were considered to quantify the scattering through the OSI
and the AFSI. In the case of Hartmann-Shack images, the average of the 20 recorded frames
was used to describe the wave aberrations using 54 Zernike coefficients. We use the RMS
value of these coefficients normalized to the working wavelength (Z/λ) as a descriptor of the
eye aberrations. At the end of this procedure it was available 5 estimations for the MTFr,
MTFc, OSI, AFSI, and Z/λ per subject. Thus, the average of the 5 estimations was obtained
to provide a single value per estimator and subject.
Figure 5.10 shows the behavior of the AFSI and the OSI for the 19 real healthy eyes measured
during the experimentation process. It results difficult to make a direct comparison between
the indexes because, among other factors, they present different dynamic ranges to quantify
the same phenomenon. While the OSI provides a number between 0 and 25 [10], the AFSI
works between 1 and 0. In this manner, we expect smaller increment in the AFSI for the
same changes in scattering. Since it remained below 1 for all the cases, the computed values
of OSI corroborate the assumption that measurements were performed over healthy eyes
[10]. The tendency line included in the figure indicates that these two indexes are inversely
proportional, which was expected from the fact that, contrary to the behavior of the OSI, the
AFSI decreases with increments of scattering. There is some dispersion of the data around
the tendency line. We suppose that this is provoked by differences in the manner in which
aberrations and changes of the scattering from the fundus affect the indexes.




















Figure 5.10: AFSI in function of the OSI for the 19 measured eyes. The tendency line fitting the data, its
equation, and the coefficient of determination are included in the figure.
The performance of both the OSI and the AFSI in function of the eye aberrations are plotted
in figure 5.11. From the dispersion of the data, we cannot say that the tendency line in
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the plots describes well the measured eyes. However, it is interesting to note that the most
aberrated case (Z/λ = 0.248) presents one of the maximum values of OSI (0.908). On the
contrary, the AFSI for such case (0.158) is close to the tendency line, around the middle of the
range of the measured eyes. Therefore, the amount of aberrations in that case could influence
the computation of the OSI, without implying an increment of scattering in the double-pass
images. However, the value of OSI stills corresponds to a healthy eye.










































Figure 5.11: OSI (a) and AFSI (b) in function of the normalized RMS value of the Zernike coefficients
Z/λ for the 19 measured eyes. The tendency lines fitting the data, its equations, and the coefficients of
determination are included in the plots.
The values of Z/λ, OSI, and AFSI are presented in table 5.3. The average value for the
AFSI indicates that healthy eyes should present values around 0.158± 0.071. We expect that
increments in scattering would be reflected as a decrement in the index. Thus, the dynamic
range of the AFSI for real eyes could be limited between 0 and 0.150. In this sense, it is
necessary a further characterization on eyes with different amount of scattering to define
ranges for healthy eyes and those presenting deviations from the presence of cataracts.
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Table 5.3: Normalized RMS value of Zernike coefficients Z/λ, OSI, and AFSI for the left eye of the 19
subjects.
Case Label Z/λ OSI AFSI
1 CC 0.234 0.528 0.101
2 MK 0.235 0.414 0.152
3 FA 0.258 0.567 0.148
4 XN 0.204 0.643 0.095
5 CY 0.222 0.453 0.187
6 DN 0.223 0.296 0.167
7 JO 0.209 0.370 0.178
8 MX 0.268 0.539 0.176
9 BR 0.219 0.356 0.158
10 ST 0.184 0.473 0.186
11 AS 0.246 0.426 0.174
12 SE 0.248 0.908 0.122
13 MI 0.251 0.399 0.158
14 IC 0.253 0.455 0.177
15 SL 0.267 0.641 0.190
16 FS 0.205 0.593 0.165
17 EM 0.195 0.783 0.111
18 JA 0.288 0.896 0.158
19 CE 0.211 0.464 0.197
Average AV 0.233 0.537 0.158
Std SD 0.027 0.173 0.071
5.6 Conclusions
In this chapter, we have introduced the AFSI, the aberration-free scatter index. This scatter-
ing quantifier is based on the analysis of the double-pass MTF before and after peak correction.
Measurements on an artificial eye suggest that the index can be used to detect changes pro-
voked by intraocular scattering. The AFSI results less affected by the presence of aberrations
than the OSI, which is an index based on the analysis of the double-pass PSF used in clinical
systems. In this sense, the method for quantifying scattering proposed here could improve
the classification of cataract patients in real eyes under the presence of refractive errors. In
addition, it was still possible to detect changes in the scattering arising at the pupil plane for
ocular fundus with different diffuse characteristics. This situation results relevant in systems
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working in infrared light. In this kind of system, the light may penetrate until the choroid,
increasing the amount of scattered light in the double-pass images. Measurements on real
eyes indicate that the AFSI may present values around 0.150 for healthy eyes. The analysis
of images with different intraocular scattering could be used to define the values of AFSI for
different conditions. Like the OSI, the AFSI may be affected by corneal reflections or residual
light coming from internal reflections of the measuring instrument. However, we suggest that





Speckle reduction in double-pass
images using focus-tunable lenses
During the determination of the optical quality with double-pass (DP) instruments, one ana-
lyzes the aerial image of a coherent point source projected on the retina after double-pass
of light trough ocular media [20]. In this context, the retina can be seen as an optically
rough surface composed by photoreceptors that scatter light back with a random phase [100].
Therefore, DP images are affected by speckle because they rely on reflection of coherent light
in a diffusing material [20].
In visual optics, speckle is treated as a noise affecting the images that are used to evaluate
the optical quality of the eye. In this sense, estimations from speckled images would contain
not only information of the optics of the eye, but also the influence of coherence during image
recording [20]. In consequence, speckle reduction results of crucial importance to provide
accurate estimations of the optical quality when the eye is evaluated with systems based on
retina reflection, such as double-pass and Hartmann-Shack [22] instruments.
According to Goodman [94], speckle reduction is achieved if we add in an intensity basis a
number of uncorrelated speckle patterns, which can be generated by time, space, or polariz-
ation diversity. Taking advantage of the time-variant behavior of the speckle structure in the
eye due to microfluctuation of accommodation and the presence of dead cell in the vitreous
humor, the first methods for reducing this noise in double-pass system were based on time di-
versity by taking long-exposure images and averaging a number of consecutive short-exposure
frames [20]. Space diversity has also been implemented in visual optics to reduce speckle
by deviating rays reaching the retina with scanning mirrors [9], rotating diffusers [38], and
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acoustic modulators [96]. Although with not conclusive results, there have been also some
attempts to reduce speckle from the space diversity produced by broadband lasers1 [9].
As an alternative method for speckle reduction, here we propose to vary the vergence of light
entering the eye to produce uncorrelated speckle patterns during image recording. These
variations are generated with a spherical refractive error corrector based on remote-controlled
focus-tunable lenses [39, 128] that permits shifting longitudinally the focal position of light
in relation to the retina. Similar to the use of broadband lasers where the decorrelation is
partially ruled by the defocus effect of the wavelength bandwidth [101], the proposed method
achieves speckle reduction from the space diversity produced by changes in the optical path
of reflected light [129]. The effects of this method would be equivalent to those produced in
the eye by dioptric power changes with time, but with a controlled amplitude and frequency.
Although the implementation of the method modifies the performance of the measuring in-
strument, the determination of the optical quality is not compromised because the magnitude
of the induced vergence variations is such that the system can still be considered diffraction
limited. Similar concepts have been used in other areas of research, as in digital holography
[130]. However, to our best knowledge the proposed method represents the first evidence of
its use in visual optics.
This chapter presents an extended version of the results included in the article "Speckle re-
duction in double-pass retinal images using variable-focus lenses" published in the Journal of
the European Optical Society [131]. First, section 6.1 explains the influence of illumination
conditions, reflecting surface, and system response in the formation of speckle. Then, the
effects on the optical quality as a consequence of the vergence variations on which the method
is based are analyzed in section 6.2 from simulations of a model that mimics the configuration
used during experimentation. Section 6.3 introduces the experimental platform used during
measurements, the method followed during experimentation, and the process performed over
recorded images to obtain parameters with information on both speckle and optical quality.
The results of measurements on an artificial and two real eyes are presented in section 6.4.
Finally, the last part of this chapter gives general conclusions about the method for speckle
reduction and its applicability in double-pass systems.
1As indicated in chapter 3, the MEOQ system uses a light source with a bandwidth of around 20nm.
However, this was not enough to reduce speckle in the system in short-exposure images. It means that laser
sources of broader spectrum would be necessary to reach the reduction in systems bases on reflections of light
in the ocular fundus.
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6.1 Speckle and its behavior
Speckle arises when coherent light is reflected by optically rough surfaces. The granularity
perceived in images affected by this phenomenon is a consequence of the interference between
independent randomly phased scatters resulting from the relative delays introduced by the re-
flecting surface [94]. In systems based on retina reflections, speckle appears as a consequence
of the complex, random perturbation of reflected light derived from the microscopic char-
acteristics of the retina, such as foveal cone spacing (correlation length) and optical path
differences between one cone and the surrounding media (roughness) [100].
There are a number of parameters that define the characteristics of speckle. Besides the
correlation length and roughness of the reflecting surface, it is well known that speckle depends
on the illumination conditions [132] and the position of the observation plane [101, 133].
When measured at the image plane, speckle is affected by the response of the imaging system,
including defocus [134].
Defined as the ratio of the standard deviation σI in the pattern to the average intensity
〈I〉, the speckle contrast SCI = σI/〈I〉 is usually used to quantify this phenomenon [94].
Pedersen [4] provides general relations that can be employed to depict the performance of the
speckle contrast for different object roughness σφ, illumination conditions β = (σh/σc)2, and
normalized defocusing ς = z/(kσ2h). In the latter case, z and k = 2π/λ represent the defocus
and the wavenumber, respectively. Regarding β, it accounts for the number of incoherent
contributions in focused image point and depends on the radius of the Gaussian illumination
σc and the one of the impulse response σh of the system. The derivation of the relations
is beyond the scope of this work and can be consulted in [4]. However, the behavior of the
speckle contrast is depicted in figure 6.1 for complex random objects with circ-function phase
correlations cφ(ξ) = circ(|ξ|/rc), where ξ is the distance between two point in a random surface
with correlation lengths rc.
Curves in figure 6.1 show that, under certain conditions, the speckle contrast is reduced as
function of defocusing. The magnitude of the reduction depends on both the phase differences
imposed by the rough surface and the number of incoherent contributions in the image.
Considering that the retina imposes phase differences of σφ < 0.5λ [102], we would expect to
vary the speckle structure for any value of β by changing the focal position of the system.
In the case of a double-pass system with unequal entrance and exit pupils of 2mm and 4mm
in diameter, the radius of the illumination (first-pass) is twice that of the impulse response
119











FIG. 2. Speckle contrast in coherent light as function of object
roughness, oo, number of scatterers in focal spot N, and the
defocusing 9.
transition from noncircular to circular field statistics
as we move out of focus.
The effects of defocusing are more clearly shown in
Fig. 3. It shows, for N= 10, how the contrast depends
on the defocusing t, for (a) a saturated pattern (c, = 2),
(b) a moderately developed pattern (u,,= 1), and (c) a
slightly developed pattern (o, = 0. 5). Curves are shown
for different coherence conditions ,3. In the coherent
case (3 = 0) we clearly see the drop in contrast around
focus for partially developed patterns that was observed
experimentally by Ohtsubo and Asakura. 4 Our results
fully confirm Goodman's suggestion that this effect is
due to the above mentioned transition between noncircu-
lar and circular field statistics. 8 For partially coher-
ent illumination (j3> 0) the main effect of the defocusing
is the incoherent smoothing of the pattern, because the
number of incoherently superimposed patterns in-
creases with defocusing. However, for the partially
developed patterns the drop in contrast around focus
can still be seen; the effect is weaker than for coherent
illumination, but should be experimentally detectable .
Figure 4 shows speckle contrast as function of sur-
face roughness (phase deviation) and cohe ence condi-
tions, for (a) focused imaging and (b) strongly defo-








FIG. 4. Speckle contrast as function of object roughness cr
under varying coherence conditions A, (a) in focus: C 0, (b)
strongly defocused: C 10 (Neff =total number of scatterers
contributing to a point in the defocused pattern, J3eff =total
number of incoherent contributions to point in defocused pat-
tern).
cused imaging of the rough object. The coherence con-
ditions in the two cases are matched to give the same
effective number of incohe ent co tributions in the two
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Figure 6.1: Speckle contrast as function of defocusing ς for different illumination conditions β and object
roughness σφ. Image taken from [4].
(second-pass) of the system, leading in this manner a value of β = 0.5.
When double-pass configurations are used to assess the optical quality of the eye we do
not have control on the conditions imposed by the retina. However, it is possible to vary
the vergence of the beam entering the eye to compensate for the defocus of the own eye.
Therefore, the results presented here suggest that speckle patterns observed in double-pass
images could be modified in function of an induced defocusing. If uncorrelated patterns were
produced during the integration time of the imaging device, it would be possible to reach a
speckle reduction by a combined influence of space and time diversity.
6.2 Effects of vergence variations in double-pass response
As explained before, we propose here to reduce the speckle noise in double-pass instruments
by varying the vergence of the beam entering the eye during image recording. However,
the performance of the measuring system may be degraded because of the alterations to the
instrument transfer function provoked by the induced defocusing. Despite these variations,
the system must be able to provide representative estimations on the eye’s optical quality. In
this regard, the effects that vergence variations impose to the system performance are treated
here. This information is used to define a range for the magnitude of variation within which
the system operates under a diffraction limited regime. The selected threshold is based on the
Marechal criterion for image quality [12] to permit a maximum degradation of 0.2 in terms of
the Strehl ratio.
The effects of the proposed method for speckle reduction were estimated based on simulations
in Zemax (Zemax Development Corporation, 2013). To do this, vergence variation of different
amplitudes were induced in an eye model proposed by Navarro et al.[121]. Changes in the
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light entering the eye were generated by modeling the spherical refractive error corrector used
during the implementation of the method. This variable device is composed by a focus-tunable
lens followed by a compensating lens of fixed optical power that shifts the range of correction
and keeps the tunable device and the eye in conjugated planes [39]. The parameters of the
corrector correspond to those presented later in section 6.3.1 during the description of the
experimental platform. The configuration of the simulated system is depicted in figure 6.2.
Figure 6.2: Zemax model used to simulate the effects of vergence variations in DP response.
The variations induced during image recording were estimated by averaging a number of
double-pass point spread functions (PSF) for different values of vergence within the desired
range of fluctuations. In this manner, the expected response was computed as the average of 50
estimations for input optical powers of the form P = p sin(2π50/n), where n = 1, 2, ..., 50 for
each of the following values of p: 0.125, 0.250, 0.500, and 1.000D. Regarding the double-pass
response, first the PSF was estimated on the retina of the eye model for pupils of 2 and 4mm
in diameter, then the desired curve was computed as PSFDP = PSF2mm ⊗ PSF4mm, where
⊗ denotes convolution. Once calculated as the Fourier transform of the PSF, the modulation
transfer function (MTF) was used to estimate in terms of the Strehl ratio (SC) the degradation
induced by the variations. This last parameter was obtained as the ratio between areas under
the MTF [27] of the current case and the system without induced variations.
The PSF for variations of different magnitude is presented in figure 6.3. As observed, the
periphery of the curves tends to increase in function of the variations. This fact is reflected
in the MTF as a decrement of its magnitude. The computed curve is the result of changes in
the focal position during image recording. In this manner, the overall effects of the induced
vergence variations are similar to those produced by defocus. The Strehl ratios in table 6.1
reflects that the simulated system can be considered as diffraction limited when the peak
amplitude of the variations remain lower than 0.250D. Therefore, this value was used during
the implementation of the method in real scenarios as threshold for the maximum amplitude
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Figure 6.3: Double-pass PSF (a) and MTF (b) for vergence variations of different amplitudes. The horizontal
axis of the MTF is normalized to the cutoff frequency for a pupil diameter of 2mm.
of induced vergence variations.
Table 6.1: Strehl ratio (SC) for vergence variations of different amplitudes.
0.000D 0.125D 0.250D 0.500D 1.000D
SC 1.000 0.964 0.876 0.768 0.727
6.3 Materials and methods
The behavior of speckle in double-pass systems and the effects of the vergence variations with
which we propose to reduce speckle have been discussed above. In this section, we present
the experimental setup and the methodology that was followed to probe the concept in real
situations by applying the method for speckle reduction in measurements on both artificial
and real eyes.
6.3.1 Experimental platform
The double-pass configuration used for the measurements is depicted in figure 6.4. Collimated
light from a laser diode (Monocrom MC7805U-M-7A15, λ = 780nm) passes through the 2mm
diaphragm P1 before reaching the spherical refractive error corrector composed by the focus-
tunable lens LT (Optotune EL-10-30-NIR-LD) and the lens of fixed optical power LC . The
focal distance of LT varies from 36 to 132mm, while the one of LC is 50mm. The distance
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Figure 6.4: Scheme of the double-pass system used during the experiments. Pupils: P1, P2; beam splitter:
BS; focus-tunable lens: LT ; lenses: LC , L1; dichroic mirror: DM ; mirror: M1; cameras: CMDP , CMP .
between lenses LT and LC and between LC and the pupil plane of the eye is 100mm, twice
the focal distance of lens LC . As explained by Sanabria et al. in [39], the function of the
lens of fixed optical power is to shift the range of correction and to keep the focus-tunable
lens and the pupil P2 in a plane conjugated to the pupil of the eye. After being reflected
by dichroic mirror DM and passing through the optics of the eye, the light is focused on
the retina. There, part of the incident light is scattered or re-radiated back towards the
pupil by different structures forming the retina [100], thus defining the starting point of the
second pass. Following an optical path identical to the first pass, light goes through the 4mm
diaphragm P2 and reaches beam splitter BS. After, light is reflected by M1 towards lens L1.
Such lens has a focal distance of 100mm and its function is to focus light on the sensor of
camera CMDP , which records the double-pass images.
The spherical refractive error corrector formed by the lens pair LT −LC was used to generate
the periodic variations of small amplitude on which the proposed method relies to reach
the speckle reduction. The configuration of the corrector allows to set vergences in the beam
entering the eye between +7.77 and −12.42D [39] by varying the current of the tunable device
with a sensitivity of 0.05D/mA. LT is remote controlled used a commercially available driver
(Optotune Electrical Lens Driver 4) capable of setting sinusoidal signals up to νs = 100KHz.
The dichroic mirror DM that is located in front of the eye has a double function: on the one
hand, to monitor the eye’s position using the camera CMP , and on the other, to break coher-
ence of light when acting as scanning mirror. For the latter, DM was mounted on a vibrating
motor. The non-speckled images that were obtained with the scanning mirror turned-on were
used for comparison purposes during the quantification of the speckle reduction.
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6.3.2 Experimental procedure
A series of measurements in artificial and real eyes were carried out to corroborate the speckle
reduction and the viability of the method. In the first series, the speckle was quantified for
vergence variations of different amplitude in an artificial eye that consisted in a lens of 50mm
in focal length followed by a cardboard acting as retina. For the real cases, the noise was
evaluated for variations of single amplitude in two healthy right-eyes of subjects looking at
infinity. While the performance of speckle in function of the induced variations was studied
using the artificial eye, the applicability of the method in real scenarios was analyzed from
results in real eyes.
Before the measurements, the central optical power C0 of the spherical refractive error was
determined for the eye under assessment. To do so, the current in the focus-tunable lens was
varied until finding the double-pass image with the best optical quality with the scanning
mirror turned on. Therefore, the task of the experimenter was to search by visual inspection
in real time for the image with the narrowest spot. After completing this, the power of the
laser source was configured to obtain non-saturated frames with peak intensities higher than
200 of 255 possible gray-level values. Under this configuration, six images denoted as I0 were
recorded for the scanning mirror turned on. Next, other six recordings labeled as IS were
registered, but for the scanning mirror turned off. In this manner, frames I0 were considered
without speckle and used as reference during the computation of the speckle reduction. On
the other hand, frames IS refer to full speckle images. After recording I0 and IS , a number of
images denoted as IR were registered. These images corresponds to those obtained following
the implementation of the method with the scanning mirror turned off. Each conjunct of
reduced speckle images IR was formed by six consecutive recordings, as proceeded for the
determination of both the reference and the full speckle cases.
The acquisition of images I0–IS–IR was performed in a single session for each of the assessed
eyes. To generate the vergence variations, we used the functionality of the spherical refractive
error corrector that permits setting optical power at different frequencies. In this manner,
optical powers in the beam entering the eye of the form C = C0 + c sin (2πνst)D were con-
figured, where C0 and c are, respectively, the central optical power and the peak amplitude of
the variations, νs is the frequency of the periodic signal, and t represents time. A frequency
νs = 50Hz was used during the determination of images IR. These variations were produced
during the integration time of the imaging device. When data acquisition was requested,
six consecutive images were recorded with an integration time of 40ms. This value allowed
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recording images that contained the effects of two cycles of the varying signal.
For the artificial eye, two conjuncts of images IR were recorded. They corresponds to vergence
variations of amplitudes c = 0.150D and 0.250D. Since c is the only difference between image
conjuncts, changes in speckle patterns were related directly with the amplitude of the induced
variations. Regarding measurements in real eyes, a single conjunct of images IR was recorded
for each subject. The amplitude of the variations was set to 0.250D. Because Strehl ratios
higher than 0.8 were expected for the in induced amplitudes (see section 6.2), it was considered
that the system worked in a diffraction limited regime during experimentation.
Double-pass images were available in real time video through a user interface developed in
C++. After measurements, the recorded data were post-processed in Matlab (Mathworks,
2010) following the procedure described later in section 6.3.3 of this chapter.
6.3.3 Data processing
During data processing, I0, IS , and IR were computed as the average of the six frames forming
images I0, IS , and IR, respectively. Next, a series of parameters with information on both
speckle and optical quality were obtained from the individual images and the corresponding
averages following the flow chart provided in figure 6.5. In particular, the parameters that
were computed correspond to the speckle contrast SC, the double-pass modulation transfer
function MTF, the effective cut-off frequency νc, and the Strehl ratio SR. Of the entire set
of images, I0 is considered as the one lowest affected by speckle because it represents the
average of frames recorded with the scanning mirror turned on. For this reason, I0 is used
as benchmark and its parameters are taken as reference to quantify deviations produced by
speckle.
Figure 6.5: Flow diagram of the process to determine SC, MTF , νc, and SR from double-pass images.
The granularity provoked by reflection of coherent light in the retina was quantified using the
speckle contrast SCI = σI/〈I〉 [94]. As mentioned in section 6.1, such metric is usually used
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to quantify this phenomenon and is defined as the ratio of the standard deviation σ in the
pattern to the average intensity 〈I〉. Based on the fact that double-pass images contain speckle
in small areas, and that in diffracted limited cases with circular pupils they present circular
symmetry, the SC was computed radially. Before its quantification, the center of mass of the
images was estimated. Next, the mean and standard deviation of the intensities were obtained
for all pixels whose round distances from the center were equal to d (in units of pixels).
This task was done for integer distances d from 0 to 16; in this manner the computation
covered regions of 9.13 × 9.13arcmin where the effects of speckle were concentrated. This
methodology provided a value for SC in function of integer distances. Then, the mean value
of the contrast was computed to provide in a single number all the contributions of speckle
in the image. Differences in SC between images were quantified using the relative error
eC = (SCI − SCI0)/SCI0 , where SCI and SCI0 represent the speckle contrast in the current
image and that in the average image I0, respectively.
Regarding the parameters with information on the optical quality, first the radial profile
of the MTF was computed and then it was used to obtain νc and SR. In this manner,
the modulation transfer function was estimated by Fourier transformation of the images.
Because applied to double-pass images captured with aperture diameters of 2 and 4mm for
the first and the second pass response, the Fourier transform represents the product of the
MTF for such pupil diameters (MTF2mm ×MTF4mm) [13]. The influence of the constant
background component in the images was compensated by applying a peak correction to the
MTF [89]. This procedure consists in substituting the value at zero frequency from a curve
fitting using a two exponential function as proposed by Artal and Navarro in [106]. After
curve normalization, the cutoff value of νc was estimated by finding the frequency at which
the MTF had a magnitude of 0.01. A normalized value of SR was calculated as the ratio
between areas under the MTF [27] of the image and that of the reference case I0, which was
considered as benchmark.
As mentioned before, deviations produced by the presence of speckle in the images were
determined by computing the errors in the parameters relative to those for I0, the average of
the six images forming the reference conjunct I0. Thus, we computed relative errors for the
MTF (eM (ν)), the mean value of eM (ν) (eM ), the cut-off frequency (eν), and the Strehl ratio
(eS) for I0, IS , and IR and the averages I0, IS , and IR. In all cases, the relatives errors were
computed as eX = (XI −XI0)/XI0 , where X represents the parameters being calculated.
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6.4 Results and discussions
The results of the implementation of the method are presented in this section. Data included
here was obtained through a series of measurements in an artificial and real eyes following the
procedure described above.
6.4.1 Speckle reduction in an artificial eye
Measurements on the artificial eye suggest that there was a speckle reduction in function
of vergence variations. Figure 6.6 presents cropped versions (9.13 × 9.13arcmin) of double-
pass images for induced variations of different amplitudes and conditions of the scanning
mirror. Visual inspection of images IR (reduced speckle) shows that not only the granularity
observed in IS (full speckle) was reduced, but also the shape of the spots tends to that of
I0 (reference image) when the optical power of the beam entering the eye is varied during
images recording. In overall terms, the bigger the amplitude of the variations, the lower the
visual effects of speckle in the images. For instance, the best coincidence between images IR
and I0 is found for variations of 0.250D in peak amplitude. Comparing the images, there is
not considerable differences between individual frames and average images I0, IS , and IR.
This fact is attributed to the stable behavior of the artificial eye during measurements. Under
this assumption, it can be assured that changes the granularity comes from the vergence
variations and not from modifications of either aberrations conditions or speckle structure in
the artificial eye.
Figure 6.6: First recorded (IS , IR, and I0; top) and average (IS , IR, I0; bottom) double-pass images for the
artificial eye. c refers to the peak amplitude of the induced vergence variations during image recording. On
and Off indicate states of the scanning mirror.
The computation of the speckle contrast corroborates the noise reduction observed in double-
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pass images of figure 6.6. The mean value of SC was reduced from 0.202 (0.197) in images
IS (IS) to 0.189 (0.184) and 0.171 (0.167) in images IR (IR) for vergence variations of 0.150
and 0.250D in peak amplitude, respectively. These values reflect a decreasing trend of the
metric towards 0.124 (0.112), which coincides with the average speckle contrast of images I0
(I0). The corresponding values of SC measured for the individual frames represent a shifted
version of those computed for the average images. The presence of the shifting could indicate
small differences between the individual recordings, producing in this manner deviations with
respect to the average. The variations may be originated by noise in the sensor of the recording
device [135] or undesirable vibrations in the system during measurements. This fact could
invalidate the assumption of stable behavior of the artificial eye. However, the magnitude of
the differences is small and, more important, the decreasing trend is observable in both the
images and the averages.
Figure 6.7 presents the double-pass MTF for I0 along with the mean relative error eMS and
eMR for images IS and IR, respectively. In the case of reduced speckle images, the errors were
obtained for the different induced vergence variations. Thus, the figure contains curves eMR for
c = 0.150 and 0.250D. The relative errors were computed as eMI = (MTFI−MTF0)/MTF0,
where sub-index I represents the image under assessment. In this manner, the curves are a
direct comparison of the MTF with respect to the benchmark case until the cutoff frequency
νc = 44.75cyc/mm for the first-pass pupil of 2mm in diameter. Referring to the plotted errors,
the negative values of eMS and eMR indicates a decrement in the MTF at lower frequencies
because of the presence of speckle. This behavior is reversed at higher frequencies, where
the relative errors go above zero and the MTF presents the highest deviations. In overall,
the curves reflect a decreasing behavior in the magnitude of the errors in function of the
induced variations, which is accentuated in the second part of the spectrum. This fact is well
observed in eMR. It represents the mean absolute value of the relative errors for images IR,
and reached values of 1.094 and 0.837 for vergence variations of amplitudes c = 0.150 and
0.250, respectively.
Despite the magnitude that relative errors reach for images with full speckle, it should be high-
lighted that the MTF tend to zero around the frequencies with higher affectations. However,
it may also indicate that the presence of speckle can affect the computation of the effective
cutoff frequency of the assessed eye. Computed as the frequency at which the MTF had a
value of 0.01, there were found mean variations in terms of the cutoff νc of 1.221 (1.211) for
images with full speckle IS (IS) and of 1.180 (1.158) and 0.869 (0.864) for vergence variations
of c = 0.150 and 0.250 in images with reduced speckle IR (IR). Furthermore, the lower values
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Figure 6.7: MTF of the benchmark image I0 (continued narrow line, left axis) and relative errors in the
MTF for I0 (eM0(ν)) IS (eMS(ν)), and IR (eMR(ν)) (right axis). In the latter case, the curves are presented
for three different amplitudes c of the induced vergence variations.
for images IR (IR) are closer to the cut-off frequency 0.691 (0.686) obtained for the MTF of
the benchmark image I0 (I0), which we consider with lower amount of speckle. Observing
the tendency of the values, the overestimation of the cut-off frequency is reduced when the
method proposed in this work for speckle reduction is applied.
The computation of the Strehl ratio reveals a decreasing tendency in function of the amplitude
of the variations. The values of this parameter with respect to that of the reference image
ranged from 0.966 (0.960) in image IS (IS) to 0.952 (0.935) and 0.923 (0.930) in image
IR (IR) for c = 0.150 and 0.250, respectively. Contrary to the performance of all the other
parameters, the value of SR deviates from the benchmark in function of the induced variations.
This behavior can be inferred from curves in figure 6.7. Errors in images IS and IR reflect
that the MTF suffers a decrement in the lower part of the spectrum, which have the highest
impact in the computation of the Strehl ratio. The increment observed in the second part of
the spectrum is not enough to compensate for the initial performance, reducing in this manner
the values SR with respect to the reference. In addition, the overall effect of applying the
method for speckle reduction is a kind of defocus, which tends to attenuate the modulation
transfer function. However, the Strehl ratio of 0.923 for the worst case computed with respect
to the benchmark is still above the Marechal criterion for image quality.
Table 6.2 synthesizes the mean relative errors for images IS , IR, and I0, as well as the relative
error for the averages IS , IR, and I0. Since in the artificial eye the speckle pattern and
aberrations were fixed, there are not significant differences in the errors computed from the
images than from the averages. Reading data from top to bottom, the errors present a
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decreasing tendency in function of the induced defocus, except in those for the Strehl ratio.
This behavior implies that the majority of the deviations produced by speckle can be reduced
with the implementation of the method.
Table 6.2: Absolute relative errors of the speckle contrast (eC), MTF (eM ), cut-off frequency (eν), and Strehl
ratio (eS) for the full speckle (IS and IS), reduced speckle (IR and IR), and reference images (I0 and I0).
|eC | |eM | |eν | |eS |








0.527 0.837 0.267 0.077
I0 0.107 0.093 0.007 0.012








0.491 0.836 0.260 0.070
I0 —– —– —– —–
6.4.2 Speckle reduction in real eyes
In this section measurements in real eyes are presented. The images were recorded following
the implementation of the method for speckle reduction for subjects CE and MK. The first
recorded and the average images are presented in figure 6.8 for both subjects. As expected
from the results on the artificial eye, the granularity observed in the full speckle cases IS
is visually diminished in images IR as consequence of the spatial diversity produced by the
focusing changes during the image recording. This fact is clearer in data for CE, where the
speckle is easily distinguished in the individual frame IS , but not in IR and I0. On the
other hand, the benefits of time diversity are observed when comparing IS and the average
IS ; since in the case of the real eye the speckle pattern changes with time, the averaging
of short exposure images resulted in speckle reduction. Although in a lower magnitude, a
decreased granularity is reached in images IR with respect to IR. This evidence implies the
presence of non-controlled factor leading a noise reduction during the experimentation, such
as microfluctuation of accommodation. However, the shape of the spots is always closer to
that of the reference cases in images recorded under the influence of vergence variations. In
this manner, the observable changes in the speckle pattern in the images are attributed to
the application of the method for speckle reduction here proposed.
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(a) (b)
Figure 6.8: First recorded (IS , IR, and I0; top) and average (IS , IR, I0; bottom) double-pass images for CE
(a) and MK (b). On and Off indicate states of the scanning mirror.
Quantification of the granularity through the speckle contrast reflects contrary behaviors in
the assessed eyes. On the one hand, measurements on CE present a reduction in this metric by
going from 0.479 (0.318) in images IS (IS) to 0.378 (0.283) in images IR (IR). In this manner,
there is a modification in the speckle contrast towards 0.295 (0.282), which corresponds to the
value computed in images I0 (I0). On the other hand, quantification of the speckle contrast in
recordings on MK reflects a slight increment in the reduced speckle cases. They presented SC
values of 0.440 (0.402), a number higher than 0.413 (0.333) and 0.386 (0.377) corresponding
respectively to full speckle and reference images. Such contrary behavior can be explained
from the spot shapes observed in figure 6.8. Since it is computed radially, radial asymmetries
in the images arising from eye aberrations may increase the magnitude of SC, without implying
the presence of speckle. Due to its configuration, this fact did not play an important role in
the artificial eye. In the case of the real eye, visual inspection of the images with the scanning
mirror turned on does not reveal asymmetries that could compromise the computation of the
metric in measurements on CE. Therefore, the reduction in the speckle contrast is attributed
to the vergence variations. On the contrary, some amount of asymmetries is observed in
double-pass images for MK, which may invalidate the quantification of the noise through the
used metric.
Following a similar procedure than for the artificial eye, deviations in the MTF were computed
using errors relative to the curve for the benchmark image IR. Figure 6.9 depicts the behavior
of the errors for subjects CE and MK. Although in different scales, it can be said that responses
present similar performances in both of the assessed eyes. In the first part of the spectrum, the
negative values of eMS(ν) indicates a decrement in the MTF in images with full speckle. This
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Figure 6.9: MTF of the benchmark image I0 (continued narrow line, left axis) and mean relative errors in
the MTF for I0 (eM0(ν)) IS (eMS(ν)), and IR (eMR(ν)) (right axis) for subjects CE (a) and MK (b).
behavior is less marked in errors eMR(ν) obtained from images following the implementation
of the method. The decreasing trend is reversed in the second part of the spectrum, where
the errors present positive values and the highest deviations. The differences between eMS(ν)
and eMR(ν) reveal a reduction of the relative error for the measured eyes in images under
the effects of vergence variations. The performance of eM0(ν) indicates a small deviation of
the MTF for images I0 that is accentuated around the cut-off frequency, which may imply
presence of speckle in the images despite the fact that they were recorded with the scanning
mirror switched on. These tendencies are well reflected by eMS , eMR, and eM0. They represent
respectively the mean of the absolute value of the relative errors for images IS , IR, and I0 from
zero until the cutoff frequency imposed by the first pass pupil diameter of 2mm. The values
for the reduced speckle images were 1.966 and 1.451 for subjects CE and MK, respectively,
which are lower than 3.119 and 1.934 computed in the full speckle cases and closer to 0.475
and 0.525 obtained for the reference images.
As mentioned in section 6.4.1, the increasing tendency in the errors plotted in figure 6.9 may
lead to deviations during the computation of the effective cutoff frequency of the assessed
eye. In this sense, it was found mean variations in terms of the cutoff frequency νc for
subject CE ranging from 1.350 (0.759) to 1.108 (0.655) for images IS (IS) and IR (IR).
Moreover, the lower value found for images with reduced speckle are closer to the cutoff
frequency 0.673 (0.633) computed for the reference case I0 (I0), which is considered lower
affected by speckle. Data computed for subject MK presented a similar behavior. In such
case, the cutoff frequency computed for the full, reduced, and reference images were 1.083
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(0.801), 0.907 (0.685), and 0.669 (0.621), respectively. Therefore, tendency observed in the
results reflect that the computation of the effective cutoff frequency may be benefited by the
implementation of the method for speckle reduction in the sense that deviations from reference
data were reduced.
The computation of the Strehl ratio relative to that of image I0 did not reveal a clear tendency
in the results. The mean relative SR for images IS and IR were, respectively, 1.021 and 1.107
for CE and 0.900 and 1.101 for MK; there is an increment in the Strehl ratio in function
of the induced variations and the values represent curves with areas higher than that of the
benchmark I0. This behavior is opposed to that found in the artificial eye, where SC was
decremented. The errors eMR(ν) and eMS(ν) plotted in figure 6.9 suffers a decrement in the
part of the spectrum with the highest impact in the computation of the Strehl ratio. Then,
the relative errors have such magnitude at the higher part of the spectrum for the real eye
that the areas under the MTF experimented an overall increment with respect to the area
for the reference image I0, leading to relative Strehl ratios above one. A possible explanation
for the increment of the Strehl ratio in the first half of the spectrum for images IR is related
to a possible defocus during the recording of images I0. According to Lohmann and Paris
[136], it is possible to improve the MTF of a defocused lens by introducing certain amount
of longitudinal vibrations. If it was the case, the vergence variations during the recording
improved the optical quality of the eye, which is quantified as an increment of the Strehl
ratio.
Table 6.3 summarizes the mean relative errors for images IS , IR, and I0, as well as the relative
error for averages IS , IR, and I0. Since real eyes present speckle patterns varying with time,
errors for the average images present lower magnitudes. Discarding the Strehl ratio and the
speckle contrast for subject MK based on the discussion presented before, the tendency in the
errors indicates that the implementation of the method produced a speckle reduction.
133
6.5. Conclusions
Table 6.3: Absolute relative errors of the speckle contrast (eC), MTF (eM ), cut-off frequency (eν), and Strehl
ratio (eS) for the full speckle (IS and IS), reduced speckle (IR and IR), and reference images (I0 and I0).
CE MK
|eC | |eM | |eν | |eS | |eC | |eM | |eν | |eS |
IS 0.703 3.119 1.134 0.021 0.095 1.934 0.743 0.100
IR 0.341 1.966 0.751 0.107 0.112 1.451 0.460 0.067
I0 0.049 0.475 0.064 0.032 0.023 0.523 0.076 0.035
IS 0.129 0.820 0.200 0.066 0.082 1.040 0.289 0.046
IR 0.004 0.623 0.035 0.003 0.066 0.542 0.103 0.022
I0 —– —– —– —– —– —– —– —–
6.5 Conclusions
The results on both, the artificial and real eyes confirmed that speckle can be reduced in
double-pass images by inducing periodic defocus of small magnitudes with a variable-focusing
lens. Assuming that aberrations and speckle patterns were fixed during measurement on the
artificial eye, it was confirmed a reduction in the majority of the computed parameters in
function of the amplitude of the vergence variations. Moreover, data on real eyes suggest
that this method for speckle reduction can be applied in real conditions. The variety of focal
positions induced in this method during image recording is in some degree similar to that
obtained for the different frequency components of broadband lasers, but produced with a
lower cost. Compared to the use of scanning mirrors mounted on vibrating motors, the pro-
posed technique does not produce mechanical vibrations that can be perceived by the subject
and, with the time, misalign the optical components of the measuring system. The decreasing
trends were observed for the artificial and the real eye. These results suggest that this method
can be used in double-pass systems measuring the optical quality of the eye, since changes in
focus did not compromise the optical characterization of the eye when they are lower than
the 0.25D peak. It is necessary to study the effects of the vergence variations in the resultant
spot position to know if the method is applicable to Hartmann-Shack systems. Although the
granularity in the images was reduced, it was not completely suppressed. To increase the
magnitude of the reduction one have to generate more uncorrelated speckle patterns by either
increasing the amplitude of the vergence variations or by extending the image recording time.
To deal with the decrements in image quality arising from the overall effects of the method,
the resultant defocus could be compensated during data processing by numerical focusing as
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General conclusions and future work
As stated during the introduction in chapter 1, this dissertation summarizes the MEOQ
project, which had as its main objective the implementation of a binocular open-view system
based on the double-pass and the Hartmann-Shack techniques for the optical characterization
of the eye. The last chapters have presented the work done during the development of the
project, including the design of the system and the results of measurements performed with
the implemented instrument. This chapter summarizes the more significant conclusions of
this work and presents a series of proposals for future work that can be performed in the
MEOQ system.
7.1 Conclusions
Implementation of a system based on multiple techniques
A system based on multiple techniques (multimodal system) was designed and implemented.
The final design integrates a double-pass instrument and an Hartmann-Shack wavefront sensor
to assess the optical quality of the eye. The system is binocular and measures patients in
normal viewing conditions through an open field configuration. Moreover, astigmatic and
spherical refractive errors are corrected during measurements using devices of configurable
optical powers. Instead of element duplication, the system assesses both eyes using single
elements along the majority of the optical path. For instance, a single light source and
Hartmann-Shack camera are employed to deliver light and to record information of both eyes
simultaneously. Since the left and right eyes may present different performances, the MEOQ
system integrates a refractive error corrector per eye. Measurements carried out during the
137
7.1. Conclusions
calibration process suggest that the system is able to provide comparable double-pass and
Hartmann-Shack estimations when scattering is not present in the process.
During measurements, the most important issue to obtain comparable data is related to the
alignment of the optical axis of the eye with that of the system. The parameters that can
be controlled in the MEOQ system are the interpupillary distance and the orientation of the
light reaching the eye, done by controlling the position of a pair of hot mirrors placed in front
of the eye. When measuring, the task of the experimenter consists of bringing the patient to
the right position with respect to the system. This process becomes more restricted in the
case of binocular measurements. In this sense, this aspect represents the main disadvantage
of the current version of the system. However, once the correct alignment is reached, the rest
of the processes are practically automatized and can be easily performed through the user
interfaces specially developed for the MEOQ system.
Quantification of scattering in the ocular fundus
Due to the nature of the techniques that make up the MEOQ system, it can be used to quantify
scattering in the human eye. For this purpose, a pair of models were developed to account for
the differences between double-pass and Hartmann-Shack data. In particular, a conventional
data processing method was used to obtain the MTF curves from both techniques. The
differences between responses are used in the first model to provide the parameters of an
equivalent diffuser that would produce similar effects to those measured. The second model
is used to provide an estimation of the lateral light spreading produced by scattering. The
selection of healthy young subjects permitted the attribution of the differences to phenomena
occurring in the ocular fundus. The results suggest that this type of scattering may be behind
some of the differences between double-pass and Hartmann-Shack responses and that it may
be a source of deviation between subjects in double-pass data in infrared light.
The computation of the parameters defining the models was possible because the MEOQ sys-
tem is able to provide comparable estimations between techniques. In this sense, it would not
be possible to perform this analysis in independent systems using measurements at different
time instants due to the dynamic behavior of the eye. The analysis assumed that no intraocu-
lar scattering was present during measurements. However, the computation of the parameters
took into account all the scattering affecting the double-pass data after peak correction, which
may contain diffusion appearing in other structures of the eye. In this sense, it is necessary to
further analyze in subjects in a variety of conditions, such as with the presence of cataracts
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in the eye lens.
Quantification of intraocular scattering
An index for scattering quantification was proposed in this work. We have called this
Aberration-Free Scatter Index (AFSI). The index quantifies scattering using the informa-
tion contained in the lower part of the MTF that is usually eliminated during the analysis
of double-pass images through the peak correction process. The advantage of this method
relies in the fact that it can be applied directly over double-pass images. That is, without
comparison with data from other techniques, such as Hartmann-Shack estimations. Data on
an artificial eye suggests that the AFSI is not affected by the presence of aberrations in the
eye during measurements, which is advantageous when determining scattering in subjects suf-
fering considerably amounts of higher order aberrations that are usually not corrected during
the assessment of the eye. Data for different amounts of induced intraocular scattering sug-
gests that the information in the MTF after peak correction lost the majority of the effects
produced by this phenomenon in the eye lens. In this manner, variations in the MTF after
peak correction may be mainly affected by scattering from the ocular fundus.
The AFSI was able to detect intraocular scattering in an artificial eye. However, we cannot
assure that the characteristics of the diffusers used during the experimentation are represent-
ative of those found in real eyes that, for instance, have cataracts. The same situation applied
to the diffusers used as ocular fundus. The optical characteristics of the patients that par-
ticipated in the study did not provide conclusive results on the applicability of the methods
for cataract classification. Since the measurements were performed on healthy young eyes,
the amount of diffusion was expected to be small. The index has to be applied onto subjects
with classified cataracts in order to find a relationship between the amount of diffusion in
the eye and the index provided by the proposed quantification method. Nevertheless, the
work presented here can be used as an starting point for the application of the AFSI into real
situations for future studies.
Speckle reduction using focus-tunable lenses
A method for speckle reduction in systems based on reflection of light in the retina was
presented in this work. The method consisted in generating periodic changes in the optical
power of the beam entering the eye during image recording. These variations in dioptric
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power generate uncorrelated patterns that can be used to reach speckle reduction. To some
extent, the effects of this method could be seen as those produced by microfluctuations of
accommodation happening in the eye, but with controlled amplitude and frequency. Following
the implementation of the method, it was possible to reduce speckle in double-pass images in
measurements using both an artificial and real eyes.
Although the speckle was reduced, it was not possible to reach a complete suppression of this
noise using the proposed method. Changes in the vergence of higher amplitudes should be
explored to increase the reduction. The impact on in the optical quality of the measuring
systems was small in terms of Strehl ratio during the experimentation. If the amplitude is
increased, the decrement in Strehl ration should be considered. Since the overall effects of the
method are similar to the ones produced by defocus, the effects of the method they could be
compensated during data processing. However, a further analysis has to be performed in this
area.
7.2 Future Work
The binocular open-field configuration makes it possible to use of the MEOQ system to study
accommodation and the correlation in the response between eyes. Moreover, the information
of the Hartmann-Shack would allow the analysis of pupillary dynamics. However, it would be
necessary to automatize the manner in which the orientation of the optical axis is modified in
the system. At present, it is done manually. A series of rotating motors could be incorporated
to control the orientation of the hot mirrors that direct the light to the eye.
The current version of the MEOQ system uses a double-pass configuration with unequal
pupils of fixed diameters. The use of configurable pupil diameters would allow the determ-
ination of the impact of aberrations with respect to the aperture sizes. Moreover, pupils of
longer diameters would permit the estimation of parameters of structures forming the eye.
Presently, the information is limited by the small pupil size of the first-pass pupil. However,
the pupils could be increased until a diameter is reached that allows obtaining information
on the spacing between photoreceptors at the fovea by analyzing short exposure images using
speckle interferometry [102]. In this manner, the information on the optical quality may be
complemented with data on the structures of the eye.
The use of the Hartmann-Shack sensor is limited to the determination of wave aberrations
in the implemented system. The scattering quantification performed by the combined data
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Chapter 7. General conclusions and future work
analysis of double-pass and Hartmann-Shack data could be complemented by the analysis of
the data contained in the images of the wavefront sensor. In addition to the overall estimation
provided by the MEOQ system, the individual analysis of spots could be used to give spatially
resolved estimations of the effects of scattering, as done in [57]. Moreover, the analysis of spot
intensities may be used as an estimator of the directionality of retina reflections [95]. This
information could be considered during measurements using pupils of larger diameters.
In summary, the MEOQ system can be used to understand the origin of the differences
between double-pass and Hartmann-Shack data. This knowledge can be used to estimate the
properties of structures involved in the process, such as the scattering that appears in the
ocular fundus. Moreover, the MEOQ system has a series of potential uses in the study of the
eye in a variety of conditions, such as the assessment of the optical quality in subjects with




Image formation in double-pass
systems
Referring to the first-pass geometry of figure A.1a, suppose that an object U (x, y) located
at an image distance s is imaged behind the lens at an object distance s′. We represent
the first-pass exit pupil as P1 (ξ1, η1) and the image amplitude as U ′ (x′, y′), which would be
located on the retina in the case of the eye. The wave aberration W1 (ξ1, η1) accounts for
path length errors between the wavefront leaving the system and an ideal spherical wavefront
at the exit pupil plane. The image formation process of the second pass has an equivalent
behavior than that of the first pass1 and is depicted in figure A.1b. In this case, light coming
from U ′ passes through the exit pupil P2 at plane (ξ2, η2) with a wave aberration W2 before
been imaged on plane (x′′, y′′) to form the amplitude field U ′′. The purpose of this section is
to analyze the image formation in double-pass systems.
(a) First pass (b) Second pass
Figure A.1: Image formation in the double-pass process.
1It is assumed that the first and second passages can be separated when analyzing double-pass systems for
measuring the eye, as done by Artal et al. in [13]
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From the fact that the optical properties of an image system are completely defined by its






























where the terms h (x′, y′;x, y) and h (x′′, y′′;x′, y′) represent the first-pass and second-pass
amplitude point-spread functions of the system and contain the effects of the pupil and wave



































































withm = |s′/s|, k = 2π/λ, and λ representing, respectively, the modulus of the magnification,
the wave number, and wavelength of the incident light, while the asterisk ∗ means complex
conjugation.
Considering that wave aberrations are the same for both of the passages, but opposites in
sign, the first-pass and second-pass amplitude point-spread functions should be the same [13],
except for the extension of the pupil at which they are integrated. Pupils P1 and P2 are unity
inside and zero outside the projected aperture. Therefore, hP1 and h∗P2 can be expressed
in terms of the first-pass amplitude point-spread function h evaluated at the corresponding
pupil, as given by the following equations,
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Appendix A. Image formation in double-pass systems
hP1
(




























x′ +mx′′, y′ +my′′
) (A.6)
In double-pass systems, a point source (Dirac delta function) is imaged as U ′ (x′, y′) =
hP1 (x
′, y′) on the fundus. Therefore, the amplitude distribution formed on the fundus is
given by the point spread function of the eye. The light that is reflected by the scatter surface
is affected by the amplitude reflection factor Ri (x′, y′). After its second pass through the op-


























With the additional change of variables x′ = −(1/m)x′ and y′ = −(1/m)y′, equation A.7
takes the form of a convolution integral so that the instantaneous (short exposure) amplitude
U ′′i and intensity I
′′














































Ri is a complex function that stands for the effects of reflections at the first-pass image plane
at time t = i. In the case of the eye, this factor represents the random process happening
when light is reflected by the ocular fundus. The speckle pattern observed at double-pass
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images is in fact provoked by these reflections so that the characteristics of such pattern
depend directly on the ones of Ri. The incoherent double-pass image 〈I〉 is obtained by
averaging coherent images [13]. Usually, the scattering process in the fundus is considered as
δ-correlated [13, 117]. Under this assumption, the double-pass intensity can be written as the
correlation between the point-spread functions for the first and second pass pupil diameters,
as expressed by equation A.10.
























Zernike polynomials are a set of orthogonal (independent) functions that permit to represent
the wavefront using terms that can be related to types of aberrations that are usually observed
in optical tests [48, 49], such as defocus, astigmatism, among others. Zernike polynomials are
defined over the interior of a unit circle and present rotational symmetry every 2π radians
[48]. In polar coordinates (ρ, θ), the polynomials of radian degree n and azimuthal frequency
m [137] are defined as




n (ρ)cos(mθ) if m ≥ 0
−Nmn R
|m|
n (ρ)sin(mθ) if m < 0
(B.1)
where Nmn and Rmn are a normalization factor and a radial-dependent component, respectively.












where δm is a delta function equal to 1 for m = 0 and 0 for m 6= 0. Table B.1 shows the
expansion of the first 15th Zernike polynomials and their meaning with respect the type of
aberration being described. The term j used in the table is related to the mode of the Zernike
terms and can be computed as j = [n(n+ 2) +m]/2.
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Table B.1: First 15th terms of the Zernike polynomials.
Mode Order Frequency Zmn (ρ, θ) Meaning
j n m
0 0 0 1 Piston
1 1 -1 2ρsin(θ) Tilt in y
2 1 1 2ρcos(θ) Tilt in x
3 2 -2
√
6ρ2sin(2θ) Astigmatism at ±45deg
4 2 0
√
3(2ρ2 − 1) Defocus
5 2 -2
√






8(3ρ3 − 2ρ)sin(θ) Coma in y
8 3 1
√









10(4ρ4 − 3ρ2)sin(2θ) Secondary astigmatism
12 4 0
√
5(6ρ4 − 6ρ2 + 1) Spherical aberration
13 4 2
√




During wavefront reconstruction, it is necessary to find the coefficients Cj of the Zj modes
fitting the RMS wavefront error produced by the optical system under assessment. Once es-
timated, the coefficients and the Zernike polynomials may be used to reconstruct the wavefront
using equation B.4 [49, 50].
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